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DIELECTRIC D.C.CAPACITORS

e

DETAIL SPECIFICATION FOR FIXED METALLIZED POLYCARBONATE FILM

TYPICAL CONSTRUCTION
Cylindrical
Nor metallic case
Insulated
Axial terminations
Intended for printed circuite

1. MECHANICAL DESCRIPTION

QUICK REFERENCE DATA

Rated cap.range:

1 nF to 10 uF
Capacitance Tolerance
41, 2, #5, #10, +20 ¥
Rated veoltage :

63 1460 ,250 and 400 W
Elimatic category:
93/125/54

Grade:lLong life

1. - Dimensions

See the relevant Qualified Products Lizt for
qualified to thie detail epecification.

the

auvailability of components
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TABLE 1

Combination of values of capacitance of voltage
and dimensions of capacitors.

Rated voltage UR=63 V Category voltage U.= 31,5‘{
Capacitance (’JF) Dimensions (mm)
& *10%
Cp mn. Cp max. L max D max - 0,08
0,022¢ 0, 3R 14,9 ) 0,8
0, 0340 0,113 14,8 6.3 0,6
q, 117 0, 150 20 ? 908
a, 154 0,21 20 ] 0.8
0.226 0,3 20 8,5 0,8
- 0,340 0,363 20 9 [ %
0,374 0,473 20 9,5 0.8
0, 487 0, 960 20 10 0.8
0, 982 0, 581 % 10,9 08
0,69 0,72 - 2 11 o8
0, 7%0 0,08 20 1.8 0,8
5 0, 843 1,18 20 12 0,8
13,17 1. 50 b <) 10,8 1
1,84 . b ~ | 11 1
1,87 2,21 0 1,8 1
2,26 2,49 3 2 1
2.58% 2,80 k- 12,8 1
2,87 3,08 3 13,2 1
3. 18 3,0 33 3.8 1
3.8 3.74 b <] 14,4 1
30 4,12 n 18 1
4,22 4, Q h <} 18,8 1
4,9 4,47 3 16,2 1
4.9 8,2 k< 16.8 1
8% 8,8 n 17.4 1
s 8,04 k< ] 18 1
| W ;) .9 3 18,8 1
e.63 7. 13 k- 19,2 1
7.3 7,% k< .8 1
7,68 8,20 b ~ ] 2,4 1
9,23 4,68 k< 1 F3] 1
9,87 9,10 h -} ah,. 8 1
9. 9,5 3 2,2 |
L, 10, 00 k< 22,8 1
-2 -
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TABLE 1

Rated voltage UR=1 60V Category voltage UC=80V
Capacitance ()uF) Dimensions (mm)
*10%
CR mun. Cr maa. L max O max 0,08
0,0154 0, 0332 14,8 [ ] 0.6
. 0,0040 0, 0536 14,5 4 N
0, 0542 g, 100 2 7.9 0.8
0, 102 0, 120 20 ] 0.8
0, 121 0, 150 20 [ ¥ 0,8
0, 154 Q, 174 20 9 08
0,178 0, 200 20 9.5 9.8
0,208 0,237 20 10 0,9
., 0,240 0,200 20 10,8 0.8
0,287 0, 32 0 11 0.8
0,340 0,337 20 1.8 0.8
0,360 0, a2 20 12 0.8
0,412 0,53 20. 12,6 0.8
0.542 0, 590 - | 10 1
0, 604 0,643 3 10,5 1
0,668 0,820 3 1" 1
0, &23 0,910 3 11,8 1
0, 531 0,543 k<] 12 1
0,97¢ 1,10 3 12,6 1
1. 13 1,24 k< 13,2 1
1.27 1,490 33 13,8 1
1,49 1.5 k 14,4 1
1.8 1.74 » 18 ]
. 7. 1.9 -] 18,¢ )
1.9 2,08 s %,2 1
2,10 2,2 n 16,8 R
2,2¢ .40 b - 17,4 1
L9 .35 E "° ]
2,81 2,78 b - 1,6 |
,% . X ] » "2 1
3.00 3,08 0 19,8 1
L3S . L % -] » 20,4 1
3,9 3,87 » n 1
3,80 374 » 21, ¢ 1
3, 3 -] n.2 1
4,R 4.2 » 2.8 )
4,30 4, » .4 1
4.9 4.7 » - |
-3 -
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