B 1974489 0000001 O4l =M

This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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COMITATO ELETTROTECNICO ITALLANO ckce 30 601 - QOO4

ELECTRONIC COMPONENTS QOF ASSESSED
QUALITY IN ACCORDANCE WITH:

CECC 30.000

CECC 30.000

DETALL SPECIFICATION FOR FIXED CERAMIC DIELECTRIC CAPACITORS (CLASS 1)

TYPICAL CONSTRUCTION: PLATE
o - SINGLE LAYER
INSULATED
WIRE TERMINATIONS
: . RADIAL TERMINATIONS
i ' : INTENDED FOR PRINTED CIRCUITS

OUTLINE DRAWINGS L QUICK REFERENCE DATA:

-B ‘B B : B ~ Rated cap. range:

. 0.56 to 560 pF
1=l J10p -
1.

. - Capacitanhce -tolerance:
(1 N 1 £ 2% or + 0.25 pF
: —~ Rated voltage:-
100 V
- Climatic category:
. 55/085/21

1
A0 0 0% 1% 10 0

*

!

Temp. characteristic:

! Fig. 1 Fig. 2 Fig. 3 Fig. 4 + 100 to - 1300 ppn/°C
Note: Other shapes arc permitted within the — Assessment level:
dimensions given.’ ~according to CECC 30.600

Y

1I.DIMENSTIONS

Table lé

: SIZE |BODY DIMENSIONS® B x H
5 -
g I 3.7 x 3.8
5 11 4.5 x 4.7
. IIT 5.1 x 5.3
v 6.2 x 6.4
v ' 6.2 % 8.6
SO S S

* Max values in ma, [
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. Table 1b

LEADS DIME'NSIONS(mm)-
§ Fig. | Spacing Length Diameter
‘ .
| 1 5.08 . =15 0.6
1 5.08 6-2- | 0.6
. 2 2.5 | =157 | 0.6
i 2 2.54 T672 | 0.6
e_ 3 2.54 215 0.4
4 3.0 > 10 - 0.6

2. SPECIFIED METHOD CF MOUNTING FOR VIBRATION AND SHOCK TEST

Clamping rigidly the body and leads of capacitors.

3. RATINGS, CHARACTERISTICS

X Capacitghce range " : (see tables 2/1 and 2/2)
% Capacitance tolerance : (see tables 2/1 and 2/2)
¢ % Rated voltage f 1100V '
i .
: Tangent of loss angle _
i DS ANSRE, , -
C» 50.pF :é15.1o4 )
5£C< 50 pF ’ ':{:1.5(329 + 7). 1w
. T ...\ C
5w . . o v R -4 ‘ -
Ce5pF . t£55-10 -
Insulation resistance : = 10,000 M- _
Temperature coefficient TC : (see tables 2/1 and 2/2)
Climatic category i . : §5/085/21
i
i
i .
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