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ALL, DIMENSIONS ARE IN MILLIMETRES, SEE TABLE 1 BELOW.

—

MANUFACTURER'S TYPE NUMBER
SEE PD 9002 AND
CECC 00 200

For ordering information
see Clause @

FIXED CAPACITOR MUI.'I‘ILAYER_
CERAMIC DIELECTRIC
CLAGSS 1B

CYLINDRICAL INSULATED
NonN METALLIC CASE.
AXTAYL CENTRED LEADS

COMPLIES WITH THE MINIMUM
REQUIREMENTS OF TABLES § &6

OF BS CECC 30600:1979

TABLE 1 DIMENSIONS
Case DIMENSIONS
Size L, (Max) D1Qﬂa1) D, + 10%
Reference - 0.05
A 4.3%2 2% 0.50
B 6.60 2% 0.50
c 6.90 3.81 0.50 )
D 10.20 4.0 0.60
E 5-6% 26D o4
= 737 203 04
G 737 305 04

NOTE 4 . When capacitors are supplied in tape packaged form the length of the
termination and taping dimensions shall be by agreement between the

purchaser and the supplier.

NOTE 2. .

All quality assessment is performed on the component before tape packaging.

The effect of the tape packaging on the subsequent operation of the

component is not assessed.

NOTES . THIS SPEQRRTION REPLACES BS G515 Foo2k, Bsds15FosdL, 65 4615 Foo 33

AND Bs Qo8 FooSo

Reter 10 Quatih2o Products List PD Y0V and/or CLCC LOZ0U tor details ot manulaciuers

anneoved 10 this saocification.
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2, SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND BUMP TESTING

The capacitor shall be mounted solely by the leads without additional
- support at a point 6 mm from the point of emergence of the leads from the body.

3, RATINGS AND CHARACTERISTICS

Dielectric Class
Capacitance Range
Capacitance Tolerances

Rated Voltage

Rated Temperature
Tangent of loss angle é(«ﬁ 75091?
CR< 50¢F

Insulation Résistance

Voltage proof
Temperature coefficient

Climatic category

1B
See Table 2
+ 5% + 10% + 20% ¢c< 10 pF + 0.5 pF
: + 1 pF + 2 pF
See Table 2
125%¢

<15 x 107°
EE 4.4 oF CEC 3o Goo
est point la 210 G-

Test point lc 210 G_(.
2.5 x rated voltage
0 + 30 x 107%/°C (See Tables 2A and 2B)
55/125/56
TABLE 2

Values of capacitance related to case sizes and

rated voltages

CASE SIZE RATED VOLTAGE —
. REFGRENOE 50 v 100 v 200 V
PR FF PF
A I~ 1000 I - 680 | - 180
B 100 - 2200 100 -~ 150Q 100 - 330
C 120 - 5600 120 - 4700 120 - 1200
D 220 - 10000 220 -~ 6800 220 -~ 2200
- b} - %o ]
F Mo - %00 |
G W - oo
NoTiZ 4, Individual capacitance values should be preferably selected
from the E12 series of IEC 63,
- NoTE §. THESE CAPACITRANCE VALUES ARE FoR GUDANCE ONLY ' VALUES ouTSIDE

THESE RANGES MAY BE AFPROVED : SEE CEW. ©0 200 FoR
- INONIDUAL. MANUFACTURERS  APPRoVED RANGIES

TAGLE  2A

Temperature coefficient, permissible capacitance variation and cylic drift

Nominal temperature Change of capacitance Cyclic
coefficient and tolerance parts per thousand drift
-55 C | .85 C 125 C
0 - 30 x 10:2/20 -2.25 -1.95 -3.15 0.3% or
+380x 10 /C 4.05 1.95 3.23 0.05 pF
whichever
. is greater
— Page 2 " . ..__Documents
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TABLE 2D

Multiplying factor of temperature coefficient tolerance for low capacitance

Capacitance % 50 pF| 50>C 240 pF 40> C >25 pF | 252> C 210 pF [10y C Y1 pFI
Multiplying 1 1.25 2 5 50
factor

4, RELATED DOCUMENTS

BS CECC 30 600 (1979) Sectional Specification, Fixed Capacitors with
ceramic dielectric Class 2.
BS E9000 Part 1 (1977) General requirements for electronic components of

Part 2 (1978) assessed quality harmonised with the CENELEC
electronic component committee system.

BS E9070 (1975) Specification for harmonised system of quality assessment
for electronic components.

CECC 00 200 CECC Qualified Products List.

CECC 30 000 (1975) Generic Specification: Fixed Capacitors.

IEC 410 (1973) Sampling plans & procedures for inspection by attributes.
PD 9002 BS9000 Qualified Products List.

8. MARKING

The capacitors shall be marked with rated capacitance and tolerance and with as
many items as possible of remaining items listed in 1.4 of BS CECC 30 600.

- Capacitance and tolerance shall be in code according to IEC 62, e.g.

10 pF

it

10p 1000 pF

il

1noO 10,000 pF = 10n

K + 20% = M

+ 5% = J + 10%

6. ORDERING INFORMATION

i Orders for components to this specification shall include the
following minimum information

(1) Quantity

(2) Case size reference

(3) BS CECC specification number, issue number and date
(4) Rated capaclitance and tolerance

(5) Rated voltage

e,g, 1000 off Case C BS CECC 30601 OO Issue l‘ FEB 933
1000 pF ¥ 5%, 100V
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