B 1974489 0000001 O4l =M

This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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IETATL SPECIFICATION FOR FIXED CERAMIC DIELECTRIC CAPACITORS (CLASS 2)

" TYPICAL CONSTRUCTION: -PLATE S
SINGLE LAYER -
e DIPPED

WIRE TERMINATIONS T

“RADIAL TIERMINATIONS
INTENDED FCR PRINTED CIRCULTS

OUTLINE DRAWINGS

QUICK REFERENCE DATA:
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Fig. 2

Fig' 3 -c-‘ 4'-’

Fig. 1

Note: Other shapes are permitted within the
dimensions given,

Rated cap. range:
1000 to 22,000 pF
Capacitance
~20/+80%
Rated voltage:~
40V

Climatic category:
10/C70/21

Temp,

LIn
Lo

characteristic:

Assessnent leovel:
.

according CECC 39,7cQ

1. DIMENSIONS _ )
Table 1la '

s ’,‘mq PEN ; mt\jﬂ.’.";\hmﬁ . -
SIZE | BODY DLMENSIONS® B x i :

g .
I 3.7 x 3.8 %
II 4.5 x 4.7 . '§
11T 6.2 x 6.4 - -4
b x S 0 7g o ¥ o4 Vab N mmrul:rmmﬂg

® Max values in me.- ' Documents
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Tablec 1b-
!
: LEAD DIMENSIONS . (wn).
g .Figurc . Spacing - Length Diahctcr-
!, e I
g 1 - 5.08 > 15 0.6
1 5.08" T2 0.6
2 2.54 > 15 0.6
| 2 2.54 6% 0.6
3 2,54 =15 0.4

| 4 3.‘0‘ > 10 0.6
% 2. éPHCIFTED METHOD OF MOUNTING FOR VIBRATION AND SHOCK TESTS
é Clamping riéidly the body and.leads "of .capacitor. .

RATINGS, CHARACTERISTICS

: Capaclitance range

Rated voltage

Rated temperature

Capacitance tolerance.

Tangent of loss angle

(see table 25
< 20 to + 80%
40V

:* =10 to + 70°C
< 350. 104

) Insulation resistance :24006.MIL .

! Voltage proof . : 100V

! Climatic category Ib/O]O/ZI v
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