CECC CECCx30x701- 009 xx EM 1974499 00296862 51T WM

| NORME BELGE GEREGISTREERDE - - -
chu. 621.319.4 l ENREGISTREE BELGISCHE NORM CECC T i OO
CONDENSATEURS FIXES A VASTE KERAMISCHE N B N
DIELECTRIQUE EN CERAMIQUE CONDENSATOREN
CLASSE 2 KLASSE 2 C 83_170

e s el Feuille/Blad ?
Spécification particuliere Specifikatieblad P ég?ll%qif,, Z?981
le uitg.Yov. 1981

Festkondensatoren mit keramischem
dielektrikum, Klasse 2
Bauartspezifikation

Fixed capacitors with ceramic
dielectric, Class 2
Detail specification
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La grésente norme belge est la publi- Deze Belgische norm is de CECC-publi-
cation CECC 30 701 009 (1981). katie 30 701 009 (1981).

£

§ Documents a consulter : Te raadplegen dokumenten :

S5 | NBN C 83-100 (1977) : NBN C 83-100 (1977)

N Systéme CENELEC d'assurance CENELEC-systeem voor het waarborgen

e~ |de la qualité - van de kwaliteit -

g Condensateurs fixes - Vaste condensatoren -

§c | Spécification générique Generische specifikatie

ZZ |NBN C 83-170 (1980) : NBN C 83-170 (1980)

= Condensateurs fixes a Vaste keramische condensatoren

£ diélectrique en céramique Klasse 2

o Classe 2 Intermediaire specifikatie

g Spécification intermédiaire

Vereniging zonder winstbejag, Brabangonnelaan 29 -

é
T3
2 La terminologie suivante est De volgende terminologie wordt
' £2 lutilisée : gebruikt
g Frangais Néerlandais Anglais
<
. Frans Nederiands Engels
Condensateurs a diélec- keramische condensatoren, ceramic capacitors,
trique céramique, Classe 2 Klasse 2 Class 2
Sous-classe subklasse sub-class
Température nominale nominale temperatuur rated temperature

Commission 40 - Condensateurs et resistances gour equlipements electronlques.
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CECC 30 7700 = NBN €33-170 (1st.
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NBN C 83-170 Feuille/Blad 2

DETAIL SPEC{FICATION FOR FIXED CERAM(C DLELECTRIC CAPACITORS (Class 2)

Typical construction:
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Quick reference data :

Rated capacitance range
Capacitance t%nlerance
lated voltage range
Climatic category
Temperature characteristic

470 pF -
+10% 5 2
63V 5 100
35/125/56
2 C

150.000 pF
0% j

Vv

Circuit diagram

v
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See the relevant "Qualified Products" list for the availibility of components
qualified to this detail snecification.. ’
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1 Dimensions

TYahle 1 — limensions 1n mnm

. ! T N ! . ! ! +104
Laﬁe size L +0.5 : f Min ! H Max € .2 : d 0.2 | 0,05
reterence , ! ! ! ! ! nominal
! ! ! ! ! !
1 t 3.5 ! 3.0 T - T N vt 2.54 ! 0.6
2 ' 3.5 1 3.0 P'o4.% v 2.5 1 5.038 ! 0.6
! ! ! ! ! !
! ! L ! . ! ! -
3 y 2.0 ; 4.5 6.0 2.5 ; 2.54 | 0.6
4 5.0 - 4.5 6.0 Y 2.5 ' 5.08 ! 0.6
! ! ! ! ! !
! ! ! ! ! ! .
5 p .5 y 7.0 , 8.5 2.5 , 2.08 ' 0.6
b ! 10.0 P 4.5 11,0 ' 3.5 V5,08 ! ¢.8
1 1 1 1 1 1 .

2 Specified method of mounting for vibration, shock and bump testing
Vibration and shock tests shall be made in accordance with
TEC Publication 68-2-6 (Procedure B4) and to 63-2-27. The compo-
nents shall be mounted on a printed wiring board.

3 Ratings and characteristies
(Capacitance range See tahle 2
Canacitance tolerance(s) HO% 5 +20%
Rated voltage See table 2
Rated temperature + 125°C
"angent of loss angle 25.10_3 max
Insulation resistance €y, £ 25nF Ri 3 4000 ML

), > 25nF Ri x Cp )y 100s

Voltage proof 2,5 x rated voltage
Yemperature characteristic 2 U
Climatic category 55/12%/56
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