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This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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MANUFACTURER'S TYPE NUMBER
SEE PD 9002 AND
CECC 00 200

For ordering informaticn
see. Clause 6
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FIXED CAPACITOR MULTILAYER
'CERAMIC DIELECTRIC

CLASS 2F4

CYLINDRICAL INSULATED

Non METALLIC CASE
AXTAL CENTRED LEADS

MARKING INFORMATION: SEE CLAUSE 5
ALL DIMENSIONS ARE IN MILLIMETRES, SEE TABLE 1 BEIQW.

CONMPLIES WITH THE MININUM
REQUIREMENTS OF TABLES 2 k& 3
OF BS CECC 30700:19%0

TABLE 1 DIMENSIONS

Case DIMENSIONS
Size L, (Max) D1Qq¢1) D, + 1006
Reference - 0.05
A 4.32 22 0.50
B 6.60 2% 0.50
C 6.90 3.81 0.50
D 10.20 | 4-0 0.60

NOTE 1. when capacitors are supplied in tape packaged form the length of the
terminations and taping dimensions shall be by agreement between the purchaser

and the supplier.

NOTE 2. All quality assessment is performed on the component before tape packaging.
The effect of the tape packaging on the subsequent operation of the component

is not assessed.

NoTE D . -THIs sPauricATion REPLACES BS 4015 Fool)  Bs Q75 Food2, B59eT% Foo40

AND BS 9675 FooS2..

Heter 1o Quatihizg Frogucts List PO @002 ang/or CECC QOO0 Tor detaits o manuteciuress

annrowied 1o this seestfcation,
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2, SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND BUMP TESTING

The capacitor shall be mounted solelyby the leads without additional
support at a point 6 mm from the point of emergence of the leads from
the body.

3. RATINGS AND CHARACTERISTICS

Capacitance range - See table 2
Capacitance tolerance - + 20%, -20%
+80%
Rated voltage ‘ - See table 2
Rated temperature - 85°¢
Tangent of loss angle - - %0.030
Insulation resistance - Test point la 210G or 100s whichever
is less

Test point lc 25 GQ
Voltage proof ~ - 2.5 x rated voltage

Temperature characteristic 2F4 (See table 2A)

|

Climatic category -~ 25/085/21

TABLE 2

Values of capacitance related to case sizes and
rated voltages

CASE SIZE RATED VOLTAGE
REFERENCE 357 50V 100 V
PP FF PF
A - 1000 - 47000 1000 - 22000
B - 4700 - 120000 4700 - 56000
c - 10000 - 270000 10000 - 120000
D 1000 000 27000 - 470000 27000 - 270000

NeTE 4.  (NDIVDuh. CAPAGTRANGE VAWES SHowD PREFRABLY 6 SELKTED
ARoM -TuZ Ela SBRES ofF IEC 63,

NOTE S, THEE CARLTINE VAWES ARE FoR GUDANLE o Ny VAES |
ouTE DE “THESE RNGES MAY BE AMRED ' SEE (e o 200 FoR

(NDIV IDUAL MANUFACTLURERS AFPRoVED RANGES |
TABLE 2A

Temperature Characteristic

Temperature Permissible capacitance variation
Range With no voltage applied ¥ith UR applied
o o '
-25 C/+85 C +30% +30%
h -80% -90%
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4, RELATED DOCUMENTS

BS CECC 30 700 (1980) Sectional Specification, Fixed Capacitors with
ceramic dielectric Class 2.

BS £9000 Part 1 (1977) General requirements for electronic components of
Part 2 (1978) assessed quality harmonised with the CENELEC
electronic component committee system.

BS 9070 (1975) Specification for harmonised system of quality assessment
for electronic components.

CECC 00 200 CECC Qualified Products List.

CECC 30 000 (1975) Generic Specification: Fixed Capacitors.

IEC 410 (1973) Sampling plans & procedures for inspection by attributes.

PD 9002 BS9000 Qualified Products List.

5. MARKING
The capacitors shall be marked with rated capacitance and "OLELANCE AnD WiTH
AS MAY as possible of the remaining items listed in 1.4 of
BS CECC 30700.

Capacitance and tolerance in code according to IEC 62,

e.g. 10 pF = 10p 1000 pF = 1n0O 100,000 = 100n
+ 2094 = M ~-20% = Z
- +807,

6. ORDERING INFORMATION

Orders for components to this specification shall contain the
following minimum information:

(1) Quantity

(2) Case size

(3) BS CECC specification number, issue number and date
(4) Rated capacitance and tolerance

(5) Rated voltage

.

e.g. 1000 off Case B BS CECC 30701 O17 Issuel fea 198210,000 pF + 20% 100V

7. QUALIFICATION APPROVAL AND QUALITY CONFORMANCE INSPECTION

For qualification approval test and quality conformance ianspection,

the test schedule severities and requirements given in the sectional
specification shall apply, with any additional severities specified

in table 4.

8, CERTIFIED TEST RECORDS

Certified test records are required in accordance witﬁ 3.2 of
BS CECC 30 700.
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