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This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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l NORME BELGE

-

CDU.
Ubc: 621.319.4 ENREGISTREE

GEREGISTREERDE -
BELGISCHE NORM

CONDENSATEURS FIXES A
DIELECTRIQUE EN CERAMIQUE
CLASSE 2

Spécification particuliere

VASTE KERAMISCHE

NBN
- C83-170-3

Feuille / Blad 3
Te &d., Déc.1982

‘le yito, Dec.1982

CONDENSATOREN
KLASSE 2

Specifikatieblad

Festkondensatoren mit keramischem
dielektrikum, Klasse 2
Bauartspezifikation

- Alle rechten voorbehouden

Fixed capacitors with ceramic
dielectric, Class 2
Detail specification

C.C.P.: 000-0063310-66 - Tous droits réservés

La présente norme belge est la publi-
cation CECC 30 701 017 (1982).

- Tel: (02) 734 92 05 - P.C.R.: 000-0063310-66

Documents a consulter :

NBN C 83-100 (1977) :
Systéme CENELEC d'assurance
de la qualité -
Condensateurs fixes -
Spécification générique

1040 Bruxelles - Tél: (02) 7349205 -

- 1040 Brussel

NBN C 83-170 (1980) :
Condensateurs fixes a
diélectrique en céramique
Classe 2

Spécification intermédiaire

La terminologie suivante est
utilisée :

Frangais
Frans
Condensateurs a diélec-
trique céramique, Classe 2 Klasse 2

Sous-classe subklasse
Température nominale

Néerlandais

Nederlands
keramische condensatoren,

nominale temperatuur

Deze Belgische norm is de CECC-publi-
katie 30 701 017 (1982).

Te raadplegen dokumenten :

NBN C 83-100 (1977) :
CENELIEC-systeem voor het waarborgen
van de kwaliteit -

Vaste condensatoren -

Generische specifikatie

NBN € 83-170 (1980) :

Vaste keramische condensatoren
Klasse 2

Intermediaire specifikatie

De volgende terminologie wordt
gebruikt :

Anglais

Engels
ceramic capacitors,
Class 2

sub-class
rated temperature
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: Condens%teurs ?t résistances
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C.C.P.: 000-0105058-07. Approuvé par le CEB le 1.5 f 09 /3.98 2
Publication autorisee par 'INSTITUT BELGE DE NORMALISATION (IBN) le

Condensatoren en weerstanden
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COMITE ELECTROTECHNIQU. BELGE _ .
BELGISCH ELEXTROTECHNISCIH COMITH GECC 30 701-017
) &
“flectronic Component o Assessod
Quality in accordance wviih :
CECC 30 000 - NBN C83-100 (1st. ed./1977) NBN C 83-170 Feuille/Blad 3
CECC 30 700 - NBN C 83-170 (1st. ed. /1980)
DETAIL SPECIFICATION FOR FIXED CERAMIC DIELECTRIC CAPACITORS (Class 2)
Typical construction : Plate
! Multilayer
Dipped
Yire terminations
Radial terminations for printed viring
applications
Outline drawing: i ' EE
. : - ‘ .
L'm.n @ man . l.m.n
= o B [
x -
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X ' , x
/ _Sseating planc
- yTor vibraticn — ' ST
‘€ testing ' 3
. 2 2
Quick reference data:
Hated capacitance range - : 10 nF - 1,&F
Capacitance tolerance : 4205 5 450 , ; - +80 ,
" ' -20 * -20
Rated voliage range : 63V ; 100V
Climatic catelory : 0 257585/56
Temperature characteristic : 2F4
Circuit 2iagram:
' 4
Documents
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1 Dimensions

Table 1 - Dimensions in mnm

CECC CECCX30%70k- 017 xx BN 1974499 0029962 LO2 WM

. | B ! ! L . ! +10 .%
Case size , M max |  Hmax | e max ,d nominal .ad' o os
reforence , fom)  ;  (om) ¢ {mn) g (om) )
A —— : . : . ! _ : . -
1 Y 3,8 ! : 5,3 : ! 2,5 ! 2’54 !' or {8’2
) k] : [} : t : ' | v
- - ! ! ' 1 ’ R ! -
2 P 3,8 . 5,8 , 2,5 5,08 ; or fg’g--
' 1 ! t 1 d?
3. 15 ot 6,5 ! 3,1 1 2,54 ! or {0'2.
' L ! ' ! ! L A
! o ] 1 1 ) Ho 5
4 N 5 1 7 t 3,1 1 5’08 ) ' 0}‘ 0,6
v ! ' ' S ’
5. v 7.6 ' 9,1 1 3,8 15,08 - ! op ,(8’2 :
S v ) ! e ' ’
1 1 1 ' | ! 0,5
6 1y 10,1 i 11,6 ' 3,8 y 5,08 19T 1576
’ ' ' y ' ' . 1 ’
: ' 1 t ] .

2 Speecified method of uouniing'for vibration, shock and bump testing'_:
Vibration and shock tesis shall be made in accordance with -
IEC Publication 68-2-6 (Procedurc B4) and o 68-2-27. The compo-
nents shall be nounted on a printed viring board.

3 Ratings and characteristics
Capacitance range See table 2 o
Capacitance tolerance(s) +205%5 ; izg% ; +§g%

Rated voltage ‘Sce table 2
Raled temperature ' +85°C
Tangent of .lous -angle ‘5.10"'3 max -
Insulation resisiance Cp € 25nF © Ri pa4000M @
. ' CR > 25nF . Rix Cp )/100-5
Vollage proof 2,5 x rated voltage
Temperature characteristic 2P4
Climatic category 25/85/56 :
.
- }:i{‘ P - _t _ \\’,
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