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BRITISH STANDARDS INSTITUTION c

2 PARK STREET, LONDON, W1A 2BS

Specification available from : BS CECC 30801 - 003-

AS SHOWN IN PD 9002, CECC 00200 AND ISSUE 1

STANDARD TELEPHONES AND CABLES plc. DATE Mar. 1984

STC COMPONENTS

CAPACITORS, BRIXHAM ROAD, PAIGNTON, DEVON. Number of pages 12

ELECTRONIC COMPONENTS OF ASSESSED QUALITY .

DETAIL SPECIFICATION IN ACCORDANCE WITH : MANUFACTURER'S TYPE NUMBER

BS CECC 30000 1975 . TAQ

BS CECC 30800 1976 :

Outline and dimensions Third ang1e_<z§)_{5:] _| SEE PD 9002 AND CECC 00200
projection

For Ordering Information
See Clause 6
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Marking Information - See Clause 5 of BS CECC 30800 Issue 1

TABLE 1  DIMENSIONS RELATED TO CASE SIZE

Case Size Dimensions ( mm )
Reference L max. W max. H max. P +/-0.15 N +/-0.15 S min.
A 3.4 1.8 1.4
B 4.7 1.8 1.8 1.90 0.70 1.7
D 5.1 2.6 2.0 2.25 0.65 1.6
E 6.2 2.6 2.0 2.05 0.65 2.9
F 6.6 4.0 2.4 1.95 0.65 3.4
G 8.0 3.4 3.4 2.85 1.15 3.4
H 8.3 4.2 3.4 2.45 1.15 4.1
J 8.3 4.5 4.5 2.85 1.15 3.7

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of
Manufacturers approved to this specification
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2.0 Method of Mounting

The capacitor shall be mounted on a suitable substrate, the method of
mounting is in accordance with clause 4.8 of BS CECC 30800.

3.0 Rating and Characteristics

Style Style 1 - Encapsulated
Capacitance Range See TABLE 2A
Capacitance Tolerance - Standard 10% and 20%
Rated Voltage See TABLE 2A
Rated Temperature 85°¢
Category Temperature 125°%¢C
Impedance at 100kHz See TABLE 2B
Climatic Category -55/125/21
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TABLE 2A  CAPACITANCE AND VOLTAGE RELATED TO CASE SIZE

U 6.3 10 16 20 25 | 35
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TABLE 2B IMPEDANCE ( 100kHz )
Capacitance OR pF V Impedance in Ohms.  Maximum
< 0.68 pF Not Applicable
2 0.68 pF 10
= 75 uF v
Z 360 PF )
TABLE 3 CHARACTERISTICS AT HIGH AND LOW TEMPERATURE
Test Temperature Capacitance Leakage Current Tangent of Loss Angle
O¢ AC/C % max Up > 10v ] Uy < Tov
(i) (i)
Initial Measurement | Within the < 0.01 Coup 0.06 | 0.08
Specified
20 +/- 2 Tolerance or 1 pA i ‘
; | B
-55 +/- 3 - 12% i No Measurement @ 0.12 0.15
20 +/- 2 +/- 5% As per Initial As per Initial
Measurement | Measurement
85 +/- 2 + 10% < 0.10 CRUR 0.12 0.15
' or 1 pA ’
125 +/- 2 + 15% < 0.10 CRUR ; 0.15 0.15
or 1 pA ?
%iii)
20 +/- ¢ +/- 5% As per Initial As per Initial
Measurement Measurement
(i) Percentage change of capacitance with respect to the initially measured value
(1) Whichever is the greater
(i11) Measured at Category Voltage
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