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ELECTRONIC COMPONENTS OF ASSESSED QUALITY: - | MANUFACTURER'S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH SUFMo .
_ For ordering information:
CECC 30900: 1980 See clause 6

Fixed capaciter

- Outline and dimensions First angle —G———@ ;tg;ﬁe?;?ehmnc

projection,
Outer foil indicator [Rectangular non-metallic
S, case, Unidirectional
d nom. [*——* terminations,
1 N e g — Intended for printed circuits
' sj_i "o Quick reference data:
== —-1 A7pf to 25000pf
344 v l > Minimum tolerance =0,5%
L : { L* 63 V.D.C. .
40/70/21
Stability class 2
See Table 1 Temperature coefficient
All dimensions are in millimetres. See Table 1 (Average)

~125'1 60p.p.m./°C
Also See Appendlt ‘A

Marking information - See clause §

N

. Full Assegsment

1) Constructional details and dimensions

The capacitor shall be capable of seating firmly on the P.W.B. and the body
shall not seal off the holes in the board through which the leads pass.

TABLE 1
71 Y 72 S1 s2 d
max. max. max., nom, nom., nm,
7.5 13.0 . 7.5 5.08 5.08 0.6

2) Method of mounting for vibration and shock testing

The capacitor shall be mounted on a rigid surface plate to simulate a P.YW.B.
the bhody being pressed firmly against the mounting surface and fixed by
soldering the leads.

Refer to Qualified Products List PDY002 and/or CECC 00200 for details of
manufacturers approved to this specification.
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3) Ratings and characteristics
Capaci tance range - 47pf to 25000pf
Capacitance tolerance - See table 2
Rated voltage - 63 V.D.C.
Rated temperature - 70%
Upper category temp. - 70%
Stability class -2
Temperature coefficient - See appendix 'A'
Environmental classification - 40/70/21
Shock severity . - 981 m/32(100gn) 6ms Half sine pulse
Vibration severity - 0.75mm or 98m/s2., 10Hz to 500Hz
6 hrs. duration
TABLE 2
Capacitance range Minimum tolerance Preferred tolerances
(pF)
47 to 300 I1.5pF 1%, 2%, 5%, 10%
300 to 25000 t0,5% 1%, 2%, 5%. 10%
4) Related documents
BS CECC 30000 -~ Generic specification: Fixed capacitors
BS CECC 30900 - Sectional specification: Polystyrene film capacitors
BS 6001 - Sampling procedures and tables for inspection by
attributes
BSE 9000 - General requirements for electronic components of
assessed quality
PD 9002 — BSO000 components selection guide
CECC 00200 - CECC Qualified products list.
5) Farking

NOTE:

Rated capacitance

Tolerance on rated caracitance

Year and week of manufacture
Manufacturer's trade mark

Outer foil termination (Identification)

Manufacturer's iype designation

Capacitance and tolerance marked on the

opposite end to the

teminals
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6) Ordering information

Orders for components to this specification shall include the following
minimum information:-

(a) Specification number and issue No.

(b) Manufacturer's type number

(¢) Rated capacitance

(d) Tolerance on rated capacitance

(e) Quanti ty

(f) Leadout length, if different to standard

(g) Rated voltage

EXAMPLE: BS CECC 30901-002 ISSUE 1 - SUF710 680pf 1% 63V
10mm Min. leads 10,000 off

7) Qualification approval and quality conformance inspection

For qualification approval test and quality confomance inspection the
test schedule, severities and requirements, given in the sectional

specification shall apply.

In addition table 4 specifies the tests, severities and requirements

that have to be given in the detail specification

Samples submitted to tests marked 'D' shall not be accepted for

release.

8) Certified test records

Shall be prepared in accordance with 3.2. of BS CECC 30900: 1980 and
3.6 of BS CECC 30000: 1975,
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