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ELECTRONIC COMPONENTS OF ASSESSED QUALITY IN ACCORDANCE WITH:
CECC 30000 -~ 30900

DETAIL SPECIFICATION FOR FIXED POLYSTYRENE FILM DIELETRIC D.C.

CAPACITORS:
Typical construction: Rectangular
Solvent resistant case
Insulated
Radial terminations
Intended for printed circuits
DIMENSIONS in mm QUICK REFERENCE DATA:
Rated cap. range : 47 pfF to 34 nF
... |Cap. Tolerance * 0.625% Code P
1% * F
D * 1.25% " A
B 2% * 8
T t 2.5% * H
o * 5% “ g
~ ! + t 1pF "z
— p Rated voltage dc : 63 V
— Climatic category: 40 / 085 [/ 56
S FILo Stability class : 1
Assessment level : E

Refer to Qualified Product List CECC 00200 for details of
manufactures approved to this specification.

Comitato Elettrotecnico Italiano (CEI)
Comitato Tecnico CEI 40 " Condensatori e resistori per
l’elettronica”.
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TABLE 1

SIZE B8 H L1
max +

.5 1

L2 P
8]

A 6.25 11 14

20 7.18 5.08 0.5

B 7.5 13 12

18 7.18 5.08 0.6

C 10 13 12

18 10.74 7.62 0.6

all dimensions are in mm

1.1

VAILUE OF CAPACITANCE RELATED TO CASE SIZE

TABLE 2

CASE
SIZE
REF.

Capacitance

range (pf)

A 47 pF to 10000 pF

B 47 pF to 16000 pF

c 15000 pF to 34000 pF

2. SPECIFIED METHOD OF MOUNTING FOR VIBRATION AND SHOCK TESTING

The component
the mounting
be of minimum
Case sizes to

3. RATINGS |,

terminations face shall be held firmly against
surface by the solder terminations which shall
pratical lenght.

inclusive shall also have their bodies clamped.

CHARACTERISTICS

Grade

--------

Capacitance range

see table 2

--------

Capacitance tolerance

see page 1

Rated voltage (Vr) ....... 63 V
Category voltage (Vc) .... up to 85 °C
Rated temperature ........ 85 °C
Tangent of loss angle .... at 1KHz < 2%*10e-4 for C >

at 1MHz < 1%10e-3 for C < 1000pF
Insulation resistance .... > 5*10e5 MOhm between terminations
Temperature coefficient ..

-(120 * 50) ppm/°C
Climatic category 40 [/ 085 [/ 56

Ve=Vr

1000pF

4. RELATED DOCUMENTS

IEC 68 Method for envirommental testing of
component and elettronic equipment.
Beneriec specification for fixed capacitors.
Sectional specification for fixed polystyrene film
dielectric d.c. capacitors.

Blanck detoil specification for fixed
film dielectric d.c. capacitors.
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5. MARKING INFORMATION

The following wmarking information will be given on the
capacitor:

- Rated capacitance

- Rated voltage

- Tolerance on rated capacitance

- Year and month of manufacture coded according to IEC 62

- Manufacture’s series

- Dot indicating outer foil termination

6. ORDERING INFORMATION

Order for components to this specifications shall contain
the following minimum informatian:

- Quantity

- Detail specification number

- Manufacture’s type designation

- Code for rated voltage (D=63V)

- Code for dimension, table 1

- Rated capacitance

- Tolerance on rated capacitance

7. QUALTIFICATION APPROVAL AND QUALITY CONFORMANCE INSPECTION

The procedure for quality assessment procedure are given in
section 3.3 table 1 of CECC 30.900 and for the performance
requirements see table 4A and 4B in this specification.

‘8. GCERTIFIED TEST RECORDS

Not required.
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