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ELECTRONIC COMPONENTS OF ASSESSED QUALITY
Detail Specification in Accordance with:-

CECC 31200 (1981)

MANUFACTURER'S TYPE NUMBER
SUF 825

For ordering information

See Page 3.

Outline and dimensions. First angle
projection. Case marking indicates Outer
Foil.
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See Table 1

All dimensions are in millimetres. See Table 1

Marking information - See Clause 5.

Fixed Capacitor Metallised
Polypropylene Dielectric

Rectangular Non-Metallic
Case. Undirectional
Termination. Intended for
Printed circuits.

Quick Reference Data:-

10 to 120nF .
Minimum Tolerance - 1%
Rated Voltage 63 & 100 VDC
Climatic Category 55/085/56
Performance Grade 1
Stability Class 1
Temperature Coefficient
- 210 * 100 x 10-6 /deg C

Full Assessment

1) Constructional Details and Dimensions

The capacitor shall be capable of seating firmly on P.W.B. and the body shall
not seal off the holes in the board through which the leads pass.

Z1 Y z2 351 d.
MAX MAX MAX Nom + 0,05mm
7,5 13,0 7,5 5,08 5,08 0,6

NOTE: The lead out positioning tolerance shall be such that when leadouts are
located in two 1,0 .mm diameter holes centred on the opposing diagonal
corners of a 5,08mm square, the case shall be capable of being
positioned within a 7,62mm square concentric and parallel with the

5,08mm square.

2) Method of Mounting for Vibration and Shock Testing

The Capacitor shall be mounted on a rigid surface plate to simulate a P.W.B.
the body being pressed firmly against the mounting surface and fixed by

soldering the leads.

Manufacture approved to this specification.

Refer to Qualified Products List PD9002 and/or CECC 00200 for details of
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! 3) RATINGS AND CHARACTERISTICS

Capacitance range - 10nF to 120nF any value
Capacitance tolerance -2 5% standard

- 2 1%, z 2%. : 10% (On request)
Rated voltage ' - See Table 2
Rated temperature - 85°C
Stability class - 1
Performance grade - 1
Tangent of loss angle - 3x 10-4 at 1kHz
Insulation resistance - 2 100 G2
Vibration severity - 10 Hz to 500 Hz

0,75mm or 98m/s2

Shock severity - 981m/s2

Environmental category 55/85/56

TABLE 2 RATED VOLTAGE

CAPACITANCE VOLTAGE o
10nF to 33nF 100 VDC
>33nF to 120nF 63 VDC

4) RELATED DOCUMENTS
Generic specification - . CECC 30000
Sectional Specification - CECC 31200
Qualified products list =~ CECC 00200

Sampling procedures
and tables for inspection- CECC 00007 (BS6001)
by attributes.

BS9000 component - PD 9002
selection guide

5) MARKING

The following. details selected from those listed in 1.5 of CECC 31200
are given on the capacitor:

- rated capacitance

- rated voltage

- tolerance on rated capacitance
- manufacturer's trade mark

- manufacturer's type designation

- outer foil identification
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6) ORDERING INFORMATION

Orders for components to this specification shall include the following

minimum information:

(a) Specification and issue numbers

(b) Manufacturer's type number

(e) Rated capacitance

(d) Tolerance on rated capacitance

(e) Rated voltage

(f) Lead length, if different to standard.

e.g. CECC 31201-004 Issue 3, SUF 825, 37,5nF, I 59, 63V.

7) QUALIFICATION APPROVAL AND QUALITY CONFORMANCE INSPECTION

For qualification approval tests and quality conformance inspection the
test schedule, severities and requirements given in the sectional

specifiication shall apply.

In addition table 3 gives the tests, severities and requirements.

8) CERTIFIED TEST RECORDS

As required in accordance with CECC 31200 clause 3.2.
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