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NOTE 1. For ordering information see clause 4.
NOTE 2. All dimensions are in millimetres.

NOTE 3. Where terminations of the permissible diameter are used this shall be stated in the application for qualification approval

for inclusion in the Qualified Products List.

Table 1. Dimensions and ratings

0¢Full document details: CECC 40101-006 ISSUE10

Style Rated Limiting Isolation Maximum | d (See note 3)
. dissipation element voltage dimensions
+ voltage
(See (W at Vd.c, or Vd.c. or Preferred Permissible
note 3) 70°0) a.C. r.m.S. a.c. peak
L D min. { nom.} max. | min. [ nom.§ max.
JB 0.125 200 280 5019 10.55{0.6 10.6610.4510.5 |0.55
KB 0.25 250 350 85136 |055(06 [0.661045{05 |0.5S
LB 0.5 350 500 115142 10.7510.8 | 0.8810.5510.6 {0.66
MB 1 500 710 16.7]6.7 {0951.0 | 1.1 |0.75108 |0.88
NB 2 750 1060 240185 {095|1.0 1.1 [105¢L.1 |1.21
e Aer fication is issued in the BS EQ000 series as a harmonized detail xpcpiﬁgation
T e R rece i cmparls B3 5000 spciction b
for a period both standards will be valid because of existing approvals.
Gr3 [Clause 1
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1. Ratings (including limiting conditions of use)} and characteristics

Resistance range The preferred values are those of the E12 series of BS 2488: 1966
(1EC Publication 63). Where the use of intermediate values is
essential they should be chosen from a series in that document.

Standard selection tolerances +5%,£10%,220%

Environmental classification 55/125/21

Vibration severity 10 Hz to 500 Hz, 0.75 mm or 98 m/s?
Low air pressure 8.5 kPa (85 mbar)

Limit of resistance change after
1000 h endurance test 15%+ 0.5

Temperature characteristic of
resistance (+ 20 °C to + 70 °C) AR/R <+ 6.5 % (+ 1300 p.p.m./ °C)

These resistors are suitable for printed wiring applications.
The range of values available in each style is given in PD 9002.

1.1 Derating. Resistors covered by this specification are derated linearly from 100 % of rated dlssnpatlon at 70 °C
to zero dissipation at 125 °C. The dissipation below 70 °C is the rated dissipation.
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2. Marking of the component and package
The marking of the component and package shall be in accordance with the requirements of 2.4 of BS E9110: 1974.

3. Related documents

BS 2488 (IEC 63) *Schedule of preferred numbers for the resistance of resistors and the capacitance of
capacitors for telecommunication equipment’.

BS 6001 (IEC 410) ‘Sampling procedures and tables for inspection by attributes’
(BS 9001 has the same technical content).

BS 9000 ‘General requirements for electronic components of assessed quality”’.

BS E9110 (CECC 40 000)  ‘Fixed resistors of assessed quality: generic data and methods of test’.
BSE9111 (CECC40100) ‘Harmonized system of quality assessment for electronic components: sectional
specification for fixed low power non-wirewound resistors’.

PD 5002 ‘BS 9000 components selection guide’.
IEC 68 ‘Basic environmental testing procedures’.
7509-1.5k—B ' . [Clause 4
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4. Ordering information
Orders for resistors covered by this specification shall contain the following information.

(a) Rated resistance.
(b) Tolerance on rated resistance.
(c) Style (see table 1) and number of this detail specification.

5. Certified test records (CTR)
Certified test records shall be prepared in accordance with 2.8 of BS 9000: Part 1.

6. Additional information (not for inspection purposes)

6.1 Ageing. Due to the fundamental method of construction, carbon composition resistors may show an
appreciable change in ohmic value with the passage of time during storage. The selection tolerances quoted
in this specification therefore hold true only at the time of despatch. Thereafter, the rate of drift will depend
upon the individual component and storage conditions.

Users are advised that, when stored under standard atmospheric conditions for testing (given in IEC 68—1), the
resistance change is not likely to exceed 2 % after one month duration and 10 % after one year duration, from
the time of despatch.

6.2 Voltage proof. Voltage proof testing causes a permahent reduction in the potential life of any insulation and
for this reason should not be repeated more often than necessary. As a general guide, the application of more
than three such tests by a user is not recommended.

6.3 Bending of wire terminations. Bending of a termination should not occur at a point less than 2 mm from the
point of emergence of the termination. The minimum bend radius should be the diameter of the termination.

7. Inspection requirements
7.1 An inspection lot shall consist of resistors of the same style. It should be representative of those extremes
of the resistance range produced during the period.

The samples for groups ‘C” and ‘D’ shall be collected over the last 13 weeks of the inspection period.

‘Low’ values shall be within +200 %, —0 % of the current lowest approved resistance value (or lowest value
manufactured within the approval range).

‘High’ values shall be within +0 %, —30 % of the current highest approved resistance value (or highest value
produced within the approval renge).

‘Critical’ values shall be within +0 %, —20 % of the calculated value.

7.2 Samples submitted to tests which are marked ‘(D)’ shall not be accepted for release under BS 9000 (see 2.6.5
of BS 9000: Part 1).

7.3 Where a subgroup contains more than one test, they shall be carried out in the order given in the schedule.

Clause number D Condition of test IL | AQL Performance requirements
and test oI (See note 2) (See note 1)

ND
(See note 1) (See

note 3)

GROUP A INSPECTION

To be conducted on a sampling basis, lot-by-lot

Subgroup Al ND S—4(1.0%

4.3.1 Visual examination As in 4.3.1

4.3.2 Marking Asin 4.3.2

Subgroup A2 ND S—41|1.0%

4.3.3 Dimensions (gauging) A gauge-plate of 1.5 mm As specified in table 1
shall be used

44 Resistance Asin 4.4.2

CTR information Attributes information for
resistance in subgroup A2

[Clause 7, group B
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