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Nederlands Elektrotechnisch Comité (NEC)
Normcommissie NEC 40 "Weerstanden en condensatoren'

Niets uit deze norm mag worden verveelvoudigd en/of openbaar gemaakt door middel van g!ruk, fotocopie,
microfilm of op welke andere wijze ook, zonder voorafgaande schriftelijke toestemming van het NNI.

Nederiands Normalisatie-instituut
Polakweg 5, Rijswijk (ZH), telefoon {070) 90 68 00", telex 32123, postrekening 25301

Poctimends
Ei-CECC ko 101-008
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NEDERLANDS ELEKTROTECHNISCH COMITE CECC 40 101-008

Electronic component of assessed quality NEN-CECC 40 101-008
in accordance with 1st edition, January 1976

NEN-CECC 40 000, 1st edition

Detail specification for fixed low power non-wirewound resistors
Stability + (0,5% + 0,05 Q) .

Typical construction: metal film

Outline and dimensional data (see note 2

. and table 1) Application:
S ke
; — . Under consideration
25min L 25 min

For ordering information, see k.

Note 1. Other shapes are permitted within the dimensions given.
Note 2. These resistors are suitable for printed wiring applications.
Note 3. All dimensions are in millimetres.

1 RATINGS AND CHARACTERISTICS

Resistance range : The range of values available in each style will
be given in the Qualified Products List. Prefer-
red series are those given in IEC Publication 63

Preferred tolerances

on rated resistance : + 0,1%, + 0,25%, + 0,5%, + 1%, + 2%
Environmental

classification : 55/125/56

Vibration severity : 10 to 500 Hz, amplitude 0,75 mm or 98 m/s®

(whichever is the less severe), duration 6 h
Low air pressure : 8,5 kxPa (85 mbar)

Limit of resistance
change after 1000 h
endurance test : + (0,5% + 0,05 Q)

Temperature character-

istic of resistance

{+20 to +70 ©oC) : AR < + 0,58 for K (+ 100x10°%/°¢C)
T +0,25% for Y (¥ 50x10"¢/°C)
+

0,125% for P (*+ 25x107%/°¢C)
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