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TYPICAL CONSTRUCTION
CARBON CCMPOSITION

(See tzable 1 below) All dimensions are in

L. . millimetxes. - FULL PLUS ADDITIONAL
Marking information see clause 2 ASSESSMENT by
‘Note:—_ These resistors are suitable for printed wiring applications.

TABLE 1. DIMENSIONS AND RATING

Limiting { Isolation Maximum
Rated s .
<issivaticn element Voltage dimensicns d
hursyind C(I;; atP T voltage |V d.c. ox
a T 2-
tY'_De 7OCC) v d.c.0or d.C. peak - D 3 nom max
a.c.x.m.sl mn
- =~ 9 2
8 0.50 350 DCO 20.5 3-80 0.73 Ocvo 0.88
9 0.25 280 300 15.0 5.80 { 0.75]0.80{ 0.88
10 1.0 500 1000 33.0 |11.20]0.95{1.c0f 1.10

iThis specification incorporates all the performance requirements of
CECC 40101 : 1975 with extra testing in subgroup C2.
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RATINGS (INCLUDING LIMITING CONDTITIONS OF USE) AND CHARACTERISTICS

Resistance range: The preferred values are those of the
El12 series of BS 2488: 1966

(IEC Publication 63). Where the use of

intermediate values is essential they

should be chosen from a series in that

document.
Standard selection tolerances: £3% £10%, £ 20%
Environmental classification: 55/100/21

Vibration severity 10 Bz to 500 Hz, 0.75 mm or 98 m/s?

Low air pressure 8.5 kPa (85 mbar)

Limit of resistancs change after

10C0 h endurancs tast 15 % + 0.5Q)

Temperaturse chargcte::isticoof
resistance (+ 20C te + 70°C) AR/R £ % 6.0 % ¢+ 1200 opm/°C)

These resistors are suitable for
printed wiring applications.

The range of values available in each style is given in PD 902,

1.1, Derating.Resistors coversd by t.h%.s SpeCiilcatlonJ are derated linearly from
100 % of rated dissipation at 70°C to 259 rated’ dissipation at 100°C. The
dissipation below 70 C is the rated d:\.ssipat:.on.
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2. - MARKING OF THE COMPONENT AND PACKAGE

The marking of the component and package shall be in accordance with the
requirements of 2.4 of CECC 40000:1973 (BS ES110: 1874)

3. RELATED DOCUMENTS

BS 2488 (IEC 63) Schedules of preferred numbers for the resistance
: 0of resistors and the capacitance of capacitors for
telecommunication equipment

BS 6001 (IEC 410) Sampling procedures and tables for inspection by
attributes (BS 9001 has the same technical coatent)

BS E9000 General requirements for electronic components of
assessed quality harmonised with the CENELEC
Electronic Component Committee Systen

BS ES110 (CECC 40 000) Harmonised System of quality assessment for
electronic components: Generic specification for
fixed resistors

BS E9111 (CECC 40 100) Harmonised system of quality assessment for
electronic components: sectional specification for
fixed low power non-wirewound resistors

PD 9002 BS9000 and BS CECC Qualified Products List
CECC 00200 Qualified Products List
BS 2011 (IEC 68) . Methods for the environmental testing of electromic

components and electronic equipment

4. ORDERING INFORMATION

Orders for resistors covered by this specification shall contain the following
information:-

(a) Quantity

(b) Rated resistance

(c) Tolerance on rated resistance

(d) Type (see Table 1) and number of this detail specification, issue aumber
and date

5. CERTIFIED TEST RECORDS (CTR)

Certified test records shall be prepared in accordance with 2.8 of BS9000:Part 1.
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