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ELECTRONIC COMPONENTS OF ASSESSED QUALITY

DETALL SPECIFICATION IN ACCORDANCE WITH

BS E9110 : 1974 AND Bf E9111 : 1975 X
¢ 197

MANUFACTURL:i¢'S TYPE NUMBER
NE 60
NC 60
NA 60

See PDY002 and CECC 002 00

For ordering information

Outhine and chimensiung Third unagle projection

CECC LO 000 : 1973 AND CECC L0 100
(See Note 2 and table 1 below @ =}

. see  See clauge | -
30 _, L _._. 30 ' 2 !
MiN. MrMIN
FIXED LOW POWER NON-
WIREWOUND RESISTORS -
— b INSULATED
——— — 5.(0)
o o TYPICAL CONSTRUCTION:

- METAL FIIM

HELICALLY CUT

FULL ASSESSMENT

Marking information See clause 2.

NOTE 1. TFor ordering information see Clause L.
NOTE 2. All dimensions are in millimetres.
NOTE 3. Dagger (#) to be replaced by the letler appropriate to the tewperaturc
characteristio.
NOTE i, Where terminations of the permissible diameter are used this shall be
staled in the application for qua.llflcatlon approval far inclunlon
in the qualified products lisl,
Yable 1. Dimensions and ratings.
STYLE RATED LIMITING |ISOLATION MAXIMUM d (See note L)
(See 1()ISSIPAT§OISI ELEMENT| VOLTAGE [DIMENSIONS
W AT 70°C VOLTAGE EFERRED M TEROTHT
note V duce or|V d.c. or L D PREY - PRMMIBSTELE
3) as.c,r.m.s8ja.c. peak min jnom |max | min{nom |max
" 0.5 350 500 PL.o 8.5 |0.75[0.8 [a.88 | 0.55/0.6 |0.66
Beter o Qualihed Products List PD 9002 anddior CLECC 00200 tor details ol
approvalsto tas specihcatiorn., , Docum9|+ts
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Lo Ratings (including 1imiting conditions of use) and characteristics

Resistance range Phe preferred values arc those ol the
12}y series of BS 2488 : 1966 (LEC
Publication 63). Where the use of
intermediate values is essential they
should be chosen from a series in thatl

docunent.
19, e s : - . + 10 + 0, T 2620 4 T4,
Stundard selection tolerances = 1%, = 0.5%, = 0.25%, ¥ 0.1%
linvironmental classification 55/155/56
Vibration severity 10 Hz to 500 Hz, 0.75 mn or 98 m/s‘z
Low air pressure 8.5 kPa (85 mbar)
Limit ol resistance change after
1000 h endurance test 0.5%

Pemperature characterist.c of
resistance (+ 20°C to + 70°C) For 2 10£Y

ORAR £ Z0.075% 15 p.p.m./°C) Tor Y
f 0.125% 25 p.p.m./OC) For D
- 0.25 % 50 pepem. /OC) Ior C
£0.50 % (100 p.p.w./oc) For 2

Por 504 R<41080

DK S L0.5% (30 popon /9C) Mor ¥
{ 0.25 % (50 popems /9C) For D
" 0.50 % (10O Pepeitia /OU) For i
Y0 9% (200 Pepetie/ Q) For %4

Nol gpecified for R& )

These resislors are sultable for printed wiring applications.
The range of values available in each style is given in BD 9002,

1.1 Derating. Resistors covered by this specification are deraled iinearly
from 100 % of rated dissipation at 709C io zero dissipation at 155°C. The
dissipation below 70°C is the rated dissipation.
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loco.

Percentage
of rated
dissipation

b - - . — -~ —

-55 o. + 70 . 1S5
Aubient temperature (°C)

2. Marking of the component and package

The marking of the component and package shall be in accordance with the
requirements of 2.4 of BS B9110 : 197L.

3. HRelated documents

Bs 24,88 (LEc 63) 'Schedule of preferred numbers for the
resistance of registors and the capacitauce
of capacitors for telecommunication
equipment'.

BS 6001 (IEC L410) *Sampling procedures and tables for inspectuon
by attributes!.
(BS 9001 hae the same techmical content).

BS 9000 'General ‘l'equiremen‘c.s for eleclronic
components of assessed qualily'.

BS K9110 (ckCC Lo 000) 'Fixed resistors of assessod qualily :
generic data and methods of test!'.

BS E9111 (Cace 4o 100) 'Harmonized system of qualitly assessient for
electronic components : sectional spocificutions
for fixed low power nonwirewound resistors'.

PD 9002 _ 'B5 9000 components selection guide’.
IEC 68 'Bagic environmenial tesling proceduses'.
Ly Ordering informatior.

Orders for resistors covered by this specification shall contain the followiug
information:

a) Rated resistance.
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