CECC CECCxu0x*101- 042 xx Wl 1974499 00325148 439 WM

NEDERLANDS ELEKTROTECHNISCH COMITE
Kalfjeslaan 2, 2623 AA Delft, The Netherlands CECC 40 101-042

Specification also available from: =

PHILIPS INTERNATIONAL B.V,

r Elcoma Division
Building BA
Eindhoven, The Netherlands NL - CECC 40 101-042
Electronic component of assessed 1st edition, 1984

quality in accordance with

NEN-CECC 40 000, 3nd edition, 1982 Page 1 of T
NEN-CECC 40 100, 2nd edition, 1981
NEN-CECC 40 101, 2nd edition, 1982 Fixed low power non-wirewound
resistors
Outline and dimensional data (see Notes 1, 2 and Typical construction: metal
3 and Table 1) film, helically cut, insulated
o Stability *(0,5%R + 0,05.0.)
31 ?;_ Su1t?ble.for printed wiring
o ' , ! application
o 25min —bk _1_ 25min

ASSESSMENT LEVEL "3%

For ordering information, see i,

Note 1. Other shapes are permitted within the dimensions given.

Note 2. All dimensions are in millimetres.

Note 3. When resistors are supplied in tape packaged form, the length of the
terminations and taping dimensions shall be agreed between the
purchaser and the manufacturer.

1 RATINGS AND CHARACTERISTICS

Resistance range ¢ The range of values available in each style will be
given in the Qualified Products List. Preferred
series are those given in IEC Publication 63.

Preferred tolerance
on rated resistance T 1%

Environmental

classification : 65/155/56

Vibration severity : 10 to 500 Hz, amplitude 0,75 mm or 98 m/s2
(whichever is the less severe), duration 6 h

Low air pressure : 8,5 kPa (85 mbar)

Limit of resistance
change after 1000 h
endurance test : +(0,5%R + 0,05%)

Temperature characte-
ristie of resistance

(+20 to +70°C) : AR/R < % 0,25% (+ 50 ppm/K)

Information about manufacturers who have components qualified to this detail spe-
cification is available in the current CECC 00 200: Qualified Products List.
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Table 1 - Characteristies

Style|Rated Cate- |Limi- Isola- Dimensions in mm
1) dissi~ |[gory ting tion
pation |dissi-}element{voltage
at 70°C|[pation|voltage|d.c. or d
at d.c. orja.c.
155°C la.c. peak L D
r.m.s, preferred |permissible
W W v v Max. Max.
+0,04
AY 0,4 0 200 200 L, 7 1,9 0,5+ 0,05{ 0,4-0,05
+0,06
BY 0,6 0 250 250 | 7,2 | 2,5 [0,6-0,05

1) The style reference code shown here is arbitrarily chosen and relates to
this detail specification only.

1.1 Derating

Resistors covered by this specification are derated according to
the curve:
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2 Marking

- The marking of the component and package shall be in accordance with the
requirements of Clause 2.4 of CECC 40 000.

3 Related documents

Corresponding
Netherlands standarc

CECC 40 000 Generic specification: Fixed resistors. NEN=-CECC 40 000
(1979)

IEC 68-2-20 Basic environmental testing procedures

(1979) Test Ta: Solderability, Method 1
Test Tb: Resistance to soldering heat,
Method 1A. NEN 20 068-2-20
IEC 410 Sampling plans and procedures for in-
(1979) spection by attributes. NEN 10 410

b  Ordering information

Orders for resistors covered by this specification shall contain the
following information:

a. Rated resistance;
b. Tolerance on rated resistance;
¢. Style and national specification number of this detail specification.

5 Certified test records (CTR)

Where certified test records are called for, they shall be prepared in
accordance with Clause 3.5 of CECC 40 000.

6 Inspection requirements: see Tables 2 and 3.

Documents

Document Sharing Hub

Cq-'ull document details: CECC 40101-0420


http://www.avadocuments.com/doc/cecc-40101-042-0
http://www.avadocuments.com/doc/cecc-40101-042-0

