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This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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Specwiwfvi:ation available from :

y CECC 40 201- 010
COMITATO ELETTROTECNICO ITALIANO - CEI 6 pages
Viale Monza, 259 - 20126 MILANO - Tel. (02) 25 50 641 - b
Telex 33207 CEITALIA - Telegr. ELET-TROCOMIT Milano. | Shfomen

CEl-CECC 40 201 - 040

ELECTRONIC COMPONENTS OF ASSESSED QUALITY 1st Edition, Octeber 1784
IN ACCORDANCE WITH : gCE|- CECC 40 00D and 40 200,

Outline and dimensions :- (See Table 1) .| FIXED POWER RESISTORS,
(First angle projection) dimensional data(mm} WIREWOUND, CERAMIC ENCASED,
' INSULATED, STABILITY -
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Note 1 : Other shapes &re permitted within the dimensions given.
Note 2 : These resistoxs are suitable for printed wiring applications.
. . | TAELE }
RATED LIMNITING fSOLATION]
STYLE {15SIPAT. ELREET IYBL“GE : DIMENSIONS (mm)
Wl 70°0) o e fese = g ¥ 3 B | E
1Tl s g prax) :
RKD 7 7 200 f2000x3° | 25+1 {38+3 P8+ 0,119+0,500+0,5
RXD 9 9 300 . 3841 -- " " - ,
RKO 13} 11 . 400 - 50 41 - - - -
RKV 7 ? 200 . 2541 | 3243 - - . -
RKV © o 300 . 38 41 . - 1 - -
RKV 11 11 . 400 . 50 « 1 - " " -
RBO 4 ¢ 150 . 2041 138+3 - 6,4 + 0,56,4 + 0,5
RHO 5 5 a0 . 25 + % - . . y
RHO 7 7 300 - 38 + 1 . - . -
REV 4 4 10 | - 2041|3243 ] - 740,58 B+0,5
REV 5 s | 200 - 25 41 - - . -
RHV 7 7 300 - 3B+ 1 - - - -

See the relevant Qualified Products List for the availability of
components qualified to this detail specification.
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RATINGS AND CHARACTERISTICS B 1974499 0033129 585 EE
* Resistance rangd The range of values zvailabla in each style will be given in the
Qualified Products List .
Standard sslection tolerances . 5%+ 10%
Environmental classification 55/2(!?/50,
Vibration severity , 10Hz to 500Hz; 0.75 mm or 98 m/s?
: . {whichever is the less severs)
Shock severity {EC 68-2-27, Test Ea
490 m/s? ; 11 ms; half sine
Low air prtsin 8.5 kPa (85 mbar)
Limit of resistance change £ (5% + 0.1 81)
atter 1 000 h endurance test | _
Temperature characteristic A R/R: € * 0,045~ ($152. 10~ K)
of resistance (+20 to +70°C)
‘ *The ﬁl;eferred values are those of the E-24 series of 1EC Publication 63,
1.1 Dacating _
Resistors covered by this specification are derated according to the curve:
o}
% of rated
dissipation %5
by =
. . Lover Up;er ax

‘ category category

temperature _ temperature

2. MARKING

The marking of the component and package shall be in accordance with the requirements of Clause
2.4 of CECC 40 000,

3. RELATED DOCUMENTS

CECC 40 000 Generic specification: Fixed resistory
CECC 40 200 Sectional specification: Fixed power resistors
CECC 00 200 Qualified Products List
IEC 63 Preferred number series for resistors and capacitors
1EC 68-2-20A Basic envirunmental testing procedures,
TFest Tb: Resistance i0 soldering h2at - Methed §
IEC 68-2-27  Basic environmental testing procedures.
Test Ea: Shock ' ’
IEC 410 Sampling plans and procedures for inspection by attributes,

4. ORDERING INFORMATION

Orders for resistors covered by this specification shall contain the following information:
(1) Resistance valus, ' )

(2) Tolerance.

{3) Style and nationa! specification number of this detail specification.

5. CERTIFIED TEST RECORDS (CTR)

Where certified test records are called for, they shall be prepared in accordance with Clause 3.5 of
CECC &0 000,

€. INSPECTION REQU(REMENTS (see Table 2)

When drying it called for, procedure 1 of Clause 4.2 of CECC 40 000 shall be used.  Documents
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