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Specification available from :- CECC 40 202-00%
COMITATO ELETTROTECNICO ITALIANO - CEI ISSUE September 85 c

Telex 33207 CEITALIA - Telogr. ELET-TROCOMIT Milano.

Manufacturers Type Number
RSS and RVS Series

ELECTRONIC COMPONENTS OF ASSESSED QUALITY Stability + (3% + O.l ohm)

IN ACCORDANCE WITH :- CEl-CECC 40 000 and 40 200, For ordering information
see page

Outline and dimensions :- (See Table 1) FIXED POWER

(First angle projection)
| . RESISTORS

Style L . - —h -

RSS ‘
_ WIREWOUND VITREOUS
3_4[:;T " K ENAMEL PROTECTION
- RIGID TERMINALS
Style RSS - COVERED TERMINALS
- Style RVS ~ UNCOVERED TERMI-
1 NALS
Style s _
RVS
M -! ASSESSMENT LEVEL '
NOTE 1 : Other shapes are permitted within the dimensions gliven,
NOTE 2 : These resistors are not suitable for printed.-wiring applications.

1. RATINGS AND CHARACTERISTICS
The range of values available in each style
*Resistance range will be given in the Qualified Products List
. (CECC 00200)
Standard selection tolerances + 10%, + 5%, + 2%

Climatic category 55/200/56

*The preferred values are those of the E 24 series of IEC 63. Where the
use of intermediate values is essential, they should, wherever possible,
be chosen from a series in that document.

See the relevant Qualified Products List for the availability of
components qualified to this detail specification.
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Documents

Table 4

Rated l_:'m'f/aj solation DIMENSIONS (#m)
.Stgle alz'ssilbaJ element /olfaje

tion t@[!‘&ﬁe [Va.c. b L M f d £

(W ot 10 oc. vws. )| peak ) lapprox. max. +05
RSS1p| 8 350 {4000 (40 |3G+of| 285400 2,7 | 38%02 | 4,5
R SS15] 43 500 n |12 45208315208 9% |4,5%025] 4,5
RSSCS| 22 | ¥00 W45 6443 565543 2% | F £035) 4,5
RSS5C 43 | {000 n o (48,6 190+48(80248(34 |85+05]| 6
éssuc 95 |4800 | v 1225 /6512 |J4¢+2 |38 |95205| 8
RSSisd 440 | 2500 | » |33 |Jé5+2 |/4f+te |38 (484 | 8
Rssxdl 490 | 3000 | " |33 |220i25|202:25[38 (4824 | 8
Rosad 225 |4ooo | » |33 |26543 |24¥+3 |38 | 48+4 | 8
RVS12| 40 | 500 n |95 | es5 ok 3620t |32 | 52025 6
RvVSZs| 22 | %oo no V55 |54 +4 [38=+4 |32 |822%03) 6
1RVS3e] 34 |Aeoo N 56 |H6+4,51632453,2 |40203] 6
RVSss 43 |J500 | » 455 /022 8922 13,2 |8,2203) 6
RVS| 65 |A800 | v |45,6|152+2 |439£2 |3,2 |8,2403| 6
RV Sikd 8¢ |oooo | v 205 |s65¢2 [45022 |3) | 13#03| 8
RV S 430 | 2000 n 1305|4652 15082 |37 | 485¢%05 8
RYS 1%2 | 2500 | » |30,5|2/5:25| 200425 3,7 | 4185405 8
RV SUY 245 | 3000 n o 1305 1265+3 25043 3,8 | 485505 8

-



http://www.avadocuments.com/doc/cecc-40202-003-issue-1-0
http://www.avadocuments.com/doc/cecc-40202-003-issue-1-0

_ CECC CECCx40x202- OD3xISSUExL &5 WE 1974499 0033178 177 A

Vibration severity

Low air nressure

Shock severity

Limit of resistance change
after 1 000 h endurance test

Temperature characteristic of
resistance (20* to 70°C)

1.1 Derating

10 Hz to 55 Hz; 0.75 mm or 98 m/s2
(Whichever is the less severe)

8,5 KPa (85 mbar)

IEC 68-2-27. Test Ea 490 m/sz; 11 ms;
half-sine; (total 18 shoks)

+ ( 3 LR+0.1 Q)

: £+ 0.50%R (4 R/R 4T :
,<_;t 100 ppm/°C)

Resistors covered by this specification are derated according to

the curve :

%

Hé
400
Percentage
of the rated 54
dissipation
0 { :
-55 200 350 °C
Lower Upper
category category
temperature temperature

2. MARKING

The marking of the component and package shall be im accordance with
the requirements of 2.4 of CECC 40 000.

3. RELATED DOCUMENTS

CECC 40 000 Generic specification: Fixed resistors

CECC 40 200 Sectional specification: Fixed power resistors

CECC 00 200 Qualified Products List

IEC 63 Preferred number series for resistors and capacitors

1EC 68-2-:20A Basic environmental testing procedures.

: Test Tb: Resistance to soldering heat - Method 1B

{EC 68-2.27 Basic environmental testing procedures.

. Test €a: Shock

IEC 410 Sampling plans and procedures for inspection by attributes.
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