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ELECTRONIC COMPONENTS OF ASSESSED QUALITY NL-CECC 40202-004
IN ACCORDANCE WITH: Issue 3; Oct 1992

NEN-CECC 40000 2nd edition 1979
NEN-CECC 40200 2nd edition 1981 FIXED POWER
NEN-CECC 40202 1st edition 1981

RESISTORS
outline and dimensions: - (See Table 1;
dimensions in mm)
(First angle projection) Insulated, helically cut
u Metal Film Resistors
%u with straight leads
VR P A (Fig. 1) or with
éb cropped and formed
Fi Varen ok g e e T 1 leads (Fig. 2).
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Figl Veruan wath rapsat and fermed taaii.

NOTE 1: Other shapes are permitted within the dimensions given.

NOTE 2: These resistors are suitable for printed wiring applications.

NOTE 3: Where resistors are supplied in tape-package, the taping
dimensions are subject of agreement between purchaser and

manufacturer.
Table 1
Y
TSty-|Rated Limiting|{Maximum b{h|Pp s |¢ Bl|Al-
le dissipa-|element [dimen- a A2
tion voltage sions max | max {max
(W at (V dc or *)[ *)| *) |*) [|*)
70 C) ac rms)| L D |{min.|nom. {max.| 0)| o)| o)
AQ 1 350 8.5|2.5/0.55]0.60/0.65{1.1(8 17.8} 2 |1.0]3.0
BQ 2 500 12.0/3.9l0.75|0.80|0.85{1.3|84)}|17.8] 2 |1.2]|1.0
cQ 3 750 19.9{5.2]0.75/0.80}0.85[1.3|8a)|25.4| 2 |1.2]1.0

*#) Not applicable for version with straight leads.
o) Tolerances are shown in fig. 2.
) Can also be delivered with 15.
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1. RATINGS AND CHARACTERISTICS. *
The preferred values are those of E24 series of IEC 63. Where the use
of intermediate values is essential, they should, wherever possible,
be chosen from a series in that document. )
Standard selection tolerances * 2% ; t 5%

Climatic catagorie 55/155/56

See the relevant Qualified Product List for the availability of
components qualified to this detail specification.

Vibration severity 10 Hz to 500 Hz; 0.75 mm or 98 m/s®
(Whichever is the less severe)

Low air pressure 8.5 kPa (85 mbar)
Bump (or shock) severity 40G
Limit of resistance change .f}
after 1000 h endurance test + (5%R + 0.10)
Temperature characteristic of 4aR: < + 1.25%R
resistance (20°C to 70°C) (aR/R aT: < + 250 ppm/K)
Isolation voltage 500 V dc or V ac peak
1.1 Derating
Resistors covered by this specification are derated according to the
curve:
100%

Percentage of
the rated
dissipation

e - e -

»
0% - - o
-55°C +70°C +155°C
-------- >
Ambient Temperature
NOTE: Various parameters have been precisely specified for this
component. It should not be assumed that any parameter not
specified wil remain unchanged from one component to another.
=-2- CECC 40202-004, Issue 3.
Documents

Cglots T n
0¢qull document details: CECC 40202-004 0



http://www.avadocuments.com/doc/cecc-40202-004-0
http://www.avadocuments.com/doc/cecc-40202-004-0

B 1974499 0057813 T52 WA

2. MARKING

- The marking of the component and package shall be in accordance with
the requirements of 2.4 of CECC 40 000.

3. RELATED DOCUMENTS
CECC document Title NEN document

CEEC 40 000 GS: Fixed Resistors NEN-CECC 40 000
Iss 2; 1979 (with amendments 1,2,3 and 4) Iss 5; 1986
CECC 40 200 SS: Fixed Power Resistors NEN-CECC 40 200
Iss 2; 1981 (with amendments 1 and 2) Iss 3; 1984
CECC 40 202 BDS: Fixed Power Resistors NEN-CECC 40 202
Iss 1; 1981 (with amendment 1; 1986) Iss 1; 1981

4. ORDERING INFORMATION

Orders for resistors covered by this specification shall contain the
following information:

59 - Type of leads
= - Resistance value )
- Style and national specification number of this detail

specification.
5. CERTIFIED TEST RECORDS
|
Not applicable.
6. ADDITIONAL INFORMATION (not for inspection purposes)
Temperature rise 135K (style AQ)

<
< 150K (style BQ) .
£ 180K (style CQ)

7. INSPECTION REQUIREMENTS (See Table 2)

7.1 When drying is called for, Procedure I of 4.2 of CECC 40 000 shall
be used. ,

~~ 7.2 When the manufacturer de51res to obtain qualification approval by
s adopting the fixed sample size procedure (See 3.3.3 of CECC
40 000) use shall be made of the test schedule given in Table A2
of the Appendix to CECC 40 200. The conditions of test and the
performance requirements shall be identical to those prescrlbed
for quality conformance inspection in the detail specification.

7.3 The endurance test of CECC 40 000 clause 4.24.2 (Sub-Group C2)
shall be carried out at 70°C instead of at room temperature.
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