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Specification available from: Welwyn Electric Limited
Bedlington, :
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ELECTRONIC COMPONENT OF ASSESSED QUALITY
IN ACCORDANCE WITH: BSE 9113: 1975 BS CECC 40302:1978
BSE 9110: 1974 CECC 40000:1973 CECC 40300:1974

OQutline and dimensions: (See Table 1) FIXED INSULATED

L _ T PRECISION RESISTORS
- | stand-off | [

- : Style C only i
: 0.3 min
i { 0.66 max.diaJ FLAT, ETCHED BULK
lemmmm e N 0.60 nom.dia|
(- “ “ ’ }f ' 0.55 min.dia, METAL FILM
30.0

s .
U-’_E:rs_'--ﬂ-——————i-mln [ ASSESSMENT LEVEL F

Note: These resistors are suitable for printed wiring applications.

TABLE 1
e . . Maximum S
Rated Limiting Isolation Dimensions +0.25
Dissipation |Element Voltage
o]
STYLE (W at 70°C) Vgl;age v i; or ac L . . Pre- Perm-
(V dc or ac|pea ferred issible
peak) X
A* 0.25 200V 300V 7.9 8.9 2.7 5.08 3.81
B* 0.25 200V 300V 8.9 [10.2 | 3.8 5.08 N/A
( C* 0.25 200V 300V 7.5 8.0 | 2.5 5.08 3.81
All dimensions are in Millimetres
1. Rating and Characteristics:
Resistance Range:-~ See the relevant qualified list for the availability

of components qualified to this detail specification.
The preferred values are those of the E96 series of
I.E.C. 63. Where the use of intermediate values is
essential, they should, wherever possible, be chosen
from a series in that document.
i
Any value within the stated range can be supplibd on request.

Standard Selection Tolerance +0.01% to £1.0%
Climatic Category 55/155/56 2
Vibration Severity 10 HZ to 500 HZ; 0.75 mm or 98 m/m~
(Whichev§r is the less severe)
Low Air Pressure 8.5 KN/m~ (75 mbar)
* Pitch of Leads X = Dimension § = 5.08 mm
Y = Dimension S = 3.81 mm

'
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Limit of resistance change
after a 1000 h endurance test:

Temperature characteristics of
resistance (20 to 70°C)

1.1. Derating
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t (0.05% + 0.01Q)

AR/R: $0.0252 (OR/R Ar: &5 ppm/°C)

Resistors covered by this specification are derated according to the curve:

100%
Percentage :
of the rated |
dissipation !
0 | 155°C
70
! Lower category Upper category
' temperature : temperature
2. MARKING

3. RELATED DOCUMENTS
IEC 68

BS 2488 (IEC 63)

BS 6001 (IEC 410)

BS 9000

PD 9002

BS E 9110 (CECC 40 000)

CECC 40302

4. ORDERING INFORMATION

following information:-—
Quantity
Rasistance Value

Tclerance

Manufacturer's Type Number

The marking of the component and package shall be in accordance with the
requirements of 2.4 of CECC 40 000.

Basic environmental testing procedures

Schedule of preferred numbers for the
resistance of resistors and the capacitance
of capacitors for telecommunication equipment.

Sampling procedures and tables for inspection
by attributes (BS 9001 has the same technical
content)

General requirements for electronic components
of assessed quality

Qualified products list for electronic
components of assessed quality (including
list of approved firms)

Harmonized system of quality assessment for
electronic components. Generic specification
for fixed resistors.

Harmonized system of quality assessment for
electronic components. Blank detail
specification for fixed precision resistors.

Orders for resistors covered by this specification shall contain the

RS Number and issue of the Detail Specification and Style.
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CERTIFIED TEST RESULTS (CTR)

5.1. Certified Test Records shall be prepared in accordance
with 3.5 of BSE 9110:1974 and shall be presented in
the layout given in Appendix E to that document.

INSPECTION REQUIREMENTS (See Table 2)

6.1. When drying is called for, Procedure 1 of 4.2 of
CECC 40 000 shall be used.

6.2. When it is desired to obtain qualification approval
by adopting the fixed sample size procedure, use shall
be made of the test schedule given for that purpose
in CECC 40 302.

The conditions of test and the performance requirements
shall be identical to those prescribed for quality
conformance inspection in this detail specification.
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