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ELECTRONIC COMPONENT OF ASSESSED QUALITY MANUFACTURER'S TYPE NUMBER
IN ACCORDANCE WITH $102

BS E9110: 1974 and CECC 40000 : 1873
BS E9113 : 1975 and CECC 40300 : 1974

See PD 9002 and CECC 00200
Outline and dimensions: (See Table 1) First angle projection For ordering information

see clause 4

=L —| —|D|+ FIXED PRECISION RESISTORS

H ; ; D
t (BULK) METAL—FILM RESISTOR

25.4 +3.18
NSULATED
4 04 —(-- INSULAT
5.08
+£0.13
Dimensions: All dimensions in mm
Marking: See clause 2 ASSESSMENT LEVEL F
Note 1:  These resistors are suitable for printed wiring applications.
TABLE 1
STYLE Rated Limitin Isolati Dimensions **
g solation (Gauging) d
dissipation element voltage

(vd.c or {Vd.c or
Manufacturer | CECC * | (W at 70°C) | a.c. peak) | a.c. peak) L D H | min. | nom. | max.

s1024 AN 0.50 max. 300 500 75 | 256 | 8.0 | 0.55 0.6 | 0.66

* See CECC 40300 Paragraph 2.5.1 *% | Dand Hall +0 — 0.1 mm

Refer to Qualified Products List PD 9002 and CECC 00 200 for details of manufacturers approved to this specification
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1.1

Full document detail

* Mandatory .

s: CECC 40302-004 0

B 1974499 0002036 145 HE

RATINGS AND CHARACTERISTICS

t Resistance range

Standard selection tolerance
Climatic category

Vibration severity

Low air pressure
Limit of resistance change after 1000 h endurance test

Temperature characteristic of resistance {20 to 70°C)

Any value within the stated range can be supplied.

DERATING

BS CECC 40302 — 004
ISSUE 1 JULY 1980

6002 to 92 k2
10.01% to 1%
55/155/56

10 Hz to 500 Hz; 0.75 mm or 98 m/s2
(whichever is the less severe)

8,5 kN/m? (85 mbar)
£(0.05% +0.01%2)

AR/R: < +0.025%
(AR/RAT : < 5x10~%/°¢)

Resistors covered by this specification are derated according to the curve:

100%

Percentage
of the rated
dissipation

70

Lower category
temperature

MARKING

°c

Upper category
temperature

The marking of the component and package shall be in accordance with the requirements of 2.4 of

CECC 40000

The following information will be marked:-

COMPONENT

Rated resistance

Tolerance on rated resistance
Manufacturing date code
Model style

Manufacturer’s name

PACKAGE

Rated resistance

Tolerance on rated resistance

Date of release

Detail specification and style

Manufacturer’s name

Order number '
Item number of order

Quantity
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ISSUE 1 JULY 1980

RELATED DOCUMENTS

BS 2011 Methods for the environmental testing of electronic components and electronic
(IEC 68} equipment.

BS 2488 Schedule of preferred numbers for the resistance of resistors.

(IEC 63)

BS 6001 Sampling procedures and tables for inspection by attributes.

(IEC 410)

BS E9000 General requirements for electronic components of assessed quality.

PD 9002 Qualified Products List for electronic components of assessed quality (including list of
(CECC 00200) approved firms.

BS £9110 Harmonized system of quality assessment for electronic components.

(CECC 40000}  Generic specification for fixed resistors.

BS E9113 Harmonized system of quality assessment for electronic components.

(CECC 40 300) Sectional specification for fixed precision resistors.

BS CECC 40302 Harmonized system of quality assessment for electronic components.

Blank detail specification for fixed precision resistors.

ORDERING INFORMATION

Orders for components covered by this specification shall contain the following information (as required
by 2.5.15 of BS E9113 : 1975 CECC 40300 : 1974)

Quantity
Resistance value
Selection tolerance

BS CECC number and issue of this dated specification and style
e.g. BS CECC 40302 - 004 Issue ......... Style AN

CERTIFIED TEST RECORDS

Certified test records shall be prepared in accordance with 3.5 of BS E9110 : 1974 CECC 40 000 1973
and shall be presented in the layout given in Appendix E to that document.

INSPECTION REQUIREMENTS (See Table 2)

When drying is called for, Procedure 1 of 4.2 of CECC 40 000 shall be used.

When it is desired to obtain qualification approval by adopting the fixed sample size procedure, use
shall be made of the test schedule given for that purpose in CECC 40 300.

Sample submitted to tests which are marked ‘(D)’ shall not be accepted for release under BS E9000
(see 2.6.5 of BS E9000, Part 1).

Where a subgroup contains more than one test, the tests shall be carried out in the order given in the
schedule.

The conditions of test and the performance requirements shall be identical to those prescribed for quality
conformance inspection in the detail specification.
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