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ELECTRONIC COMPONENTS OF ASSESSED
QUALITY IN ACCORDANCE WITH:

BS CECC 40 000 : 1980 and

BS CECC 40 400

Issue 1

May 1990

Outline and dimensions:
(see Table 1)

FIXED LOW POWER
NON-WIREWOUND CHIP RESISTORS WITH
RECTANGULAR BASE WITHOUT LEADS

For ordering information see
clause 4.

Ceramic body with a resistive
layer on one side.

End terminations for mounting on
a. printed wiring boards and/or
b. alumina substrate - insulated

Suitable for total immersion in
solder bath.

All dimensions in mm.

ASSESSMENT LEVEL 'S’
TABLE 1 Dimensions (mm)
Limiting ?
element
Style | dissipation voltage L W H A
(W @ 70degC) | (V d.c. or - Max
a.c. rms.) |
RR0O805 .063 100 2.0+ .3 ] 1.25+ .2 1| .7 3+ .15
RR1206 .125 150 3.2+ .4}11.6 + .2 7 4+ .2
|

_ REFER TO QUALIFIED PRODUCTS LIST PD 9002 AND/OR CECC 00200 FOR DETAILS OF
! MANUFACTURERS APPROVED TO THIS SPECIFICATION
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, 1. RATINGS_AND CHARACTERISIIC W 1975499 0059308 350 W
1) .
Resistance range As given in the Rualified
Praoducts List.
(=
o
Standard talerances on rated +/-0.5%, 1z, 2%, 5« -
resistance %
W
3
Climatic cateqgory 55/125/7564 a
—
Limit of resistance change +/-(2%R + 0.1 ohm) ;
after 1000 h endurance test S
'
Temperature characteristic AR : 1R0-4RY +2.5%ZR =
of resistance (20deqC to 70deq() SRO-9RY <+1.75ZR E
10R-3M0 L+0.5%R é
>3Mo S+1.25%R i
V]
1.1 Derating o
U
When sounted on 1.46mm thick epoxy glass laminated p.w. o
boards resistors covered by this specification are derated ﬁ
. according to the curve: e
4
100 |
:
PERCENTAGE H :
OF RATED f ‘
DISSIPATION ' :
. -55 70 125degC
it AMBIENT TEMPERATURE
NOTE - Various parameters have been precisely specified
for this cosponent. It should not be assumed that any
paraseter not specified will remain unchanged froa one
~component to another.
Should, for any reason, 1t be necessary for further
parmeter(s) to be controlled, then a new fuller
specification should be used.
The additional test msethod(s) shall be fully described,
and appropriate limits, ABL s and Inspection Levels
specified.
1) The preferred values are those of the E12 series of IEC
43. Where the use of i1ntermediate values 1s essential,
they should, wherever passible, be chosen from a series in
that document.
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2. NMARKING

Chip resistors are generally not marked on the body. I[f some
marking can be applied to the body, the resistor shall be marked
with the rated resistance and as many of the remaining items
listed in 2.4.1 of CECC 40 Q00. All the items shall be marked
on the package.

RELATED DOCUMENTS

e —
2]
»

3.1 CECC 40 000 Generic Specification : Fixed Resistors.

3.2 BS 2011 (IEC 48) Methods of Environmental Testina of
€lectronic Components.

3.3 IEC 2B6-3 Packaging of Components for Automatic Handling.

3.4 CECC 00 007 Basic Specification Sampling Plans &
Procedures for inspection by attributes (issue 2).

3.9 CECC Sectional specification for chip resistors.

4. ORDERING INFORMATION

Orders for resistors covered by this specification shall contain
the following informatian:

Rated resistance.

Jolerance on rated resistance.

Style and national specification nuaber of this detail
specification.

!

Packaging instructions e.g. packed in Bam Blister Tape.

3. CERTIFIED TEST RECORDS

Certified test records shall be prepared in accordance with 3.5
of CECC 40 000.

6. DELAYED DELIVERY

The provisions of 3.6 CECC 40 000 shall apply.

7. ADDITIONAL INFORMATION (Not for inspection purposes).

Page 3

Documents

Document Sharing Hub

0Cull document details: CECC 40401-003 ISSUE 10


http://www.avadocuments.com/doc/cecc-40401-003-issue-1-0
http://www.avadocuments.com/doc/cecc-40401-003-issue-1-0

