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BRITISH STANDARDS INSTITUTION BS-CECC 50001/057
. 2, PARK STREET, LONDON W1A 2BS ISSUE 2, JULY 1982
Specification available from:- As shown in PD 9002 and/or e
CECC 00200 and c
FERRANTI ELECTRONICS LIMITED

FIELDS NEW ROAD, CHADDERTON, OLDHAM OL9 8NP
TELEPHONE 061-624 0515, TELEX 668038

ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER'S TYPE NUMBERS
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000: 1981 Z3 100

ZS 101

ZS 102 or CV 7045

28103

Outline and dimensions Third angle projection - «@»_E}_ 75104 or CV 7013

Z5 106 or CV 7046

For ordering information
see clause 7

. 3548/3 [

SILICON AMBIENT RATED

_26min. . 7,62Max.__ 26min. 2.7 max.

{ 'l GENERAL PURPOSE SIGNAL DIODES
(=T — o= —lo i IN HERMETICALLY SEALED GLASS
L 56.7 min. J 0558 ENCAPSULATION

Dimensions in millimetres
ASSESSMENT LEVEL F

OUTLINE: SO-6, IEC 191-2 A1A, JEDEC DO-7
For marking information see clause 6

4. Limiting values (over the full temperature range unless otherwise stated).
Absolute maximum system

Min. Max. Units

T.mo Ambient operating temperature range -55.0 +150.0 °C
. Tt Storage temperature range -55.0 +150.0 °C
Vi Continuous (direct) reverse voltage ZS100 50.0 \'
ZS101 100.0 Y
Z5102 200.0 \Y
ZS103 300.0 Y
25104 400.0 \Y
Z5106 600.0 v

/e Continuous (direct) forward current® ’ 400.0 mA
leam Peak forward current, t=20ms maximum 4.0 A

*See Fig. 1 - Derating curve

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
. approved to this specification.
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5. Characteristics (not for inspection purposes) at 7,.,=25°C unless otherwise stated.
#Indicates characteristics verified in groups A and C
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Min.
HRay Reverse current at V= 50V
100V
200V
300V
400V
600V

Reverse current at 7T,,, = 100°C, Vg= 50V
100V
200V
300V
400V
600V
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*V, Forward voltage at /r=400mA
#Cor Capacitance at V=10V, f=1MHz
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6. Marking
(1) Each diode shall bear the following marking:

a. A white band at the cathode end.
b. The manufacturer’s type number:
The date code.

The factory identification code or manufacturer’s trade mark.

(2) Each package containing one or more of these diodes shall bear all the above marking except ‘a’ and in

addition:

e. Detail specification number i.e. BS-CECC 50001/057

Related documents

BS 6001 ‘Sampling procedures and tables for inspection by attributes’,
BS E9000 'General requirements for electronic components of assessed quality’, .
BS CECC 50000 "Harmonized system for quality assessment for electronic components: Generic- specification for

discrete semiconductor devices’.

. Ordering information

Orders for components to this specification shall include the following minimum information:
1. Quantity
Type number

2
3. Specification number, issue number and date.
4

If required, screening sequence from apendix VI of CECC 50000.

Documents

0¢qull document details: CECC 50001-057 ISSUE 2 0


http://www.avadocuments.com/doc/cecc-50001-057-issue-2-0
http://www.avadocuments.com/doc/cecc-50001-057-issue-2-0

