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This Specification contains a small amount of data
which may not be legible. It has been acquired
directly from the manufacturer or standards
organization and Technical Indexes/IHS have not
been able to obtain a better copy.

If the quality of this Specification is not fit for your
intended purpose, please contact the relevant
manufacturer or standards organization to clarify the
details you require.
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BRITISH STANDARDS INSTITUTION
2 PARK STREET, LONDON W1A 2BS

BS-CECC 50002/109
ISSUE 1, SEPTEMBER 1979

Specification available from:-
As shown in PD 9002, and/or
CECC 00200

ELECTRONIC COMPONENTS OF ASSESSED QUALITY: [ —
DETAIL SPECIFICATION IN ACCORDANCE WITH | =
BS CECC 50000: 1977

Outline and dimensions: : _
Third angle projection on -@-—g MANUFACTURER'S TYPE

NUMBERS

BCX17, BCX17R,
BCX18, BCX18R

®
2

7/\ i For ordering information see page 2
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| i ! PNP SILICON AMBIENT RATED
= oa _ LOW FREQUENCY AMPLIFICATION
- | 12 TRANSISTORS IN PLASTIC

fax ENCAPSULATION
6137

Dimensions in millimetres

OUTLINE SOT-23. For detail dimensions see Annex 1 ,ASSESSMENT LEVEL FPLUS
. . ADDITIONAL TESTS
For marking information see page 2

4. Limiting values (over the full temperature range unless otherwise stated.)

Absolute maximum system Min. Max. Unit
T... Ambient operating temperature range -65.0 +175.0 °C
T.,  Storage temperature range —-65.0 +1750 °C
Veeo Collector-base continuous (direct) voltage BCX17(R) 50.0 \%
BCX18(R) 30.0 v
Veeo Collector-emitter continuous (direct) voltage with zero base
current BCX17(R) 45.0 \Y
BCX18(R) 25.0 \
Vees Collector-emitter continuous (direct) voltage with base short-
circuited to emitter BCX17(R) 50.0 \'
BCX18(R) 30.0 \
Vego Emitter-base continuous (direct) reverse voltage All 5.0 A
fe Continuous (direct) collector current All 500.0 mA
fem Peak collector current All 1.0 A
g Continuous (direct) base current All 100.0 mA
[am Peak base current All 200.0 mA
Tem Peak emitter current All 1.0 A
Pior Power dissipation at 7,.,,= 26°C* Al 350.0 mwW

*See Fig. 1 — Derating curve; P,,; is calculated assuming that the device is mounted on a ceramic
substrate measuring 10 x 8 x 0.6 mm.

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of
manufacturers approved to this specification.
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5. Characteristics (not for inspection purposes) at T,,,, = 25°C unless otherwise stated.
Min. Max. Unit

haieq) Static forward-current transfer ratio at Ve = 1V, 100.0 600.0
lc = 100mA
Posgg Static forward-current transfer ratio at Ve = 1V, 70.0
/c =300mA
a1 Static forward-current transfer ratio at Ve = 1V, 40.0
/. =500mA
Iceom Collector-base cut-off current at Vg = 20V, /= 0 100.0 nA
leso@ Collector-base cut-off current at Vg = 20V, /¢ = 0, 50 uA
T.mp = 150°C
leeo Emitter-base cut-off current at Vgg = 5V, I = 0 10.0 uA
Ve Base-emitter voltage at Ve = 1V, /c = 500mA 1.2 \
Veegsat) Collector-emitter saturation voltage at /g = 50mA, 062 V
/- =500mA
fr Transition frequency at Ve = BV, /o = 10mA, 60.0 MHz
f=35MHz
Caap Common-base output capacitance at Vg =10V, /¢ =0, 18.0 pF
f=1MHz
Marking

{1} Each transistor shall bear the following marking (where space permits):

a. Terminal identification. ldentification of terminals differs between those devices whose
type numbers include the suffix ‘R’ and those without this suffix. Terminals (see page 1)
are identified as follows:

For device without suffix For device with suffix ‘R’
1 = emitter 1 = base
2 = base 2 = emitter
3 = collector 3 = collector
b. The manufacturer’s type number as identified by the following numeric-alpha code:
BCX17:T1 BCX17R: T4
BCX1i8: T2 BCX18R: 756

And if required the manufacturer’s individual trade mark or factory identification code.

(2) Each package containing one or more of these transistors shall bear all the above marking
except ‘a’ and in addition:

c. The date code.
d. Factory identification code or manufacturer’s trade mark.
e. Detail specification number, i.e, BS-CECC 50002/109

Related documents

BS 6001 ‘Sampling procedures and tabies for inspection by attributes’.

BS EQ000 ‘General requirements for electronic components of assessed quality’.

BS CECC 50000 ‘Harmonized system for quality assessment for electronic components: Generic
specification for discrete semiconductor devices’.

Ordering information

Orders for components to this specification shall include the following minimum information:
(1) Quantity.
(2) Type number.
{3) Specification number, issue number and date.
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