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Specification available from:- As shown in PD 9002 and/or

CECC 00200 and o
FERRANTI ELECTRONICS LIMITED |~

FIELDS NEW ROAD, CHADDERTON, OLDHAM OL9 8NP
TELEPHONE 061-624 0515, TELEX 668038

ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000: 1977
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ADDITIONAL TESTS

For marking information see page 2

4. Limiting values {over the full temperature range unless otherwise stated).
Absolute maximum system

Min. Max. Units
Tt Ambient operating temperature range -55.0 +180.0 °C
Tag Storage temperature rénge : —-55.0 +150.0 °C
Veso  Collector-base continuous (direct) voltage 90.0 Y
Veeo Collector-emitter continuous (direct) voltage with zero base current 80.0 \Y/
Veso Emitter-base continuous {direct) reverse voltage 5.0 Vv
Ie Continuous (direct) collector current 100.0 mA
ls Continuous (direct) base current 20.0 mA
P Power dissipation at 7., = 25°C* 300.0 mw

*See Fig. 1— Derating curve; P, is calculated assuming that the device is mounted on a ceramic substrate measuring
10x 8 x 0.6mm.

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
approved to this specification.
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5. Characteristics (not for inspection purposes) at T, = 25°C unless otherwise stated.

Min.  Max. Unit

Vigriceo Collector-emitter breakdown voltage atic =2mA, /g =0 80.0 v
Visriceo Collector-base breakdown voltage at/c = 10pA 90.0 \V;
Vigrieso Emitter-base breakdown voltageat/c =0,/ = 10pA 5.0 Vv
Pagen, Static forward-current transferratioat Ve = 1V, /c = 10mA 50.0
Mae Static forward-currenttransferratioat Ve = 1V, /o = 100pA 25.0
hnga Staticforward-currenttransferratioat Vee = 1V, [c = TmA 30.0
Paes) Static forward-current transferratioat Vee = 1V, [ =50mA 30.0
feran Collector-base cutoffcurrentat Vg =80V, =0 100.0 nA
Legsiny Collector-emitter leakage currentat Ve = 80V 100.0 nA
leesiy Collector-emitter leakage currentat Ve = 80V, Tomp, = 126°C 5.0 A
Jeex Collector-emitter cut-off currentat Ve = 80V, Vae = 0.2V, Tom, =85°C 10.0 uA
leso Emitter-base cut-offcurrentat Vs =4V, /c =0 200.0 nA
Veeisan Base-emitter saturationvoltageat /s =5mA, /c =50mA 1.1 \
Veeisan Collector-emittersaturationvoltageat/s =5mA, /c = 50mA 0.75 \'
fi Transition frequency at Ve =5V, /o = 100mA, f=10MHz 60.0 MHz
ton, Lot Switchingtimesat /c = 10mA, fg, =/e2 = TMA ton 500.0 ns

Lot 1000.0 ns
Cop Common-base output capacitanceat Vg =6V, =0,f=1MHz 10.0 pF

Marking
{1) Each transistor shall bear the foliowing marking (where space permits}:
a. Terminalidentification {(see page 1). 1=emitter, 2 =base, 3 = collector.
b. The manufacturer’s type number as identified by the code: 2T
And if required the manufacturer’s individual trade mark or factory identification code.

{2) Each package containing one or more of these transistors shall bear all the above marking except ‘a’ and in
addition:

¢. Thedatecode.
d. Thefactory identification code or manufacturer’s trade mark.
e. The BS detail specification numberi.e. BS-CECC 50002/139.

Related documents
BS 6001 ‘Sampling procedures and tables for inspection by attributes;
BS E9000 ‘General requirements for electronic components of assessed quality,

BS CECC 50000 ‘Harmonized system for quality assessment for electronic components: Generic specification for
discrete semiconductor devices®

Ordering information

Orders for components to this specification shall include the following minimum information:
1.  Quantity
2. Typenumber
3. Specification number, issue number and date.
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6. Test conditions and inspection requirements
Note: Devices subjected to tests marked ‘D’ shall not be accepted for release.
GROUP A
Lot by lot
Inspection requirements
Examination BS-CECC 50000 Conditions at Tamp =25°C Quality level F+
or ref. unless otherwise stated Limi
imits
test Units i AQL
Min. Max. % F

Subgroup A1 i 0.65
Visual inspection 4.2.1
Subgroup A2a- W -{-0.15
Non-operatives
Short circuit 4,3.4/T-009 | V=80V 10.0 pA
’CES(I)
Open circuit 4.3.4/T006 | Vee=1V, Ic=10mA 5.0
haeny
Subgroup A2b 1] 0.65
/CES(U 434/T'009 VCE =80V 100.0 nA
hzem 4.3.4/T-006 Vee=1V 50.0

Ic=10mA
Subgroup A3 i 25
,EBO 43.4/T‘002 ,(; =0 200.0 nA

VEB = 4V
vCE(satl 4.3.4/T7-003 Ig =5mA 0.75 V

Ic =50mA
Subgroup A4 S4 4.0
Vietsan - 4.3.4/T-004 | ,=bmA 1.1 V]

Ic =50mA
h2|E|4l 4.3.4/T'006 VCE = 1V 30.0

/c =1mA
hzres 4.3.4/T-006 Vee= 1V 30.0

/c =50mA
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