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ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER’S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000: 1977
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OUTLINE: SOT-23 ASSESSMENT LEVEL F PLUS
For marking information see page 1 ADDITIONAL TESTS

The devices shall be subjected to the requirements of BS-CECC 50002/ 142 with amendments and additions as detailed in
this specification.

. Marking, Related documents, Lead configurations and Ordering information shall be as for BS-CECC 50002/142 except
that this specification number shall be substituted where appropriate.

Amendments

GROUPB

Subgroup B5

Change of temperature Conditions to read: 16 cycles
Electrical tests to read: Continuity monitor over temperature range 25 to 150°C.
followed by /.g0n) and hygq) with conditions and limits as per subroup A2.

GROUPC

Subgroup C8 Delete. (Replaced by subgroup C14)

Subgroup C9 Conditions to read: 7, = 200°C.

After electrical tests add: Change of temperature and continuity monitor with
conditions as for subgroup B5.
Change periodicity to 12

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
. approved to this specification.
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Additions .
Inspection requirements
Exi':'t'::"’" BS—CErng 50000 Conditions Limits
‘ Min. Max. Units n c

Subgroup B9 Inspection level S4, AQL 1.5%
High temperature 85°C/85% R.H.
damp heat Ve =75—86% of Vegman + Vesiman

VEB = 75 - 85% Of VEB(maxD

Duration = 160 hr minimum
Electrical tests
leporn) 4.3.4/T-001 |)Conditions and limits as for
hoseny 4.3.4/T-006 | /subgroup B8
Subgroup C12 3 (18| 1
Change of 444 IEC 68-2-14 Test Na
temperature —55 to +150°C, 400 cycles

Followed by continuity monitor

over temperature range 25 to

150°C .
Electrical tests
fesorm 4.3.4/T-001 Conditions and limits as for
h215(1] 4.3.4/T-006 Jsubgroup AZb
Subgroup C13 ) 3 1181
High temperature As for subgroup B9 except
damp heat duration = 500 hr minimum
Electrical tests
leeom 4.3.4/T-001 Conditions and limits as for
haeay 4.3.4/T-006 | Jsubgroup B8
Subgroup C14 3 [18]1
Thermally Vee =75—-85% Of Vieman + Veaman
accelerated test Ves =75—85% of Vegiman

Tamp = 200°C Duration =500 hr

minimum
Electrical tests .
legom 4.3.4/T-001 Conditions and limits as for
Hareay 4.3.4/T-006 }subgroup B8
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