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Specification available from:- As shown in PD 9002 and/or
CECC 00200 and |
FERRANTI ELECTRONICS LIMITED \

FIELDS NEW ROAD, CHADDERTON, OLDHAM OL9 8NP
TELEPHONE 061-624 0515, TELEX 668038

ELECTRONIC COMPONENTS OF ASSESSED QUALITY MANUFACTURER’'S TYPE NUMBERS
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000: 1977
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For marking information see page 1 ADDITIONAL TESTS

The devices shall be subjected to the requirements of BS-CECC 50002/ 139 with amendments and additions as detailed in
this specification.

. Marking, Related documents, Lead configurations and Ordering information shall be as for BS-CECC 50002/ 139 except
that this specification number shall be substituted where appropriate.

Amendments

GROUPB

Subgroup B5

Change of temperature Conditions to read: IEC 68-2-14 Test N¢, — 5510 + 150°C, 16 cycles followed by
continuity monitor over temperature range 25 to 150°C.

GROUPC

Subgroup C8 Delete. {Replaced by subgroup C14)

Subgroup C9 Conditions to read: T, =200°C, Duration = 3100 hours minimum.
After electrical tests add: Change of temperature and continuity monitor with
conditions as for subgroup B5.
Change periodicity to 12

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
. approved to this specification.
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Additions ‘
Inspection requirements
Examination BS-CECC 50000 . Limits
or test ref. Conditions
Min. Max. Units P n c
Subgroup B9 Inspection level S4, AQL 1.5%
High temperature 85°C/85% R.H.
damp heat V(;B =75-85% of vCE[max] + VEB(max)
Ver =75—85% of Vegiman
Duration = 160 hours minimum
Electrical tests
leesny 4.3.4/T-009 Conditions and limits as for
Poey 4.3.4/T-006 }subgroup B8
Subgroup C12 3118 (1
Change of 444 IEC 68-2-14 Test Na
temperature —55 to +150°C, 400 cycles
Followed by continuity monitor
over temperature range 25 to .
150°C
Electrical tests
Joesy 4.3.4/T-009 Conditions and limits as for
hZ‘IEH) 4.3.4/T-006 }Subgroup A2b
Subgroup c13 3| 181
High temperature As for subgroup B9 except
damp heat duration = 1000hr minimum
Electrical tests
leesay 4.3.4/T-009 Conditions and limits as for
horeny 4.3.4/T-006 }subgroup B8
Subgroup C4 3 (1811
Thermally VCB =75—85% of VCE(max) + VEB(max)
accelerated test Vs =75—85% of Viaimax
Tome = 200°C Duration =980 hr
minimum
Electrical tests .
eesy 4.3.4/T-009 Conditions and limits as for
h215(1) 4.3.4/T7-006 }subgroup B8

© Copyright British Standards Institution 1980

DKEC DKE

0¢qyll document details: CECC 50002-154 0

e T

Printed in England HK&R

Documents



http://www.avadocuments.com/doc/cecc-50002-154-0
http://www.avadocuments.com/doc/cecc-50002-154-0

