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ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000: 1981
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Dimensions in millimetres

OUTLINE: BS3934 SO-134A, |EC 191-2, C4, B4C, JEDEC TO-39
For marking information see clause 6

MANUFACTURER’S TYPE NUMBERS

ZT90 or CV 7639

For ordering information
see clause 7

NPN SILICON AMBIENT RATED
LOW FREQUENCY AMPLIFICATION
TRANSISTOR IN HERMETICALLY
SEALED METAL ENCAPSULATION

ASSESSMENT LEVEL F PLUS
ADDITIONAL TESTS

4. Limiting values (over the full temperature range uniess otherwise stated).
Absolute maximum system

Min. Max. Units
Tomb Ambient operating temperature range -65.0 +150.0 °C
Tag Storage temperature range —-656.0 +175.0 °C
Viso  Collector-base continuous (direct) voltage 60.0 \
Vieo  Collector-emitter continuous (direct) voltage with zero base current 60.0 \Y
Veso Emitter-base continuous (direct) reverse voltage 6.0 \%
Ic Continuous (direct) collector current 1.0 A
Pt Power dissipation at Tamb =25h°C* 1.0 w
case - 25OCT 5.0 w

*See Fig. 1 — Derating curve.
TSee Fig. 2— Derating curve.

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers

approved to this specification.
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5. Characteristics (not forinspection purposes) at 7., = 26°C unless otherwise stated.

elndicates ch . . A
ndicates characteristics verified in groups Aand C Min. Max. Unit

Visrieso Emmitter-base breakdown voltageat/z = 10uA 6.0 \%
Veeotsus) Collector-emitter sustaining voltage at /. =10mA, /=0 60.0 \'
Vigriceo Collector-base breakdown voltage at/c = 10uA 60.0 Vv
®h1em) Static forward-current transferratioat Vee = 10V, /c =200mA* 60.0 200.0
®hyg3) Staticforward-current transferratioat Ve = 10V, . = 10mA 60.0
hareay Static forward-current transfer ratio at Ve =10V, /o = 1A* 10.0

Tamp = —35°C
®/epoi) Collector-base cutoff currentat Vg =50V, /=0 1.0 uA
®lcgo Collector-base cut-off currentat Vg =50V, 7, = 100°C 60.0 A
®/cpo Emitter-base cut-off currentat Vig =5V, /=0 0.1 HA
®Viaeisan Base-emittersaturationvoltageat/s =20maA, /. =200mA 1.3 \%
® Ve Collector-emitter saturation voltageat/s = 20mA, /o =200mA 0.7 \'4 .
of; Transition frequency at Ve = 10V, /[, =50mA, f=10MHz 60.0 MHz
oCon Common-base outputcapacitanceat Vg =10V, =0, f=TMHz 25.0 pF
Cits Inputcapacitanceat Veg =1V, /- =0,f=T1MHz 100.0 pF

*Pulsed measurement, t, =30us, duty cycle<2%

6. Marking
{1) Each transistor shall bear the following marking :
a. Terminalidentification (see page 1).
b. The manufacturer’s type number.
¢. Thedatecode.
d. Thefactory identification code or manufacturer’'s trade mark.

{2} Each package containing one or more of these transistors shall bear all the above marking except ‘a’ and in
addition:
e. The BS detail specification numberi.e. BS-CECC 50002/ 198.

Related documents
BS 6001 ‘Sampling procedures and tables for inspection by attributes;
BS ES000 ‘'General requirements for electronic components of assessed quality,

BS CECC 50000 ‘Harmonized system for quality assessment for electronic components: Generic specification for
discrete semiconductor devices!

7. Orderinginformation

Orders for components to this specification shall include the following minimum information:

1. Quantity
2. Typenumber
3. Specification number, issue number and date.
4. Ifrequired, screening sequence from appendix VI of CECC 50000 .
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8. Test conditions and inspection requirements

Note: Devices subjected to tests marked ‘D’ shall not be accepted for release.
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GROUP A
Lot by lot
Inspection requirements
Examination BS-CECC 50000 Conditions at Ty, =25°C Quality level F+
or ref. unless otherwise stated Limits
test Units IL AQL
Min. Max. %

Subgroup A1 I 0.65
Visual inspection 4.2.1
Subgroup A2a ] 0.15
Non-operatives
Short circuit
/cgom 4.3.4/T'001 VCB=60V, /E =0 100.0 }.lA
Open circuit
h215(1) 4.3.4/T‘006 VCE = 10V, /C = 200 mA 5.0
Subgroup A2b 1] 0.65
fesoin 4.3.4/T-001 Ve =60V, k=0 1.0 pA
Haren) 4.3.4/T006 | Vee=10V, /- =200mA 60.0 |200.0
Subgroup A3 | 2.5
feso 4.3.4/T-002 |/.=0 0.1 uA

VEB = 5V
Veeisan 4.3.4/T-003 | /z=20mA 07! Vv

- =200mA
VBEisau 4.3.4/T-004 | =20mA 1.3 Y,

/c =200mA
HPyrez) 4.3.4/T-006 Ve =10V 60.0

le=10mA
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