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ELECTRONIC COMPONENTS OF ASSESSED QUAUITY MANUFACTURER'S TYPE NUMBER
DETAIL SPECIFICATION IN ACCORDANCE WITH HT3
BS CECC 50000: 1987

Outline and dimensions Third angle projection @.@- For ordering information

 30aMAX see Clause 7
W \// 0.
~ ‘PNP SILICON AMBIENT RATED tDW
-1 "FREQUENCY AMPLIFICATION
Fmtom 0.05 TRANSISTOR IN PLASTIC
25 2 3 14 e———— ENCAPSULATION
MAX . MAX MIN
S SS——
— rqie 1.12
All dimensions in millimetres max
Outline SOT-23.For detail dimensions see Annex1 ASSESSMENT LEVEL F PLUS
For marking information see clause 6 ADDITIONAL TESTS

4. LIMITING VALUES (Over the full temperature range unless otherwise stated)
Absolute maximum system

Min. Max. Unit

4.1  Tamb Ambientoperating temperaturerange 55 +150 °C
42 Tgg Storage temperature range ' 55 +150 °C
43 -Vego Collector base continuous (direct) voltage 90 v
4.4 -Vego Collector-emitter continuous (direct) voltage with zero base current 80 '

-Vegs  Collector-emitter continuous {direct) voltage with base 90 \

short-circuit to emitter

4.5 -Vggo Emitter base continuous (direct) reverse voltage S Vv

46 -Ic  Continuous (direct) collector current 100 mA
-lg Continuous (direct) base current 20 mA

4.7.1 Pior Power dissipation Tamp = 25°C* 300 mw

*See Fig. 1 - Derating curve, Py is calculated assuming that the device is mounted on a ceramic substrate
measuring 10 X 8 X 0.6mm.

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers approved to
this specification
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5. CHARACTERISTICS (not for inspection purposes) at Tamb = 25°C uniess otherwise stated
‘+* Indicates the characteristic is verified under the inspection requirements

Min.
-Vigryceo Collector-emitter breakdown voltage -Ic=2mA, -lg =0 80
-Vsrycso Collector-base breakdown voltage -lc = 10pA, 90
-Vigricso Emitter-base breakdown voltage -Ic = 0, -Ig = 10pA 5
t 5.1 haigq1y  Static forward current transfer ratio -Veg = 1V, -Ic = 10mA 50
t 5.3.2 hyga  Staticforward current transfer ratio -Veg = 1V, -Ic = 100pA 30
t haiea)  Static forward current transfer ratio -Vee = 1V, -Ic = 1mA 35
t haigsy  Static forward current transfer ratio -Veg = 1V, -Ic = 50mA 3¢
+ 54 fr Transition frequency -Vcg = 5V, -Ic = 10mA, = 10MHz S0
ton tott  Switching times-Ic = 10mA, -Igy = -lIg2 = TmA
ton
totf
5.6 -icgoqy  Collector-base cut-off current -Vcg =80V, -lg=0
1+ 5.6 -lcesq)  Collector-emitter leakage current -Vcgs = 80V
t 5.7 -lcesqzy  Collector-emitter leakage current -Vegs = 80V, Tamp = 125°C
5.7 -lcexqzy  Collector-emitter cut-off current-Veg =80V, -Vge = 0.2V
Tamb = 85°C
t 5.8 -leso Emitter-base cut-off current -Vgg =4V, -Ic =0
1 -Vgesat) Base-emitter saturation voltage -Ig = 5SmA, -Ic = 50mA
1 “Veegayy  Collector-emitter saturation voltage -lg = SmA, -Ic = SOmA
t 512 G Common-base output capacitance Veg =6V, -lg = 0, f = tMHz
6. MARKING

' (1) Each transistor shall bear the following marking where space permits
(a) Terminalidentification (see page 1): 1 = collector, 2 = emitter, 3 =base

(b) The manufacturer's type number as identified by the following code : 3T

.

(2) Each package containing one or more of these transistors shall bear the following
{(¢) Thedatecode

(d) The factory identification code or manufacturer’s trademark

Max. Unit

\

Vv

v

500 ns
1000 n$
100 nA
100 nA
5 A
10 pA
200 nA

1.1 v

075 Vv
10 pF

(e) The BS detail specification number, i.e. BS CECC 50002-247 followed by the letter defining the

assessment level, and if applicable, the letter defining the screening sequence

Page 2 of 8 pages

Documents



http://www.avadocuments.com/doc/cecc-50002-247-issue-1-0
http://www.avadocuments.com/doc/cecc-50002-247-issue-1-0

B 1974499 0003479 051 WA

BSCECC 50002-247
Issue 1 August 1988

Related Documents
BS 6001 Sampling procedures and tables for inspection by attributes

BS CECC 50000 Harmonised system for quality assessment for electronic components:
Generic specification for discrete semiconductor devices

BS E9000 General requirements for electronic components of assessed quality

7. ORDERING INFORMATION
Orders for these transistors shall contain the following minimum information
1. Quantity
2. Type number

3. Specification number, issue number, date and assessment level

4. If required, screening sequence from Appendix V1 of CECC 50000

Page 3 of 8 pages
Documents

Document Sharing Hub



http://www.avadocuments.com/doc/cecc-50002-247-issue-1-0
http://www.avadocuments.com/doc/cecc-50002-247-issue-1-0

