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DETAIL SPECIFICATION FOR: BIPOLAR TRANSISTORS
TYPE NUMBERS : BCW 67, BCW 68

CONSTRUCTION : Semiconductor material : silicon

Polarity : PNP
Case material : plastic
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For detail dimensions see Fig. 2 ( pg. 10) 3.QUALITY ASSESSEMENT LEVEL:
Terminal identification see pg. 3

Marking:type code (see pg.3),data code and manufacturing sign F+

4.LIMITING VALUES (over the full temperature range unless otherwise stated)

Absolute maximum system

BCW67  [BCwes Unit
4.1 Ambient operating tempeature range Tamb 65  +150 °C
4.2 Storage temperature range Tstq -65  +150 °C
4.3 Collector- base continuous (direct) voltage Veeo 45 60 |V
4.4 Collecto. - emitter continuous (direct) voltage with zero base current V(gg 32 45 \
4.5 Emitter- base voltage Voo 5 5 |v
4.6 Continuous (direct) collector voltage Ic 800 800 mA
4.7 Power dissipation Tymp = 25°C Piot * 330 330 | mW

*See Fig.1 Derating curve Py is calculated assuming that the device is mounted on aceramic
substrate measuring 15mm x 16.7 mm x 0.7mm '

Refer to Qualified Products List CECC 00200 of manufacturers approved to this specification
Doctiments
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5. CHARACTERISTICS at T,mp = 25°C unless otherwise stated
Min Max Unit
5.1 Static forward current transfer ratio ha1e (1)
(lc=100mA Ve = 1V) BCW 67A /BCW 68F 100 250 -
BCW 678B/BCW 68G 160 400 -
BCW 67C/BCW 68H 250 630 -
5.3.1Static forward current transfer ratio h21e(2)
(lc =500mA Vce = 1V) BCW 67A /BCW 68F 35 -
BCW 67B/BCW 68G 60 -
BCW 67C/BCW 68H 100 -
5.3.2Static forward current transfer ratio h21e (3)
(I = 100pA,Vee = 10V) BCW 67A/BCW 68F 35 -
BCW 67B/BCW 68G 50 -
BCW 67C /BCW 68H 80 -
5.4  Transition freqﬁenCy fr 80 MHz
{Ic = 50mA Ve = 5V, = 20MHz)
5.6 - Collector-emitter leakage current lcgof1) 20 nA
{(Vce=32V) BCW 67 A-C
(Vg = 45V) BCW 68 F- H
5.7 Collector-emitter leakage current lceo(2) 20 HA
(Vea=21V,Tamp = 150°C) BCW 67 A-C
(Vg =30V, Tymp = 150°C) BCW6RF-H '
5.8 Emitter-base cut-off current lego 20 nA
(Veg=4V)
5.9 Base emitter voltage Vge 1.2 \
(lc=300mA,Vce = 1V)
5.12 Common-base output capacitance Cazp 10 pF
(Vg = 10V,lg = 0,f= 1IMHz)
5.15 Thermal resistance junction to ambient Rthiamb 375 k/wW
(mounted on alumina 15x 16.7x 0.7 mm)
5.16 Collector-emitter saturation voltage V(Esat 0.7 \
(Ic=500mA,lg = 50mA)
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5. CHARACTERISTICS atTamb = 25°C unless otherwise stated

Therminal identification (refer to 1, pg. 1)

1. base
2. emitter
3. collector
Marking information (type code, refer to 1, pg. 1)
BCW67A: DA BCW68F: DF
BCW&67B: DB BCW68G: DG
BCW67C: DC BCW68H: DH
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