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ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS-CECC 50000
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The collector is connected to the case
Dimensions in millimetres
OUTLINE: BS 3934 SO-134, JEDEC TO-39, IEC C4, B4C

Marking information see page 2

Qutline and dimensions  Third angle projection - .@._@_

MANUFACTURER’S TYPE NUMBER

BUYS1

For ordering information
see page 2

PNP SILICON CASE RATED LOW
FREQUENCY AMPLIFICATION
TRANSISTOR IN HERMETICALLY
SEALED METAL CASE

ASSESSMENT LEVEL F

4, Limiting values (over the full temperature range unless otherwise stated).

T.ase Case operating temperature range
Tatg Storage temperature range

Min. Max. Units
—65.0 +175.0 *‘C
-65.0 4175.0 °C

Veso Collector-base continuous (direct) voltage 100.0 \
Veeo  Collector-emitter continuous (direct) voltage with base open 60.0 v
circuit

Veso  Emitter-base continuous (direct) reverse voltage 7.0 Vv
/e Continuous (direct) collector current 5.0 A
ls Continuous (direct) base current 1.0 A
P.o..  Total power dissipation at T ,,, = 25°C* 24.0 w
* Ses Fig. 1 derating curve, and also installation requirements page 7

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers

approved to this specification.
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5. Characteristics (not for inspection purposes) at 7..., = 25°C uniess otherwise stated.
Min. Max. Unit

B2y Static value of common-emitter forward-current transfer ratio at 40.0

Vee =5V, Ic = 1A”
have Static value of common-emitter forward-current transfer ratio at 15.0

Vee =5V, /o = 5.0A"
Ir Transition frequency at /¢ = 100 mA, Ve = 10V, f = 20 MHz 30.0 MHz
fesorm Collector-base cut-off current at V.4 = 80V 10.0 pA
lesoiz) Collector-base cut-off currentat Vg = 80V, 7.4.e = 100°C 100.0 pA
Veesanm Base-emitter saturation voltage at /c = 5.0A, /3 = 500 mA* 1.5 V
Veesany  Collector-emitter saturation voltage at /o = 5.0A, f; =500 mA* 1.0 Vv
lego Emitter-base cut-off currentat Vg — 5V 10.0 pA
Vceowsusy  Collector-emitter sustaining voltage at /¢ = 20 mA 60.0 \Y;
Vieryeso Emitter-base breakdown voltage at /¢ = 50 pA 7.0 \Y;
Visr)ceo Collector-base breakdown voltage at /. = 50 A 100.0 \Y

* Measured under pulsed conditions ; puise length = 300 s, duty cycle = 2%.

Marking

(1) Each transistor shall bear the following marking :
a. The manufacturer’s type number: BUY91
b. The factory identification code: FRD
c. The date code.

(2) Each package containing one or more of these transistors shall bear all the above marking except ‘a’ and in
addition :

d. The BS detail specification number

Related documents. This specification shall be read in conjunction with:

BS 3934 ‘Dimensions of semiconductor devices’,

BS 6001 ‘Sampling procedures and tables for inspection by attributes’,

BS 9000 ‘General requirements for electronic components of assessed quality’,
BS E9000 ‘General requirements for electronic components of aésessed qu;lity',

BS-CECC 50000 ‘Harmonized system for quality assessment for electronic components : Generic specification for
discrete semiconductor devices'.

Ordering information ,
Orders for these transistors shall contain the following minimum information :

Bipolar transistor type BUY91 to BS-CECC 50003/010 Issue 1 November 1977

-~ Documents



http://www.avadocuments.com/doc/cecc-50003-010-issue-2-0
http://www.avadocuments.com/doc/cecc-50003-010-issue-2-0

CECCx50 003-0L0xISx2 77 M 1974499 0003556 435 WA

6. Test conditions and inspection requirements
Note 1. Devices subjected to test marked ‘D’ shall not be accepted for release.
Note 2. D = Destructive tests. ND = Non-destructive tests.

GROUP A
Lot by lot

BS-CECC 50003/010
Issue 1, November 1977

Inspection requirements

Examination D BS E9300 Conditions at T, Quality level F '
or ND or =25"C unless otherwise
tost 3.56.6 | CECC 50000 stated Limits
ref, Units [ 8 AQL
Min. Max.
Subgroup Al | 1.5%
Visual inspection ND | 4.21
Subgroup A2a 1 0.15
Short circuit
I 4.3.4/T~-001| Conditions as in 1.0 mA
CBO(1) subgroup A2b
Open circuit
h ,3.4/2-008|Conditions as 1in 5.0
21E(1) T‘ subgroup AZ2b

Subgroup A24 It |0.65%
Lollector-base ND | 4.3.4/T-001 | V¢ =80V 10.0 LA
cut-off current
ICBO(1)
Base-emitter ND | 4.3.4/T-004 | /g =500 mA 1.5 \Y
saturation voltage lc =50A"
vBE(sat)(i)
Static value of ND'| 4.3.4/T-006
common-emitter
forward-current
transfer ratio
hz, E(1) VCE == SOV * 400

Ic = 1.0A
h21g(2) VCE.= SOV b 150

/e = 5.0A
Subgroup A3 ' | 2.5%
Collector-emitter ND | 4.3.4/T-004 | /3 = 500 mA 1.0 Vv
saturation voltage e =50A"
vCE(sat)n)
*Measured under pulsed conditions ; pulse length = 300 ps, duty cycle = 2%.
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