CECCx50 003-01bxISx2 81 EM 1974499 0003kLl2 D94 IN

BRITISH STANDARDS INSTITUTION
2, PARK STREET. LONDON, W1A 28S

BS CECC 50 003-016

Specification available from:— AS SHOWN IN PD 9002, and

BS CECC 50 000;1977

CECC 002
SEMELAB MANUFACTURING LTD., 0200 -
10-12 BANK STREET, G
S IRE,
LUTTERWORTH, LEICESTERSH issue 2 July 1981
TELEPHONE (045 55) 4711 TELEX 341927 bege 1 of 8 soges
MANUFACTURER’'S TYPE NUMBER

ELECTRONIC COMPONENTS OF ASSESSED QUALITY See PD 9602 and CECC 00206

DETAIL SPECIFICATION IN ACCORDANCE WITH
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For detail dimensions see IEC 191-2-B18 and C14A
SO-~127A JEDEC TO-3 ASSESSHENT LEVEL |

Marking information see clause 3

METAL CASE

PLUS ADDITIONAL TESITS

1. LIRITING VALUES
Min, Max., Unit
Tcase Operating case temperature range -6Y 200 ¢ /4
Tstq Operating storage temperature range 62 200 op
-Vcgu Maximum collector to base continuous (direct) voltage - 104 \
-Veeo Maximum collector-emitter continuous (direct) voltage - &0 \
with zero base current
-Veer Maximun collector-emitter continuous (direct) wvoltage - 74 \
with Rgg < 100 ©
-VEBD Maximum emitler-to-base continuous (direct) reverse voltage - 7.U v
-Ic Haximum collector current - 1y A
-1g Maximum base current - 7
Prot FMaximum total power dissipation, Tonse = 259C - 150 Y

(for derating curve sce figure 1)

(for area of safe operation sce figure 2)
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2. CHARACTERISTICS
T = 25°C unless otherwise stated
case
PARAMETER AND TEST CONDITIONS MIN. MAX, UNITS
hZIE Static values of the common emitter forward current
transfer ratio
h2\E(l) —VEE = 4.0V —Ic = 4.0 A 20 . 70
hez)  ~Ver = L.o v ~le = 104 5 -
fT Transition frequency
~Veg =10V -lg =0.5A f = 1 mHz 4.0 - MHz
-IEBO Emitter base cut-off current wvith the collector open
circuited
VBE =7.0V —Ic =0 - 5.0 . mA
-‘CEX Collector-emitter cut-off current
_lcEX(I) —VCF = 100 V -Vgg = 1.5V - 1.0 mA
- - = = - mA
lCEX(Z) VcE 109 Vv VBE 1.5 Vv 5.0
[
Tamb = 1507°C
-ICEO Collector-emitter cut-off current with the base open
circuited
'VCE =30V —lB =90 - 0.7
mA
Y Lollector-emitter saturation voltage
CEsat
‘VCEsat(l) —IB = 3.3A° -Ic = 10 A* - 3.0 Vv
- - = e - - e - . \Y)
Veesat(z) ~'p T MO0 ™ e = 4A : 1
‘VBE Base~emitter voltage
-Veg = L.ov -l = L.gAx - 1.8 v
Thermal resistance junction to case Rth j-case - 1.17 OC/N
#Measured under pulse conditions: pulse length = 300 ps, duty cycle = 1.5%
2
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3. MARKING , Issue 2 July 1981

3.1 Each device shall bear the following marking:

(a) Terminal identification
(b) Type number
(c) Date code

(d) Manufacturer's trade mark or factory identification code

3.2 Each package containing one or more of these transistors shall bear the above markings b, ¢ and d
and in addition, this detail specification number BS CECC 50 003 - 0l¢é Issue 2 dated July 1981.

4. RELATED DOCUMENTS
BS 2011/IEC 68 Methods for the environmental testing of electronic components and electronic
equipment.
BS 3934/1EC 191 Dimensions of semiconductor devices.
8S E9000/ General requirements for electronic components of assessed quality.

CECC 00 100 to 00 113

BS E9007/CECC 00 007 Sampling plans and procedures for inspection by attributes.

BS/CECC S0 000 Harmonised generic specification for discrete semiconductor devices.
IEC 147-2 General principles af measuring methods.
PD 9002/CECC Q0 200 BS 9000 component selection guide,

5. ORDERING  INFORMATION

Drders for these transistors should contain the following minimum information:

(a) The device type and this detail specification number.
() The quantity required.
(c) If required, screening sequence from Appendix VI of CECC 50000.

(d) Level of guality assessment as defined in Appendix I1IA of CECC 50000.
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