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ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIFICATION IN ACCORDANCE WITH
BS CECC 50000: 1987

MANUFACTURER'S TYPE NUMBER
BD321-18

Outline and dimensions Third angle projection ) . |
For ordering information
4.32 see Clause 7

533 | 0.06

1.01

12.7MIN NPN SILICON CASE RATED LOW

FREQUENCY AMPLIFICATION

5.31 |4.53 DARLINGTON CONNECTED
5.84 [4.95 " TRANSISTORS IN HERMETICALLY
[ SEALED METAL CASE.
0.407 e
0.482
All dimensions in millimetres
ASSESSMENT LEVEL F

Outline BS 3934 50-132A,1EC 191-2,C7,B11, JEDECTO-18
Marking information see clause 6

4. Llimiting values (Over the full temperature range unless otherwise stated)
Absolute maximum system
Min. Max. Unit

4.1 Tcase Case operating temperature range -65 +200 °C
4.2 Tsig Storage temperature range -65 +200 °C
4.3 Vego Collector-base continuous (direct) voltage _ 80 \Y
44 Vceo  Collector-emitter continuous (direct) voltage with zero base current 60 \)
45 Veso Emitter-base continuous (direct) voltage 10 - Vv
4.6 le Continuous (direct) collector current: At T a0 =25°C 1.0 A
Ic Continuous (direct) collector current : At Tymp = 25°C 0.5 A

48.1 Pyt Power dissipation at T¢ase = 25°C* 1.75 w
Tamb = 25°CY 0.5 W

*See Fig.1 Derating curve
tSee Fig.2 Derating curve
Note: For installation details see page 8

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers approved to
this specification
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5. Characteristics (not for inspection purposes) at Tymp = 25°C unless otherwise stated
‘" Indicates the characteristic is verified in under inspection requirements.

Min. Max. Unit
Vceoisusy Collector-emitter sustaining voltage at I¢ = 10mA 60 Vv
5.4% Iceopy  Collector-base cut-off current at Vg = 60V, =0 1.0 pA
5.5t lcBo(2) Collector-base cut-off current at Veg =60V, I =0 100 pA
Tease = 100°C
lego Emitter-base cut-oft current at Vegp=4V, ¢ =0 50.0 nA
511 howa Static forward-current transfer ratio |
atVee=5V,Ic = 1A* Group A 1000.0
Group B ) 000.0‘
GroupC  10000.0
5.7t VBe(saty1) Base-emitter saturation voltageatlg = ImA, I¢c = 1A 24 | Vv
5.6t Veepaty1y Colletor-emitter saturation voltage atlg = 1mA, Ic= 1A 1.7 Vv
5.3t fr Transition frequency at Ve = 10V, I = 100mA, f = 20MHz 40.0 MHz
58 Ring-case) Thermal resistance : junction to case 100 W
Rth(-ambienty Thermal resistance junction to ambient 350 W
*Pulsed test. Pulse length 300 s, duty cycle <2%
6. Marking
1) Each transistor shall bear the following marking (where space permits).
a) Terminal identification (see outline on page 1)
b) The manufacturers type numberi.e BD 321C-18 and assesment level
¢) The date code
d) The factory identification code or manufacturers name or trade mark
(2 Each package containg one or more of these transistors shall bear all the above marking except

“a"'and in addition:
e) The BS detail specification number ie. BS-CECC 50003/053, followed by the letter defining the
assesment level and if appropriate, the letter defining the screening sequence .
Related documents

BS 6001 “Sampling produres and tables for inspection by attributes”
" BS E9000 “General requirements for electronic components of assessed quality”
8S CECC 50000 “Harmonized system for quality assessment for electronic components :

Generic specification for discrete semiconductor
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7. Orderinginformation

Orders for components to this specification shall include the following minimum information:

Quantity
Type number
Specification number

The assessment level and, if required, screening sequence as defined in Appendix VI of CECC
50000. .
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