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Specification available from:- As shown in PD 9002 and/or
CECC 00200 and =

A

ELECTRONIC COMPONENTS OF ASSESSED QUALITY
DETAIL SPECIFICATION IN ACCORDANCE WITH

BS CECC 50 000: 1977 MANUFACTURER'S TYPE NUMBERS

— 2N 2218 or CV7763
Outline and dimensions. Third angle projection -@6 ;::l, g: 2 :r C\é\7/77674:5 :
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o SWITCHING TRANSISTORS IN
Collector is electrically connected to case HERMETICALLY SEALED
ENCAPSULATION
All dimensions in millimetres
For detail dimensions: see IEC 191-2-B4C and C4
Equivalent to BS 3934 SO-134A
and JEDEC TO-39 ASSESSMENT LEVEL FPLUS
For marking information see page 3 ADDITIONAL TESTS

4. Limiting values (Over the operating temperature range unless otherwise stated).
Absolute maximum system
Min. Max. Unit

Tomb Ambient operating temperature range -65.0 +175.0 °C
Tao Storage temperature range -65.0 +200.0 °C
P, Power dissipation at 7,,,<25°C* 0.8 w
Pio Power dissipation at 7.,,<25°C* 3.0 w
{*See derating curves Fig. 1)

Veso Collector-base continuous {direct) voltage 2218,2218 60.0 \

2218A, 2219A 75.0 \
Veeo Collector-emitter continuous (direct voltage) 2218,22198 30.0 v

2218A,2219A° 40.0 \
Viso Emitter-base continuous {direct) voltage 2218, 2219 5.0 \

2218A,2219A 6.0 Vv
I Continuous {direct) collector current 800.0 mA

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
approved to this specification.
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5. Electrical characteristics {not for inspection purposes) at T,., = 25°C unless otherwise stated.
& Indicates characteristics verified in groups A and C.
Min. Max. Unit
Static forward current transfer ratio
2] hmgn) vCE = 1OV, /C = 150mA* ?218, 2218A 400 120.0
2219,2219A  100.0 300.0
haen Vee = 10V, /o =500 mA* 2218 20.0
2218A 25.0
2219 30.0
2218A 40.0
hyea Vee = 1V, I = 150mA* 2218, 2218A 20.0
2219, 2219A 50.0
h21s(4) ch = 10V, /c =10mA 2218, 2218A 35.0
2219, 2219A 75.0
haes V=10V, /. =1.0mA 2218, 2218A 25.0
2219, 2219A 50.0
haee Vee =10V, /c=0.1TmA 2218,2218A 20.0
2219,2219A 35.0
Collector-emitter saturation voltage
® Veesaun fc =500mA} fg = 50mA* 2218,2219 1.6 v
2218A, 2219A 1.0 Y
@ Vegisau e = 150mMAT fg = 15mA* 2218,2219 0.4 Vv
2218A, 2219A 0.3 \Y
Base-emitter saturation voltage
@ Vegsautn o= 500mA} /g =50mA 2218, 2219 26 \%
2218A, 2219A 2.0 \
Ve fo=150mMA g = 15mA* 2218, 2219 1.3 Vv
2218A, 2219A 1.2 \YJ
Collector-base cut-off current with emitter open circuit
@ lesom =0, Vg =50V 2218, 2219 10.0 nA
fe=0, Vg =60V 2218A, 2219A 10.0 nA
@ lcsom Ie=0, Veg =50V, Tomo = 150°C 2218, 2219 10.0 uA
fe=0, Vg =60V, Tomp = 150°C 2218A, 2219A 10.0 HA
Turn-ontime$
@ ty Jo=150mA, /s =15mA, Vec =30V. SeeFig.2 All 70.0 ns
Turn-off times B
2] to" IC = 150mA, 131 = /BZ = 15mA, vCC = 30\/. See F|g. 2 A“ 270.0 ns
Transition frequency )
e Vee =20V, /e =20mA, f=100MHz 2218,2218A,2219  250.0 MHz
2219A  300.0 MHz
Output capacitance
® Con le=0, Vg =10V, f=1MHz All 8.0 pF
Ruicasy  Thermal resistance junction tocase All 50.0 °C/W
Rumgomey Thermal resistance ju nction toambient All 187.5 °C/W
*Pulsed f, =300us, 0<2%.
§See fig. 2.
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Marking

Each device shall bear the following markings:

(a) Terminal identification (see page 1)

(b} Type number

(c) Date code

(d) Manufacturer’'s trade mark or factory identification code.

Each package containing one or more of these transistors shall bear all the above markings and in addition:
(e) This detail specification number i.e. CECC 50004/028.

Related documents

BSE9000 General requirements for electronic components of assessed quality.
CECC 50000 Generic specification for discrete semiconductor devices.

CECC 00007 Sampling plans and procedures for inspection by attributes.

PD 9002

CECC 00200  Qualified products list.

BS2011/1EC68 Methods for the environmental testing of electronic components.

BS3934
IEC 191-2 Dimensions of semiconductor devices.

Ordering information

Orders for the transistor should inciude the following minimum information:
1. Quantity

2. Type number

3. Specification number, issue number and date

4. If required, screening sequence as defined in Appendix VI of CECC 50000.
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