0¢Fyll document detail

B 1974499 0053945 8484 BN

NEDERLANDS ELEKTROTEZCHNISCH COMITE .NL-CECC 50 005-019
Kalfjeslaan 2, 2623 AA Delft, Holland lesue 1 , April 1983 c

Specification also available from:

PHILIPS INTERNATIONAL B,V,
ELCOMA DIVISION

BUILDING BAE

EINDHOVEN, HOLLAND

Page t of 9
ELECTRONIC COMPONENTS OF ASSESSED QUALITY. LETAIL STECIFICATION FoHt:
DETAIL SPECIFICATION IN ACCORDANCE WITH BZWO3-CIV1 to -C270
NEN-CECC 50 000 : Issue 3 1980 Series = E24
1. MECHANICAL DESCRIPTION
Outline: Dimensions in mm ORDERING INFORMATION : see clause 7

National: ND64 (see fig,2 page 8 ) —
2. SHORT DESCRIPTION

Silicon ambient rated

. voltage regulator and
a (3 <
(:::) C 1C {:::E) 1L J:%kz; transient suppressor diodes

| in glass encapsulation,

8
* max :\?n __"S‘f., 3..« (PR
Pig.1
3. LEVEL(S) OF QUALITY ASSESSMELT:
MARKING INFORMATION : see clause 6 F + additional test

4. LIMITING VALUES (absolute maximum rating eystem)

These apply over the operating temperature range unless otherwise stated.

Clause
Value
CECC Symbol
50 005 min max unit
4.1, Operating ambient temperatures Tamb -65 +175 ‘c
4.2, Storage temperatures Tstg -65 | +175] °¢
4.3. ' Power dissipation; for mounting methods see page 8,
figs, 3 and 4
4.3.1. Total power dissipation (see derating curves page 8, Ptot 6.0 I
fig.5)
4.5.1. Maximum continuous (direct) reverse current I see mA
Zmax,
page2
col.9
additional Non-repetitive peak reverse current; pulse shape acc, IRSH see A
fig.6 page 93 Tj-zs‘c prior to surge, page2
col,8
See the relevant Qualified Products List for availibility of components made
to this specification,
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5. ELECTRICAL CHARACTERISTICS at Tamb=25'0 unless otherwise stated ,
For inspection requirements see clause 8 {(Groups A and c)
column: 1 2 3 4 5 [ 7 8 9 10 11
c¢lause CECC 50 0053 5.1 5.2 5.3 5.4 add, add. 4.5.1|condition for
. 5.1 5.2
verification int A2b A3 c2b A2b | B2c B2¢ _
5.4 5.3
characteristics vz(v) I, Ipo Tom v(CL)R Ioom |Tzmax.| Iz i
and conditions: tpn}OOus; 552% V. WA Q v A mi mA v
nom, min, max. max., max, max., max,
note: 1 1 1 2 2-3 1 4 4 5 _ _
BZWO3-...... cov 9.1 8.5 9.6 40 | 2600 2 13,3| 37.6 524 150 6,
c10 10 9.4| 10.6 20 | 2000 2 14.8] 34.0 472 125 7.5
c11 11 10.4] 11.6 15 | 1500 2.9 15. 31.8 426 125 8,2
c12 12 11.41 12,7 16} 900 2.5 17.01 29.4 391 100 9.1
c13 13 12,41 14.1 4§ 500 2.5| 18,9} 26.4 | 357 100 10
ci5 15 13.8| 15.6 2| 160 2.5 20,9] 23.9 | 323 75 11
c16 16 15.3] 17.1 2] 100 2.51 22,9| 21.8 | 294 75 12
c18 18 16.8| 19.1 2 100 2.5 25.6} 19.5 264 65 13
c20 20 18,8} 21.2 2 100 3 28,4} 17.6 238 65 15
ca22 22 20,8 23.3 2 100 3.5 31.0] 16.1 216 50 16
c24 24 22,8{ 25.6 2 100 3.5 33.8| 14.8 198 50 18
ca7 27 25,1 28,9 2 100 5 38.11 13,1 175 50 20
Cc30 30 28 32 2 100 8 42.21 11.8 157 40 22
C33 33 31 35 2 100 10 46,2} 10.8 143 40 24
C36 36 34 38 2 100 AR 50.1} 10.0 132 30 27
€39 39 37 41 2 100 14 54.1 9.2 122 30 30
C43 43 40 46 2 100 20 60.7 8,2 107 30 33
c47 47 44 50 2| 100 25 65.5] 7.6 98 25 36
c51 51 48 54 2! 100 27 70.8f 7.0 91 25 39
c56 56 52 60 2 100 35 78.6 6.3 81 20 43
cé2 62 58 66 2 100 42 86.5 5.8 74 20 47
cés 68 64 72 2 100 44 94.4] 5.3 68 20 51
C75 15 70 79 2 100 45 103.5( 4.8 62 20 56
c8z 82 77 a7 2 100 65 114 4.3 56 15 62
c91 91 85 96 2| 100 75 126 3.9 51 15 68
c100 100 94 |106 2| 100 90 139 3.6 46 12 75
c110 110 104 116 2 100 125 152 3.3 42 12 82
c120 | 120 114 127 2 100 170 167 3.0 38 10 91
C130 130 124 141 2 100 190 185 2.7 35 10 100
€150 150 138 156 2 100 330 204 2.4 30 8 110
c160 160 153 1171 2 100 | 350 224 2.2 28 8 | 120
c180 180 168 191 2 100 | 430 249 2,0 25 5 1 130
c200 200 188 212 2 10C 500 276 1.8 23 5 150
€220 220 208 233 2 100 700 305 1.6 21 5 160
€240 240 228 256 2 100 900 336 1.5 19 5 180
c270 270 251 289 2 100 {1200 380 1.3 17 5 200
5.6 All types : Forward voltage VFS1.2V at IF=1.0A H tp:}OOus,a*gzﬂ. Verification in C2a
5.10 Thermal resistance Rth(j—a): See figs, 3 and 4 page 8.
¥ =duty factor Note 3) T__ =150"C
Note 1) Current I, : See column 10 Note 4 588°for definitions and testmethod page 9
Note 2) Reverse vdltage VR: see column 11 Note 5; Rth(j_a)=25K/w;mounting method 1 fig.} page H
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6. MARKING AND TERMINAL IDENTIFICATION

(1) Terminal identification : For connection of terminals see fig. 1 page 1,

(2) Marking:

Each diode shall bear the following marking:

The manufacturer's typenumber printed in a

e A . -~
arvtrast i as catao,
=4

Each package containing one or more of these diodes shall bear:

a. The manufacturer’'s typenumber

b. The factory identification code.

¢, The date code

d. The number of this detail specification, i.e, NL-CECC 50 005-019
e, The quantity

f, Level of Quality Assessment,

and shall be closed with the CECC-seal,

7. ORDERING INFORMATION

Orders for these diodes shall contain the following minimum information:

(Quantity) voltage regulator diodes type (see below) to
NL-CECC 50 005-019 Issue 1 , April 1983

Manufacturer's type nrs,: BZWO3-C9V1 to -C270

8, TEST CONDITIONS AND INSPECTION UIREMENTS
These are given in the following tables.
In this section, all references to clause numbers are made with respect to
CECC 50 000 unless otherwise astated.
A1l column nrs. refer to clause 5 Electrical Characteristics.
The relevant min, and max, limits of subgroup AZh are referred to later on,

in Group B and C , as LSL and USL (lower/upper specification limit)
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