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DETAIL SPECIFICATION IN ACCORDANCE'WITH
BS-CECC 50000: 1981

ELECTRONIC COMPONENTS OF ASSESSED QUALITY

Outline and dimensions

Third angle projection - @—Q

' Dimensions in millimetres

OUTLINE: JEDEC: TO-220, IEC 191-2, A73
For marking information see clause 6
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a8 Electrostatic-sensitive devices

MANUFACTURER’S TYPE NUMBERS
ZVN21156L
ZVNO120L

For ordering information
see clause 7

N CHANNEL SILICON CASE RATED
ENHANCEMENT MODE MOSFET
SWITCHING TRANSISTORS IN
PLASTIC ENCAPSULATION

ASSESSMENT LEVEL F PLUS
ADDITIONAL TESTS

4. Limiting values (over the full temperature range unless otherwise stated).

Absolute maximum system

T... Ambient operating temperature range
Teq Storage temperature range

Voss Drain-source voltage at V=0, /o=1mA

- Vepo Gate-drain voltage with source open circuit

Vesn  Reverse gate-source voltage at Vpg=0

" Vgesr  Forward gate-source voltage at Vpg=0

Iy Maximum drain current 7T, =25°C
Tamp=25°C
Iom Maximum pulsed drain current®

P Power dissipation at T, =25°Ct

*Pulse width 300us. Duty cycle <2%
tSee Fig. 1 - Derating curve
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approved to this specification.

Refer to Qualified Products List PD 9002 and/or CECC 00200 for details of manufacturers
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5. Characteristics (not for inspection purposes) at T,,,=25°C unless otherwise stated.
elndicates characteristics verified in groups A and C .

Characteristics Conditions Min.' ‘ Max. Unit
Blgsse Vass =20V 20.0 nA
®loss Vesr= 18V, T, =126°C : 200.0 nA
fossiz) Ves =0, Vos=0.8 Vossimaxr Tamp=125°C 100.0 pA
®Vasro) Vos =3V, h=1mA 1.0 3.0 \
ooy Vs =25V, Vgs=10V* 0.5 2.0 A
8Cy 55 85.0 pF
8C,sss Vos =25V, V=0, f=1MHz 25.0 | pF
®C)2ss 7.0 pF
BG1s Vps=25V, /Ip=0.25A 100.0 mS
Olosx Vos = Vbssimax: Vas=0 10.0 pA
®Vosiom Ip=60mA, Vgs=10V 0.96 |V
®Rpsiony i =0.25A, V5z5=10V* 16.0 Q
Bly(on) 7.0 ns
ot Voo =25V, I, =0.25A, Vssonm =10V 8.0 ns
ot See fig. 2 16.0 | ns @
&1 8.0 ns

*Pulsed

6. Marking

(1) Each transistor shall bear the following marking:
a. Terminal identification (see page 1).
b. The manufacturer’'s type number
c. The date code. _
d. The factory identification code or manufacturer’s name or trade mark.

{2) Each package containing one or more of these transistors shall bear all the above marking except ‘a” and
in addition:

€. The BS detail specification number i.e. BS-CECC 50012/020
f. An electrostatic-sensitive warning label.

Related documents

This specification shall be read in conjunction with:
BS 6001 ‘Sampling procedures and tables for inspection by attributes’, .
BS E9000 ’General requirements for electronic components of assessed quality’,

BS CECC 50000 'Harmonized system for quality assessment for electronic components: Generic specification
for discrete semiconductor devices’.

7. Ordering information

Orders for components to this specification shall include the following minimum information:
1. Quantity
2. Type number
3. Specification number, issue number and date.
4. If required, screening sequence from appendix VI of CECC 50000.
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8. Test conditions and inspection requirements
Note: Devices subjected to tests marked ‘D’ shall not be accepted for release.

GROUP A
Lot by lot

BS-CECC 50012/020
Issue 1, September 1984

Inspection requirements
Examination BS-CECC 50000 Conditions at T,,,=256°C Type Quality level F +
or ref. unless otherwise stated Limits
test Units i AQL
Min. Max, %

Subgroup A1 |
Visual inspection 4.2.1 Both
Subgroup A2a
Short Circuit
Vastro) 4.3.4/T-075 Vos=3V, b=1mA Both 9.0 \'
Open circuit
lassay 4.3.4/T-071 Vgsa = 20V Both 2.0 pA
Subgroup A2b
lgss 4.3.4/T-071 Vgse = 20V Both 20.0 nA
Visito) 4.3.4/T-075 Vps =3V, h=1mA Both 1.0 3.0 \"
Ioiony 4.3.4/T-072 Vps =25V, Vgs=10V* Both 0.5 2.0 A
Iosx 4.3.4/T-073 Ves =0 Vps= 150V |ZVN2115 10.0 pA

200V |ZVNO120 10.0 wA
Vbsions 4.3.4/T-085 [,=60mA, Vgs=1 oV Both 0.96 A%
RDS(ON)H) 4.3.4/T‘082 VGS = 1 OV, lD = 025A* BOth 1 6.0 Q
Subgroup A3
Ga1s 4.3.4/T-078 Vos =25V, [p=0.256A Both 100.0 mS
Subgroup A4 :
td(on) VGS(ON) =10V Both 7.0 ns
t 4.3.4/T-081 Vop =25V Both 8.0 ns
taiotn Ir=0.25A Both 16.0 ns
t; See fig. 2 Both 8.0 ns
*Pulsed.
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