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ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL—CECC 90 104-007
QUALITY IN ACCORDANCE WITH: Issue: 2

issued: December 1989

GS: CECC 90 000 Issue 3,
SS: CECC 90 100 lssue 3.
FS: CECC 90 104 Issue 2.

OUTLINE AND DIMENSIONS: DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104

IEC 191-2 : 050 GO9/A76 G1
HEC/HEF 4008B

TERMINAL CONNECTIONS: 4-bit binary full adder
See item 1.3 of this specification

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation
CMQS integrated circuit, cavity/non-
cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L

REMARKS

Information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION
1.1 Function

The HEC/HEF4008B are 4-bit binary full adders with two 4-bit data inputs (A to A3, Bg to B3), acarry
input (Cyy), four sum outputs (S to S3), and a carry output (CoyT). The ICs use full look-ahead
across 4-bits to generate CoyT. This minimizes the necessity for extensive look-ahead and carry-

cascading circuits.

1.1.1 Truth table (one adder)

A | B |CouT | S

O
2

IITIITrrrr
TXxTrcxxIxrIrr
IrrrxrrrxIr
IITIrIrererr
ITrrIT-IXIr
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H = HIGH state {the more positive voltage)
L = LOW state (the less positive voltage)
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1.1.2 Functional diagram
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Fig. 1 Functional diagram.

1.1.3 Pinning information
Apto Az data inputs
Boto B3  datainputs
SoptoS3  sum outputs
CiN carry input
CouT carry output
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