CECC CECCx90%304= DL2xISSUE*2 xx EM 1974499 0044l24 491 IN

7
NEDERLANDS ELEKTROTECHNISCH CECC 90-104-012 [ =
COMITE | ot
POSTBOX 5059 ISSUE 2
2600 GB DELFT
This specification is also available from
Nederlandse Philips Bedrijven B.V. Page 1 Total number of pages: 9
ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL—CECC 90 104-012
QUALITY IN ACCORDANCE WITH: Issue: 2

Issued: December 1989
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OUTLINE AND DIMENSIONS: DETAIL SPECIFICATION FOR

DIGITAL INTEGRATED CIRCUITS

IN ACCORDANCE WITH FS 90 104
IEC 1912 | 050 GOY/AT6 G1

: HEC/HEF4014B

TERMINAL CONNECTIONS: 8-bit static shift register
See item 1.3 of this specification

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation

CMOS integrated circuit, cavity/non-

cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L
REMARKS
information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION

1.1 Function

The HEC/HEF4014B are fully synchronous edge-triggered 8-bit static shift registers with eight
synchronous parallel inputs (Pg to P7), a synchronous serial data input (Dg), a synchronous parailel
enable input (PE), a LOW-to-HIGH edge-triggered clock input (CP) and buffered parallel outputs
from the last three stages (Og to O7).

Operation is synchronous and a device is edge-triggered on the LOW-to-HIGH transition of CP. Each
register stage is of a D-type master-slave flip-flop. When PE is HIGH, data is loaded into the register from
Pg to P7 on the LOW-to-HIGH transition of CP. When PE is LOW, data is shifted to the first position
from Dg, and all the data in the register is shifted one position to the right on the LOW-to-HIGH
transition of CP. Schmitt-trigger action in the clock input makes the circuit highly tolerant to slower
clock rise and fall times

1.1.1 Function tables

Serial operation Parallel operation
inputs outputs inputs outputs
n| CP|Dg |PE |Og |Og |O7 n| CP|Dg |PE |O5|Og|O7
1. /7 DL | X |[X]|X 1|/ | X |H |Pg |Pg|P7
2, /J |Dp|L | X |X|X \. | X | X | nochange
3|/ |D3|L | X |X|X
6| /| X |L|DI|X|X H = HIGH state (the more positive voltage)
71 /7 | X {L |Dg|D1]|X L = LOW state (the less positive voltage)
8| / | X |L |D3|D2|Dy X = state is immaterial
. | X | X | nochange /= positive-going transition
\. = negative-going transition
Dp, = either HIGH or LOW
n = number of clock pulse transitions
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1.1.2 Functional diagram
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Fig. 1 Functional diagram.

1.1.3 Pinning information

PE parallel enable input

Pg to P7 parallel data inputs

Dg serial data input

cp clock input (LOW to HIGH edge-triggered)

Og to O7 buffered parallel outputs from the last three stages
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