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ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL—CECC 90 104-038
QUALITY IN ACCORDANCE WITH: [ssue: 2

|ssued: December 1989

GS: CECC 90 000 Issue 3.
§S: CECC 90 100 Issue 3.
FS: CECC 90 104 issue 2,

OUTLINE AND DIMENSIONS: DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104

IEC 191-2 ,' 050 GOS/A76 G 1
HEC/HEF 40508

TERMINAL CONNECTIONS: Hex non-inverting buffers
See item 1.3 of this specification

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation
CMQS integrated circuit, cavity/non-
cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L

REMARKS

Information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION

1.1 Function

The HEC/HEF40508B each provide six non-inverting buffers with high current output capability suitable for
driving TTL or high capacitive loads. Since input voltages in excess of the buffers’ supply voltage are

permitted, the buffers may also be used to convert logic levels of up to 15 V to standard TTL levels.
Their guaranteed fan-out into common bipolar logic elements is shown in item 3.3.1 of this specification.

1.1.1 Functional diagram
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Fig. 1 Functional diagram,

1.1.2 Pinning information
ln data inputs
O, data outputs
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1.2 Logic diagram
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Fig. 2 Logic diagram (one geite),

1.3 Terminal identification, type designation and marking
1.3.1 Terminal identification (top view)

1.3.2 Type designation
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Fig. 3 Pinning diagram.

HEF = limited temperature range

HEC = full temperature range.

1.3.3 Marking
See item 2.5 and 2.6 of CECC 90 000,
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