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GS: CECC 90 000 Issue 3.
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FS: CECC 90 104 Issue 2.

Detail Spec: NL-CECC 90 104-044
Issue: 2
{ssued: December 1989

QOUTLINE AND DIMENSIONS:

IEC 191-2 : 050 GO4/A76 F1

TERMINAL CONNECTIONS:
See item 1.3 of this specification

DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104

HEC/HIEF4068B
8-input NAND gate

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation
CMOS integrated circuit, cavity/non-
cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L

REMARKS

Information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION
1.1 Function

The HEC/HEF4068B provide the 8-input NAND function. The outputs are fully buffered for highest
noise immunity and pattern insensitivity of output impedance.

1.1.1 Functional diagram
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Fig. 1 Functional diagram.

1.1.2 Pinning information
In datainputs
0O data output

L Documents

Document Sharing Hub

AY

Full document details: CECC 90104-044 ISSUE 2 0


http://www.avadocuments.com/doc/cecc-90104-044-issue-2-0
http://www.avadocuments.com/doc/cecc-90104-044-issue-2-0

