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ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL.—CECC 90 104-059
QUALITY IN ACCORDANCE WITH: Issue: 2

: issued: December 1989
GS: CECC 90000 Issue 3.
SS: CECC 90 100 Issue 3.
FS: CECC 90 104 Issue 2.

OUTLINE AND DIMENSIONS: DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104

IEC 1912 | 050 GOY/A76 G1
HEC/HEF4094B

TERMINAL CONNECTIONS: 8-stage shift-and-store bus register
See item 1.3 of this specification

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation
CMOS integrated circuit, cavity/non-
cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L

REMARKS

information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION
1.1 Function

The HEC/HEF4094B are 8-stage serial shift registers having a storage latch associated with each stage for

~ strobing data from the serial input to parallel buffered 3-state outputs Og to O7. The parallel outputs
may be connected directly to common bus lines. Data is shifted on positive-going clock transitions.
The data in each shift regjster stage is transferred to the storage register when the strobe (STR) input is
HIGH. Data in the storage register appears at the outputs whenever the output enable (EO} signal is
HIGH.

Two serial outputs (Og and Og) are available for cascading a number of HEC/HEF4094B devices. Data is
available at Oq4 on positive-going clock edges to allow high-speed operation in cascaded systems in which
the clock rise time is fast. The same serial information is available at Og on the next negative-going
clock edge and provides cascading HEC/HEF4094B devices when the clock rise time is slow.

1.1.1 Function table

inputs parallel outputs serial outputs
CcP EO | STR D Op On O Os
S L X X z Z Og nc
L L X X Z 2 nc 07
J H L X nc nc Og . ne
v H H L L On-1 Og ne
J H H H H On-1 Og nc
\ H H H nc ne ne 07

= HIGH state (the more positive voltage)

= LOW state (the less positive voltage)

= state is immaterial

= positive-going transition

= negative-going transition

= high impedance off state

nc =no change

Og = the information in the seventh shift register stage

N XTI

At the positive clock edge the information in the 7th register stage is transferred to the 8th register
stage and the Og output.
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1.1.2 Functional diagram
2|D
31CP REGISTER
Osl o
1 IsTr 8-BIT STORAGE
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72746141
Fig. 1 Functional diagram.
1.1.3 Pinning information
D data input EO output enable input
cp clock input O, Og  serial outputs
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