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ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL—CECC 90 104-068
QUALITY IN ACCORDANCE WITH: Issue: 2

Issued: December 1989

GS: CECC 90000 Issue 3.
SS: CECC 90 100 Issue 3.
FS: CECC 90 104 Issue 2.

OUTLINE AND DIMENSIONS: DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104

IEC 191-2 :051 GO02/A75 C
| HEC/HEF4515B

TERMINAL CONNECTIONS: 1-0f-16 decoder/demultiplexer

See item 1.3 of this specification with input latches

TYPICAL CONSTRUCTION:

Silicon monolithic local oxidation
CMOS integrated circuit, cavity/non-
cavity packages.

CAUTION: STATIC SENSITIVE DEVICE

ASSESSMENT LEVELS: P, Y, L

REMARKS

Information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION
1.1 Function

The HEC/HEF 45158 are 1-of-16 decoders/demultiplexers, each device has four binary weighted address
inputs {Ag to A3) a latch enable input (EL), and an active LOW enable input (E). The 16 outputs (Og to O45)
are mutually exclusive active LOW.When EL is HIGH, the selected output is determined by the data on

Apn. When EL goes LOW, the last data present at A, are stored in the latches and the outputs remain
stable. When E is LOW, the selected output, determined by the contents of the latch, is LOW. At E
HIGH, all outputs are HIGH. The enable input (E) does not affect the state of the latch. When the
HEC/HEF4515B are used as a demultiplexer, Eis the data input and Aq to A3 are the address inputs.

1.1.1 Truth table

inputs outputs

E Ag A1 A A3 |Og 01 02 O3 04 O5 O Oy Og Og D10 O11 O12 013 014 O1s
HX X X X|H HHHHHHHHHH H H H H H
LL L LL|L HHHHHIHIHHIHMHEH H H HH H
LH L LL|HLHHUHHGHIHTHUHIH H H H H H
LL HLL|HHLUHTHHIHIBHHIHH H H HH H
LHHLL|/HHHTLTUBHHHIHHIHIH H H HH H
LL LHL|/HHHHLHHHIHIHHEH H H H H H
LH L HL|HHHHHLTIHIBHHIHH H H H H H
LL HHL|HHHHUHHLIHHIHBMHE H H H H H
LHH HL|H HHHUHHMHTLHUHH H H H H H
LL L LH/HHHHUHHIHHILIHH H H H H H
LH L LH|HHHHUHHIHHHLH H H H H H
LL HLH|/HHHHTHHIHIBHMHIHL H H H H H
LH HLH|HHHHIHHIHBHBHIHHE L H H H H
LL L HH|/HHHHUHHIHUHUHIHH H L H H H
LH L HH|{H HHHUHHIHIBHMHIHH H H L H H
LL HHH|HHHHHHHHIHHH H H H L H
LH H HH|HHHHUHHHIHMHHH H H H H L
EL = HIGH

= HIGH state (the more positive voltage)
L =LOW state (the less positive voltage)
X = state is immaterial
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1.1.2 Functional diagram

2 3 21 |22
Ag A1 [A2 A3

1{EL ' LATCHES

DECODER

[11 ]9 To f8 |7 |6 |5 [4 |18 [17 |20 |19 [14 [13 J16 |15

7284275
~Fig. 1 Functional diagram.
1.1.3 Pinning information
Apto A3 address inputs
E enable input (active LOW)
EL latch enable input
OptoO15  outputs (active LOW)
1.2 Logic diagram
. o
R O
7284223
Fig. 2 Logic diagram (one latch}.
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