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ELECTRONIC COMPONENTS OF ASSESSED Detail Spec: NL—CECC 90 104-081
QUALITY IN ACCORDANCE WITH: {ssue: 2
{ssued: December 1989
GS: CECC 90 000 Issue 3.
SS: CECC 90 100 Issue 3.
FS: CECC 90 104 Issue 2.
OUTLINE AND DIMENS{ONS: DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 104
IEC 191-2 | 050 GO9/AT76 G1
HEC/HEF45398
TERMINAL CONNECTIONS: Dual 4-input multiplexer
See item 1.3 of this specification
TYPICAL CONSTRUCTION:
Silicon monolithic local oxidation
CMOS integrated circuit, cavity/non-
cavity packages.
CAUTION: STATIC SENSITIVE DEVICE
ASSESSMENT LEVELS: P, Y, L
REMARKS
Information about manufacturers who have components qualified to this detail specification is
available in the current CECC 00 200: Qualified Products List.
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1 TYPE DESCRIPTION
1.1 Function

The HEC/HEF 45398 are dual 4-input multiplexers with common select logic. Each multiplexer has four
multiplexer inputs (lg to 13), an active LOW enable input (E} and a multiplexer output {Q).

When HIGH, E forces O of the respective multiplexer LOW, independent of the select inputs (Sg and
S1) and Ig to 3. When E is LOW, Sqg and S determine which multiplexer input (lg to 13) on each of
the multiplexers is routed to the respective multiplexer output (O).

1.1.1 Function table

inputs output
So | S11|En On
X1 X | H L
L L|L lo
H] L|L I H = HIGH state (the maore positive voltage)
L{H]|L p) L = LOW state (the less positive voltage)
H| H{|L I3 X = state is immaterial

1.1.2 Functional diagram

6 |5 |4 |3 14 |2 10 |11 112 113

loaltia{t2Aa{!3Aa S0 |S1 |{los|!'18 |l28]!38B
MULTIPLEXER MULTIPLEXER
1|Ea Eg |15
Oa Og
|7 |9 7269543.3

Fig. 1 Functional diagram.
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1.1.3 Pinning information
loa: 11A. 12A.13A  muitiplexer inputs
log. 118, 12B. 3B multiplexer inputs
Sg. 51 select inputs
Ea Eg enable inputs (active LOW)
Oa. O multiplexer outputs
1.2 Logic diagram
Ea oA A l2a l3a S1  Sg log he l2s '3 Es

0Q Q Q Q o o Q Q Q

%
l | I |
%9 N
Op 7269705.2 Og
Fig. 2 Logic diagram.
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