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COMPOSANTS ELECTRONIQUES SOUS ASSURANCE
DE QUALITE CONFORMEMENT A :

ELECTRONIC COMPONENTS OF ASSESSED QUALITY H 51
IN ACCORDANCE WITH :
GS : CECC 90 000
$S : CECC 90 100
@ FS: CECC 90 109 (3/18.11.86)
DESSINS ET DIMENSIONS :
OUTLINE AND DIMENSIONS : SPECIFICATION PARTICULIERE POUR
CEl 191-2 —Types 050 G 04 — 050 G 03 MICROSTRUCTURES LOGIQUES
IEC 191-2:3TypasA 7% F 2 SELON FS 90 109
DETAIL SPECIFICATION FOR
DIGITAL INTEGRATED CIRCUITS
IN ACCORDANCE WITH FS 90 109
IDENTIFICATION DES CONNEXIONS 54/74 HC 03
TERMINAL CONNECTIONS CIRCUIT ET-NON A 2 ENTREES ET
Voir Figure 1 ci-apras A SORTIES A DRAIN OUVERT
Ses Figure 1 below 2 INPUTS NAND GATE WITH
OPEN DRAIN CIRCUIT

NOTE : Pour des encapsulations effectudes dans des TECHNOLOGIE DE FABRICATION -

. ggut‘xgr:- différents de ceux indiqués ci-dessus, voir TYPICAL CONSTRUCTION *

Circuit monoclithiqua C MOS au silicium, boitiers avec
ou sans cavite.

Silicon monolithic C MOS integrated circuit, cavity/
non-cavity packages.

NOTE : For alternative packages, see SO 109.

NIVEAUX D'ASSURANCE DE QUALITE : PYL
ASSESSMENT LEVELS : e

1 — CONDITIONS LIMITES D'UTILISATION
LIMITING CONDITIONS OF USE
Voir 1 de la FS 90 109
See 1 of FS 90 109

2 — CONDITIONS DE FONCTIONNEMENT RECOMMANDEES
RECOMMENDED OPERATING CONDITIONS

Voir 2 de la FS 90 109
See 2 of FS 90 109

Se reporter 4 la Liste des Produits Homologugs CECC 00200 en vigueur pour connaitre les fabricants dont les
composants conformes a cette spécification particuliére sont homoiogués.

Information about manufacturers who have components qualifisd to this detail specification is available in the current
CECC 00 200 : Quaiified Products List.
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3 CARACTERISTIQUES PROPRES AU MODELE
CHARACTERISTICS OF THE TYPE

— Fonction : quadruple circuit ET-NON 4 2 antrées et & sorties a drain ouvert,
— Function : quad 2 inputs NAND gate with open drain outputs.

— Brochage et schéma synoptique : selon Figure 1 d-aprés.
— Terminal identification and block-diagram : see Figure 1 below.
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