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PLEASE NOTE:

The information contained in this document was obtained from sources believed to be reliable and is based on
technical information and experience currently available from members of the Compressed Gas Association, Inc.
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover,
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution,
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest
further requirements or additional procedure.

This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association
invites comments and suggestions for consideration. In connection with such review, any such comments or
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our web site, www.cganet.com.

This document should not be confused with federal, state, provincial, or municipal specifications or regulations;
insurance requirements; or national safety codes. While the Association recommends reference to or use of this
document by government agencies and others, this document is purely voluntary and not binding unless adopted
by reference in regulations.

A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700,
ext. 799. E-mail: customerservice@cganet.com.

Work Item 18-022
Industrial Gases Apparatus Committee

NOTE—Technical changes from the previous edition are underlined.

NOTE—Appendices A and B (Normative) are a requirement.
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All materials contained in this work are protected by United States and international copyright laws. No part of this work may be
reproduced or transmitted in any form or by any means, electronic or mechanical including photocopying, recording, or any information
storage and retrieval system without permission in writing from The Compressed Gas Association, Inc. All requests for
permission to reproduce material from this work should be directed to The Compressed Gas Association, Inc., 14501 George Carter
Way, Suite 103, Chantilly VA 20151. You may not alter or remove any trademark, copyright or other notice from this work.
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1 Introduction

Compressed gas equipment is used in applications where leakage can create hazardous conditions for person-
nel. These hazards can include the risk of fire, explosion, or asphyxiation. This standard outlines the recom-
mended maximum leakage rates for various types of equipment. Additionally, this standard includes information
that can be used by manufacturers, purchasers, safety directors, and users of compressed gas equipment. The
leak rate values have been compiled from existing CGA standards that address specific equipment.

2 Scope

This standard specifies the maximum leakage rates allowed for equipment used in welding, cutting, and allied
processes. It applies only to individual components of a system that are connected to an upstream gas supply.

3 Definitions
For the purpose of this publication, the following definitions apply.
31 Publication terminology

311 Shall
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.

3.1.2 Should
Indicates that a procedure is recommended.

313 May
Indicates that the procedure is optional.

314 Will
Is used only to indicate the future, not a degree of requirement.

3.1.5 Can
Indicates a possibility or ability.

3.2 Technical definitions

3.21 Leakage, external
Unintentional escape of gas from a pressurized device to the atmosphere.

3.2.2 Leakage, internal
Unintentional escape of gas from a pressurized device in a closed system. These leakages normally occur across
operating valve seats and cause a rise in internal pressure.

3.2.3 Leakage rate

Numerical expression for the amount of gas unintentionally leaked to the atmosphere, from the surrounding at-
mosphere, or inside a closed system. In this standard, the leakage rates will be given in either cubic centimeters
per second (cc/s) or cubic centimeters per hour (cc/h).

3.24 Leakage test, inboard

Method to determine the amount of leakage occurring through the device from the surrounding atmosphere. This
is usually accomplished by creating a vacuum inside the device and measuring the internal leakage of a tracer
gas (normally helium) from the atmosphere with a mass spectrometer.

3.25 Leakage test, outboard

Method to determine the amount of leakage in a device that is pressurized internally. The leakage may occur to
the atmosphere or inside a closed system.
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