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PREFACE 
 
As part of a program of harmonization of industry standards, the Compressed Gas Association (CGA) has issued 
CGA G-16, Arsine, jointly produced by members of the International Harmonization Council and originally pub-
lished by the Asia Industrial Gases Association (AIGA 050) and Japan Industrial and Medical Gases Association 
(JIMGA T-S/37) Code of Practice Arsine. 
 
This publication is intended as an international harmonized standard for the worldwide use and application of all 
members of the Asia Industrial Gases Association (AIGA), Compressed Gas Association (CGA), European In-
dustrial Gases Association (EIGA), and Japan Industrial and Medical Gases Association (JIMGA). Each associ-
ation’s technical content is identical, except for regional regulatory requirements and minor changes in formatting 
and spelling. 
 

 
 

PLEASE NOTE: 
 
The information contained in this document was obtained from sources believed to be reliable and is based on 
technical information and experience currently available from members of the Compressed Gas Association, Inc. 
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and 
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover, 
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution, 
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest 
further requirements or additional procedure. 
 
This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association 
invites comments and suggestions for consideration. In connection with such review, any such comments or 
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our web site, www.cganet.com. 
 
This document should not be confused with federal, state, provincial, or municipal specifications or regulations; 
insurance requirements; or national safety codes. While the Association recommends reference to or use of this 
document by government agencies and others, this document is purely voluntary and not binding unless adopted 
by reference in regulations. 
 
A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available 
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700, 
ext. 799. E-mail: customerservice@cganet.com. 
 Work Item 15-017 
 Specialty Gases Committee 
 
NOTE—Technical changes from the previous edition are underlined. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

SECOND EDITION: 2018 
FIRST EDITION: 2010 

© – Reproduced with permission from, the Asia Industrial Gases Association and the Japan Industrial and Medical Gases Association. 
All rights reserved. 
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1 Introduction 

Arsine is a toxic, colorless gas with a garlic-like odor. It is shipped as a liquefied compressed gas under its own 
vapor pressure of 1.515 MPa, abs (219.7 psia). It is also supplied in a gaseous state, diluted with other gases 
under pressure. It is flammable and highly toxic. The issue of the safe handling of arsine is a very important and 
relevant topic to the compressed gas industry as well as the user community of this specialty gas. 

Arsine is used as a doping agent for silicon-based solid-state electronic devices. It is thermally diffused into the 
silicon layer using furnaces or by an ion implantation system (n-type dopant). It is also used to manufacture 
compound semiconductors such as light-emitting diodes (LEDs) by reaction with a metal organic such as trime-
thyl gallium forming a gallium arsenide layer. Arsine can be inadvertently generated in mining and manufacturing 
processes involving arsenic compounds and paints and herbicides containing arsenic compounds. 

Arsine can be safely handled if equipment is properly designed, maintained, and employees are trained. As a 
minimum, all personnel shall have access to an arsine safety data sheet (SDS) and training in the use of the 
SDS and other reference materials. 

NOTE—In this publication, arsine is understood to be in the gaseous phase unless otherwise stated. 

2 Scope and purpose 

2.1 Scope 

This publication is intended for the suppliers, distributors, and users of arsine and its handling equipment. The 
publication includes guidance for design of equipment, selection of cylinders and valves, and handling controls 
and safety practices. Guidelines on the operational steps associated with the use of arsine and arsine mixtures 
as well as fire protection, gas detection, ventilation, and related safeguards are also included. The manufacture, 
purification, and analysis of arsine is beyond the scope of this publication, although the general guidance given 
is also relevant to these processes. 

2.2 Purpose 

This publication was written to address the high toxicity and flammability of arsine where the consequences of 
improperly handling arsine could cause injury, death, and/or facility damage. This publication provides an under-
standing of the potential hazards involved in handling arsine and the guidelines to take to minimize risk potential.  

3 Definitions  

For the purpose of this publication, the following definitions apply. 

3.1 Publication terminology 

3.1.1 Shall 
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.  

3.1.2 Should 
Indicates that a procedure is recommended.  

3.1.3 May 
Indicates that the procedure is optional.  

3.1.4 Will 
Is used only to indicate the future, not a degree of requirement.  

3.1.5 Can 
Indicates a possibility or ability. 
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3.2 Technical definitions 

3.2.1 Absolute pressure 
Based on a zero reference point, the perfect vacuum. Measured from this reference, the standard atmospheric 
pressure at sea level is 101.325 kPa, abs (14.696 psia); however, local atmospheric pressure can deviate from 
this standard value because of weather conditions and the elevation above or below sea level.  

3.2.2 Apparatus 
Accessory equipment such as valves, pressure relief devices (PRDs), regulators, and nonreturn valves (check 
valves) used with compressed gas. 

3.2.3 Containers 
Vessels of various shapes, sizes, and materials of construction such as cylinders, portable tanks, or stationary 
tanks, and of designs meeting the specifications of American Society of Mechanical Engineers (ASME), 
Transport Canada (TC), United States Department of Transportation (DOT), European Agreement Concerning 
the International Carriage of Dangerous Goods by Road (ADR), Japanese Industrial Standard (JIS), or national 
authorities and are filled with compressed gases. 

3.2.4 Critical temperature 
Temperature above which a pure gas cannot be liquefied, regardless of the degree of compression. 

3.2.5 Cylinder 
Transportable pressure receptacle having a water capacity that does not exceed 150 L (5.3 ft3) that can be filled 
with a gas under pressure.  

3.2.6 Filling ratio 
Ratio of the mass of liquefied gas introduced in a container to the mass of water at 15 °C (59 °F) that would fill 
the same container fitted ready for use.  

NOTE—Also known as fill density, filling factor, maximum fill degree, or maximum fill pressure. 

3.2.7 Flammable gas 
Mixture of 13% or less (by volume) with air ignitable at 0.101 MPa, abs (14.696 psia) or a flammable range with 
air of at least 12%, regardless of the lower limit. These limits shall be determined at 0.101 MPa, abs  
(14.696 psia) pressure and at a temperature of 20 °C (68 °F).  

3.2.8 Gas 
Gas or gas under pressure as defined in the United Nations (UN) Recommendations on the Transport of Dan-
gerous Goods, Model Regulations and in Globally Harmonized System of Classification and Labelling of Chem-
icals (GHS) [1, 2].  

A gas is a substance that (a) At 50 °C has a vapor pressure greater than 300 kPa; or (b) Is completely gaseous 
at 20 °C at a standard pressure of 101.3 kPa.   

3.2.9 Gas supplier 
Business that produces, fills, and/or distributes compressed gases and compressed gas containers. 

3.2.10 Handling 
Moving, connecting, or disconnecting a gas container under normal conditions. 

3.2.11 Hazard 
Any condition that could cause injury to personnel or property. 

3.2.12 Highly toxic 
Gases that have an LC50 in air less than or equal to 200 parts per million (ppm) for a 1 hr exposure, which includes 
gases classified as Acute Toxicity Category 1 according to UN GHS [2]. Refer to 3.2.15. 

NOTE—In this publication, parts per million (ppm) means parts per million by volume (ppmv).  
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3.2.13 Hot zone 
Area immediately around the chemical spill and the surrounding region that may be in serious danger from phys-
ical hazards such as fire, explosion, or chemical exposure.  

NOTE—Generally, only firefighters and emergency response team who are members of a specialized hazmat team will enter 
the hot zone. 

3.2.14 Inert gas 
Gas that is not toxic, does not support human breathing, and reacts scarcely or not at all with other substances. 

3.2.15 Lethal concentration 50 (LC50) 
Concentration of a substance in air, exposure to which for a specified length of time is expected to cause the 
death of 50% of the entire defined experimental animal population.  

NOTE—Usually measured as ppm or mg/m3.  

3.2.16 Lower flammable limit or lower flammability limit (LFL) 
Lower limit of flammability (point at which a flame just starts to propagate) of a gas or vapor at ordinary ambient 
temperatures and pressures expressed in percent of the gas or vapor in air by volume. The LFL will vary with 
temperature and pressure.  

NOTE—Also referred to as lower explosive limit (LEL).  

3.2.17 National standards, guidelines, regulations 
Technical standards set by the regulatory authorities of the country in which the equipment/facility is used, with 
respect to their design, construction, testing, and use. Where available and applicable, these standards shall be 
followed. 

3.2.18 Oxidizer 
Gas or gas mixture that is able, at atmospheric pressure, to support the combustion more than a reference 
oxidizer consisting of 23.5% oxygen in nitrogen (for example, gaseous oxygen, nitrous oxide, or fluorine). 

3.2.19 Pressure 
Force per unit of area exerted by a gas to its surroundings. The term megapascal (MPa) is the standard term for 
pressures used in this publication. 1 MPa = 1000 kPa = 20,885.4 psf = 145 psi = 10 bar. 

3.2.20 Pressure relief device (PRD) 
Pressure and/or temperature activated device that may be used to prevent the pressure from rising above a 
predetermined maximum and thereby prevent equipment or container failure due to overpressurization.  

3.2.21 Safety data sheet (SDS) 
Written or printed information concerning a hazardous material (properties, precautions, etc.) following national 
regulations.  

3.2.22 Test pressure 
Pressure at which the container is hydraulically or pneumatically tested and is the pressure that shall not be 
exceeded under any foreseeable normal operating conditions (for example, during filling). 

3.2.23 Threshold limit value—Time weighted average (TLV®-TWA) 
Concentration to which a person may be exposed, 8 hours a day, 40 hours a week, without harm [3].   

3.2.24 Toxic gas 
Compressed gas that has a LC50 in air of less than or equal to 5000 ppm but greater than 200 ppm for a 1 hr 
exposure, which includes gases classified as Acute Toxic Category 2 and 3 according to UN GHS [2]. 

3.2.25 Upper flammable limit or upper flammability limit (UFL) 
Upper limit of flammability (point at which a flame can still nominally propagate) of a gas or vapor at ordinary 
ambient temperatures and pressures expressed in percent of the gas or vapor in air by volume. The UFL will 
vary with temperature and pressure. 

NOTE—Also referred to as upper explosive limit (UEL). 
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3.2.26 Valve outlet caps and plugs 
Removable attachments that usually form a gas-tight seal on valve outlets provided by the gas supplier with 
certain gases.  

NOTE—Some caps are designed only for valve thread protection and are not gas-tight. 

3.2.27 Valve protection cap 
Rigid removable cover provided for container valve protection during handling, transportation, and storage. 

4 Gas properties 

4.1 General 

Arsine is a metal hydride gas with the chemical formula AsH3. It is highly toxic with an LC50 1 hour of 178 ppm 
and LC50 4 hour of 89 ppm. In addition to its toxicity, it is also flammable and is capable of forming flammable 
mixtures when mixed with air. It is not considered to be corrosive. It possesses a garlic-like odor [4, 5, 6].  

Arsine is routinely shipped in seamless steel or aluminum alloy cylinders. For reasons of safety, cylinders used 
for arsine will have a test pressure of 4.2 MPa (609 psi). Some national bodies mandate higher test pressures. 
The vapor pressure of arsine is approximately 1.515 MPa, abs at 21.1 °C (219.7 psia at 70 °F) [4]. 

Table 1 shows properties of arsine.  

4.2 Physical properties 

Decomposition of arsine is possible in the presence of light. 

Arsine is decomposed by the effect of ultraviolet rays and it decomposes more rapidly as the ultraviolet ray 
intensity increases [7]. 

Although arsine has positive heat of formation (+66.44 kJ/mol), stability tests showed that even with input of  
100 J decomposition did not take place in the cylinder. 

Avoid sources of ignition, sparks, and flames due to the flammable properties of arsine. Arsine poses a severe 
fire hazard and a moderate explosion risk. Refer to Table 1.  

A flammable mixture of arsine in air requires an ignition source to ignite because it is not pyrophoric. The au-
toignition temperature of arsine is 285 °C (545 °F) [8, 9].  

Arsine is stable at room temperature and begins to decompose at approximately 230 °C (446 °F) with complete 
decomposition at approximately 300 °C (572 °F) [5, 10, 11, 12, 13]. 

4.3 Chemical properties 

Arsine is incompatible with oxidizing materials, members of the halogen family, acids, and other combustible 
materials and will react slowly with water. Arsine is a strong reducing agent and reacts vigorously with oxidizers 
such as potassium permanganate, sodium hypochlorite, oxygen, ozone, chlorine, fluorine, and nitric oxide. Arsine 
can have some reaction with the alkali metal family. 

Arsine is not known to polymerize. 

4.4 Flammability properties 

Refer to 5.1. 

4.5 Health properties 

Refer to 5.2. 
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Table 1—Properties of arsine 

Property SI Units U.S. Units Reference 

Synonyms arsenic trihydride, hydrogen arse-

nide, arsenic hydride, arsenous hy-

dride 

 

Chemical formula AsH3  

CAS number 7784-42-1  

UN number UN 2188  

Physical state Gas  

Color Colorless [4, 5, 6] 

Odor Garlic-like odor [4, 5, 6] 

Molecular weight 77.945  

Boiling point at 1 atm –62.5 °C –80.5 °F [4] 

Freezing point at 1 atm –116.9 °C –178.4 °F [4] 

Decomposition temperature range 230 °C to 300 °C 446 °F to 572 °F [4, 6, 10, 11] 

Critical temperature 99.9 °C 211.8 °F [4]  

Critical pressure 6599 kPa, abs 957 psia [4]  

Critical volume 132.5 cm3/mol 8.086 in3/mol [4]  

Critical density 588.3 kg/m3 36.73 lb/ft3 [4] 

Critical compressibility factor 0.274 [10] 

Density of liquid at 21.1 °C (70 °F)  1.335 kg/m3 83.55 lb/ft3 [4] 

Density of gas at 20 °C (68 °F) and 1 atm 3.24 kg/m3 0.2025 lb/ft3 [4] 

Specific density of the gas at 21.1 °C (70 °F) and 1 atm 

(air=1) 
2.69 

[4] 

Specific volume of the gas at 21.1 °C (70 °F) and 1 atm 5.0 ft3/lb  

Vapor pressure at 21.1 °C (70 °F) 1.515 Mpa, abs  219.7 psia [4] 

Solubility in water (vol gas/vol water) 0.23 in3/in3  [4] 

pH Not applicable  

Volatility Not applicable  

Odor threshold (varies with impurities) 0.5 ppm [11, 13] 

Evaporation rate Not applicable  

Flash point Not applicable  

Flammable limits in air (% by volume) 3.9% to 78% [4, 16]  

Latent heat of vaporization at –62.48 °C (–80.46 °F)  214 kJ/kg 92 Btu/lb  

Autoignition temperature 285 °C 545 °F [8, 9] 

Molecular shape trigonal pyramidal  

Dipole moment 0.20 D [3] 

Standard enthalpy of formation at 25 °C, fH0
gas +66.44 kJ/mol [3] 

Structure 
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4.6 Environmental properties 

With controls, releases of arsine can be minimized. If arsine enters the environment through an accidental re-
lease, it can contaminate land, water, and air. Many countries have strict regulations and measures to be taken 
if a release occurs. The users of arsine shall review applicable regulations.  

 Arsenic compounds including arsine are considered hazardous air pollutants (HAPs). These pollutants are 
known or suspected to cause cancer or other serious health effects such as reproductive effects and birth 
defects or adverse environmental effects [14];  

 Arsine users should employ a variety of tools to prevent direct pollutant discharges into waterways, municipal 
wastewater treatment facilities, or allow polluted runoff;  

 Emergency response programs are established and at times mandated to eliminate any danger to the public 
and the environment posed by hazardous substance releases. To help fulfill this mission, local governments 
may require that the person or organization responsible for arsine use notify the government when the 
amount on-site reaches a predetermined limit;  

 If a release or spill of arsine occurs, the government can require additional notifications be made. These 
requirements vary by governments;  

 Guidance documents should be obtained from the local government agency to offer direction in following 
regulations and control emissions; and  

 Risks to human health and the environment can vary considerably depending upon the type and extent of 
exposure. Arsine users are strongly encouraged to characterize risk on the basis of locally measured or 
predicted exposure scenarios. 

Risk assessment values or other media quality standards may be used in countries to evaluate the health risks 
posed by exposures to toxic chemicals. These values are typically specified as concentration limits that shall not 
be exceeded to avoid health risk. These published values can be compared directly to information about the 
concentration of a chemical in the environment to identify potential health hazards. If a chemical concentration 
exceeds a relevant media quality standard, action to reduce environmental contamination or exposure is war-
ranted. 

Table 2 shows the published data for arsenic. 

Figure 1 and Figure 2 show the arsine vapor pressure versus temperature using SI Units and U.S. customary 
units. 

Table 2—Published data for arsenic 

 

Arsenic 

CAS number: 7784-42-1 

Risk assessment values or standards Value Units Reference 

Inhalation cancer risk value (potency) 0.0043 ug/m3 [16] 

Comprehensive Environmental Response, Compen-
sation, and Liability Act (CERCLA) reporting limit 

45 

100 

kg 

lb 
[17] 

Ingestion cancer risk value (potency) 1.5 mg/kg/day [16] 

Ingestion noncancer risk value (reference dose) 0.0003 mg/kg/day [16] 

National water quality standard 0.01 mg/L [18] 
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Figure 1—Arsine pressure versus temperature (SI units) 

 

Figure 2—Arsine pressure versus temperature (U.S. units) 

5 Gas major hazards 

5.1 Fire and explosion hazards [19, 20, 21, 22] 

Arsine is flammable. By-products of arsine combustion are toxic arsenic oxides (solids). These arsenic oxides 
can be absorbed by the skin. Therefore, personnel shall wear protective clothing and self-contained breathing 
apparatus (SCBA) when fighting arsine fires. Only trained personnel should respond to arsine fires. As in the 
case of a fire of any flammable gas, the flow should be stopped if it is safe and practical to do so. Normally, this 
can be accomplished by shutting off the cylinder valve. 

In order for an arsine ignition to occur, three conditions need to occur simultaneously: 

 concentration of arsine is within its flammable limits;  

 presence of sufficient air or an alternate oxidizing source; and 

 existence of an ignition source. 
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