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PLEASE NOTE:

The information contained in this document was obtained from sources believed to be reliable and is based on
technical information and experience currently available from members of the Compressed Gas Association, Inc.
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover,
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution,
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest
further requirements or additional procedure.

This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association
invites comments and suggestions for consideration. In connection with such review, any such comments or
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our website, www.cganet.com.

This document should not be confused with federal, state, provincial, or municipal specifications or regulations;
insurance requirements; or national safety codes. While the Association recommends reference to or use of this
document by government agencies and others, this document is purely voluntary and not binding unless adopted
by reference in regulations.

A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700,
ext. 799. E-mail: customerservice@cganet.com.

Work Item 20-048
Atmospheric Gases and Equipment Committee

NOTE—Technical changes from the previous edition are underlined.

EIGHTH EDITION: 2018
SEVENTH EDITION: 2015
SIXTH EDITION: 2007
FIFTH EDITION: 2000
© 2018 BY THE COMPRESSED GAS ASSOCIATION, INC.

All materials contained in this work are protected by United States and international copyright laws. No part of this work may be
reproduced or transmitted in any form or by any means, electronic or mechanical including photocopying, recording, or any information
storage and retrieval system without permission in writing from The Compressed Gas Association, Inc. All requests for
permission to reproduce material from this work should be directed to The Compressed Gas Association, Inc., 14501 George Carter
Way, Suite 103, Chantilly VA 20151. You may not alter or remove any trademark, copyright or other notice from this work.
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1 Scope

This publication describes specification requirements for gaseous and liquid oxygen produced only by the air
liquefaction process.

WARNING: For safety reasons, do not permit oxygen to come in contact with oil, grease, asphalt, or similar
substances. Use equipment cleaned for oxygen service in accordance with CGA G-4.1, Cleaning of Equipment
for Oxygen Service [1].!

This publication does not attempt to recommend or establish end usage designations for specific types or grades
of products. It is suggested that users requiring this kind of information contact individual gas suppliers.

2 Definitions
For the purpose of this publication, the following definitions apply.
21 Publication terminology

211 Shall
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.

21.2 Should
Indicates that a procedure is recommended.

21.3 May
Indicates that the procedure is optional.

214 Will
Is used only to indicate the future, not a degree of requirement.

21.5 Can
Indicates a possibility or ability.

2.2 Technical definition
221 Container
Portable compressed gas cylinders and liquid containers made in accordance with Title 49 of the U.S. Code of

Federal Regulations (49 CFR) Parts 100-199; Transport Canada’s (TC) Transportation of Dangerous Goods
Regulations; or ASME Boiler & Pressure Vessel Code, Section VIII, Div 1 [2, 3, 4].

3 Classification

31 Types

Gaseous oxygen is denoted as Type I and liquid oxygen as Type II.

3.2 Quality verification levels (grades)

Table 1 presents the component maxima in parts per million (ppm [v/v]), unless otherwise shown, for the quality
verification levels (QVL) of oxygen. The absence of a value in a listed QVL does not mean that the limiting

characteristic is or is not present but merely indicates that the test is not required for compliance with the speci-
fication. Typical uses are listed in Table 2.

' References are shown by bracketed numbers and are listed in their order of appearance in the reference section.

Documents

Document Sharing Hub

Full document details: CGA G-4.3-2018


http://www.avadocuments.com/doc/cga-g-4-3-2018
http://www.avadocuments.com/doc/cga-g-4-3-2018

PAGE 2 COMPRESSED GAS ASSOCIATION, INC. CGA G-4.3—2018

3.3 Quality tests

By standard practice, the supplier ensures the QVL of oxygen. If otherwise required, alternative control proce-
dures are described in 4.3.1, 4.3.2, and Sections 5 and 6. Other control procedures not listed in this publication
are acceptable if agreed to by the supplier and the customer.

WARNING: Oxygen accelerates combustion. Use equipment cleaned for oxygen service in accordance with
CGA G-4.1 [1]. High concentrations of oxygen can be harmful if inhaled over long periods of time.

Determinations for conformance of test data offered as conforming to the specifications listed in Table 1 are to
be agreed to by the supplier and the customer.

Table 1—Directory of limiting characteristics/quality verification levels (QVL)

L . Maxima for Type I (gaseous) Maxima for Type II (liquid)
Limiting characteristics

A C E"Y F A B c? D"
Oxygen min % (v/v) 99 99.5 99.5 99.995 99 99.5 99.5 99.5
Acetylene 0.1 0.05 0.05
Carbon dioxide 3009 10 1 300 % 5
Carbon monoxide 103 1 109
Ethane and other hydrocarbons (as ethane) 6 3
Ethylene 0.4 0.2
Halogenated refrigerants 2 1
Methane 50 25
Nitrous oxide 4 0.1 2
Total hydrocarbon content (as methane) 1 67.7
Permanent particulates 11 Tngra_
Odor None
Other by infrared 0.2 0.1
Solvents 0.2 0.1
Water 50 6.6 1 6.6 26.3 6.6
Dew point °F -55 -82 -105.0 -82 —64 -82

°C —48.3 | —63.3 —76.1 —63.3 -53.3 —63.3
NOTES
1 Units in ppm (v/v) unless otherwise stated.
2 A blank indicates no maximum limiting characteristic.
" The figures in these columns refer to aviator’s breathing oxygen (ABO) in Mil Spec MIL-PRF-27210J, Oxygen, Aviator's Breathing,
Liquid and Gas [5].

2 The figures in this column are from Mil Spec MIL-PRF-25508H, Propellant, Oxygen [6].
%  Test is not required when oxygen is produced by air liquefaction.
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