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PREFACE:  
 

As part of a program of harmonization of industry standards, the Compressed Gas Association (CGA) has pub-
lished CGA G-4.8, Safe Use of Aluminum-Structured Packing for Oxygen Distillation, jointly produced by mem-
bers of the International Harmonization Council. 
 
This publication is intended as an international harmonized standard for the worldwide use and application of all 
members of the Asia Industrial Gases Association (AIGA), Compressed Gas Association (CGA), European In-
dustrial Gases Association (EIGA), and Japan Industrial and Medical Gases Association (JIMGA). Each associ-
ation’s technical content is identical, except for regional regulatory requirements and minor changes in formatting 
and spelling. 

 
 

PLEASE NOTE: 
 
The information contained in this document was obtained from sources believed to be reliable and is based on 
technical information and experience currently available from members of the Compressed Gas Association, Inc. 
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and 
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover, 
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution, 
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest 
further requirements or additional procedure. 
 
This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association 
invites comments and suggestions for consideration. In connection with such review, any such comments or 
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our web site, www.cganet.com. 
 
This document should not be confused with federal, state, provincial, or municipal specifications or regulations; 
insurance requirements; or national safety codes. While the Association recommends reference to or use of this 
document by government agencies and others, this document is purely voluntary and not binding unless adopted 
by reference in regulations. 
 
A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available 
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700, 
ext. 799. E-mail: customerservice@cganet.com. 
 Work Item 17-053 
 Atmospheric Gases and Equipment Committee 
 
NOTE—Technical changes from the previous edition are underlined. 
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1 Introduction 

Many air separation plants use aluminum sieve trays in their distillation columns. Most plants built after 1990 
have used structured packing in place of trays. The low pressure drop and good mass transfer effectiveness of 
packing make it attractive for some air separation applications, particularly for columns operating at near-atmos-
pheric pressure. 

2 Scope 

This publication addresses the use of aluminum-structured packing in oxygen distillation. Other materials that 
can be used in this service such as brass, copper, or stainless steel are not addressed. 

A summary of current knowledge and industrial practices used in the safe application of aluminum-structured 
packing in columns for the distillation of oxygen is included. 

This publication is not intended to be a mandatory standard. It is based upon the combined experimental work, 
operating experience, and design practices of major producers and operators of air separation plants. 

3 Definitions 

For the purpose of this publication, the following definitions apply. 

3.1 Publication terminology 

3.1.1 Shall 
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.  

3.1.2 Should  
Indicates that a procedure is recommended.  

3.1.3 May  
Indicates that the procedure is optional.  

3.1.4 Will  
Is used only to indicate the future, not a degree of requirement.  

3.1.5 Can  
Indicates a possibility or ability. 

3.2 Technical definitions 

3.2.1 Structured packing 
Engineered structure consisting of numerous layers of thin, vertically oriented, corrugated metal sheets to facili-
tate intimate contact between liquid and vapor for mass transfer [1].1 

3.2.2 Violent energy release (VER) 
Experimental result in which the following indications were observed during the combustion of aluminum in oxy-
gen: a loud noise, white light, and physical destruction or substantial deformation of the specimen and/or the test 
vessel.  

4 Summary 

Aluminum components have been used extensively in oxygen service since the late 1950s. This has included 
piping, heat exchangers, vaporizers, pressure vessels, distillation trays, and packing. Overall, the safety record 
of aluminum in oxygen service has been very good. 

 
1 References are shown by bracketed numbers and are listed in order of appearance in the reference section. 
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Structured packing was introduced during the 1980s as an alternative to sieve trays for distillation. Three major 
investigations regarding the safety of aluminum-structured packing have been reported in the literature [2, 3, 4]. 
The first of these references concludes that copper packing should be used in those sections of the distillation 
column where aluminum packing is flammable. The latter two, which included tests conducted under simulated 
operating conditions, conclude that aluminum can be used safely in all column sections. The information assem-
bled for this publication provides the background to conclude that the use of aluminum-structured packing in all 
sections of the low pressure column of an air separation plant introduces no additional risk relative to that asso-
ciated with aluminum sieve trays, provided that similar care is taken to clean equipment adequately and to lessen 
the presence of combustible contaminants. 

Aluminum sieve trays have been used throughout the industry since the 1960s with no reported combustion 
incidents. Experimental work has shown that trays and packing require approximately equal energy levels for 
ignition (see 8.1), are flammable under some conditions that might be encountered in oxygen distillation columns 
(see 9.3), and combust with comparable intensities (see 9.3). Together these facts indicate that the safety of 
oxygen distillation columns fabricated from aluminum depends on the exclusion of ignition mechanisms and pre-
venting accumulation of flammable contaminants in the flammable regions of the column. This is true for both 
trays and packing. 

The procedures that have resulted in this record of safe operation with aluminum components have included 
following the practices described in CGA P-8, Guideline for Safe Practices for Cryogenic Air Separation Plants, 
and proper cleaning of aluminum equipment according to standards such as CGA G-4.1, Cleaning of Equipment 
for Oxygen Service and ASTM G93, Standard Guide for Cleanliness Levels and Cleaning for Materials and 
Equipment Used in Oxygen-Enriched Environments [5, 6, 7]. CGA P-8.4, Safe Operation of Reboilers/Conden-
sers in Air Separation Units offers additional insights pertinent to aluminum components in air separation plants 
[8]. 

To ensure safe use for columns containing aluminum-structured packing, follow the procedures in CGA P-8 and 
the cleaning specifications given in Section 10 of this publication [5]. The use of adsorption prepurification units, 
which prevent acetylene from entering the plant and initiating reactions, is also recommended. 

In summary, the information assembled in this publication supports the safe use of aluminum-structured packing 
in oxygen distillation service. However, some air separation unit (ASU) suppliers may choose to use alternative 
materials in distillation columns. 

It should be noted that most of the tests and data supporting this conclusion were limited to pressures less than 
10 psi (69 kPa), packing sheets of 0.2 mm thickness, and oxygen purities up to 99.9%.2 ASU suppliers should 
consider on a case-by-case basis the implications of operating at conditions outside this range. In general, higher 
oxygen pressures, higher oxygen purities, and thinner structures tend to increase the flammability of metals. 
Refer to “The Flammability of Aluminum Alloys and Aluminum Bronzes as Measured by Pressurized Oxygen 
Index” [10]. 

5 Literature survey 

Several papers address the flammability of structured packing for use in oxygen service. Dunbobbin et al., report 
flammability data for aluminum, brass, copper, and stainless steel, while Zawierucha et al., and Barthélémy report 
on aluminum packing under simulated operating conditions [2, 3, 4]. Dunbobbin et al., concluded in 1991 that 
only copper packing should be used under those conditions where aluminum packing is flammable [2]. Zawie-
rucha’s and Barthélémy’s works, conducted and published later, concluded that aluminum is a satisfactory ma-
terial for all sections of an oxygen distillation column [3, 4]. A critical review of aluminum flammability data is 
presented by Werley et al. [11]. Kirzinger et al., report on oil films on packing at cryogenic conditions [12]. In 
1995, Barthélémy and Mueller proposed that the violent energy release (VER) phenomenon involving molten or 
burning aluminum with liquid oxygen can be similar to molten fuel/coolant interaction reactions, which have been 
studied for nuclear reactor safety [13]. Werlen, et. al., report that the energy level required to ignite aluminum 
sheets/fins is not fundamentally affected by pressure [14]. 

 
2 kPa shall indicate gauge pressure unless otherwise noted as (kPa, abs) for absolute pressure and (kPa, differential) for differential 
pressure. All kPa values are rounded off per CGA P-11, Guideline for Metric Practice in the Compressed Gas Industry [9]. 
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