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PREFACE 
 

As part of a program of harmonization of industry standards, the Compressed Gas Association (CGA) has pub-
lished CGA G-5.4, Standard for Hydrogen Piping Systems at User Locations, jointly produced by members of 
the International Harmonization Council. 
 
This publication is intended as an international harmonized standard for the worldwide use and application of all 
members of the Asia Industrial Gases Association (AIGA), Compressed Gas Association (CGA), and Japan In-
dustrial and Medical Gases Association (JIMGA). Each association’s technical content is identical, except for 
regional regulatory requirements and minor changes in formatting and spelling. 
 
 

PLEASE NOTE: 
 
The information contained in this document was obtained from sources believed to be reliable and is based on 
technical information and experience currently available from members of the Compressed Gas Association, Inc. 
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and 
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover, 
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution, 
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest 
further requirements or additional procedure. 
 
This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association 
invites comments and suggestions for consideration. In connection with such review, any such comments or 
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our website, www.cganet.com. 
 
This document should not be confused with federal, state, provincial, or municipal specifications or regulations; 
insurance requirements; or national safety codes. While the Association recommends reference to or use of this 
document by government agencies and others, this document is purely voluntary and not binding unless adopted 
by reference in regulations. 
 
A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available 
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700, 
ext. 799. E-mail: customerservice@cganet.com. 

Work Item 17-002 
 Hydrogen Technology Committee 
 
NOTE—Technical changes from the previous edition are underlined. 
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1 Introduction 

This standard is one of a series prepared by the Compressed Gas Association, Inc. (CGA) to provide information 
on the transportation, handling, and storage of hydrogen. 

2 Scope 

This standard describes the specifications and general principles recommended for piping systems for gaseous 
(Type I) or liquid (Type II) hydrogen. The standard applies to hydrogen piping in a supply system (to the source 
valve) and to customer piping from the source valve to the point of use. For the purposes of this standard, high 
pressure is defined as gaseous hydrogen at service pressures equal to or greater than 3000 psi (20 680 kPa). 1 

The information in this standard is general in nature and is intended for designers, fabricators, installers, users, 
and maintainers of hydrogen piping systems as well as for safety personnel, fire departments, building inspectors, 
and emergency personnel. Basic information on the properties, storage, and handling of hydrogen can be found 
in CGA G-5, Hydrogen; CGA G-5.3, Commodity Specification for Hydrogen; NFPA 2, Hydrogen Technologies 
Code; NFPA 55, Compressed Gases and Cryogenic Fluids Code; and the CGA Handbook of Compressed Gases 
[1, 2, 3, 4, 5]. 2 

3 Definitions 

For the purpose of this publication, the following definitions apply. 

3.1 Publication terminology 

3.1.1 Shall 
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.  

3.1.2 Should  
Indicates that a procedure is recommended.  

3.1.3 May  
Indicates that the procedure is optional. 

3.1.4 Will  
Is used only to indicate the future, not a degree of requirement.  

3.1.5 Can  
Indicates a possibility or ability. 

4 Piping system criteria  

4.1 Design criteria  

Hydrogen piping systems should be designed in accordance with the American Society of Mechanical Engineers 
(ASME) B31.12, Hydrogen Piping and Pipelines, other applicable codes and regulations, and the special require-
ments for hydrogen service [7]. Single wall piping is used for gaseous hydrogen service and for liquid hydrogen 
service when thermal insulation is not required. Vacuum-insulated piping is recommended for liquid hydrogen 
service.  

1 kPa shall indicate gauge pressure unless otherwise noted as (kPa, abs) for absolute pressure or (kPa, differential) for differ-
ential pressure. All kPa values are rounded off per CGA P-11, Guideline for Metric Practice in the Compressed Gas Industry [6]. 

2 References are shown by bracketed numbers and are listed in order of appearance in the reference section. 
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Piping systems shall be designed to take into consideration the need to accomplish the following: 

a) fully depressurize the system for maintenance (for example, to avoid pressure trapped behind check valves); 

b) isolate the system for maintenance, (for example, double block and bleed, positive isolation); and 

c) purge the system with an inert gas before maintenance and with hydrogen after maintenance. 

Piping, tubing, fittings, valves, accessory equipment, gaskets, and thread sealants shall be suitable for hydrogen 
service at the pressures and temperatures encountered and shall maintain their integrity under elevated temper-
atures during fire conditions (see 4.2.2). Selection of piping joints shall consider the potential for leaks, mechan-
ical strength, material, and fire safety acceptability. The piping and accessory equipment shall be suitably cleaned 
for the level of service for which the hydrogen is intended.  

The piping system shall be bonded and grounded to dissipate static electricity. All grounding apparatus shall 
comply with NFPA 70, National Electrical Code, or Canadian Standards Association (CSA) C22.1, Canadian 
Electrical Code, Part I, as applicable [8, 9]. 

4.2 Piping materials 

4.2.1 Metal 

Material specifications and thickness requirements for piping and tubing shall conform to ASME B31.12 [7]. Pip-
ing, tubing, valves, and fittings for operating temperatures less than –20 °F (–29 °C) shall be fabricated from 
materials listed in ASME B31.12 for the operating temperature or shall meet impact test requirements when 
tested at the minimum operating temperature the system is subjected to when in service [7]. 

Many engineering alloys experience a degradation of properties when used in high pressure hydrogen service. 
The generic term for this is hydrogen embrittlement. The effects can range from a reduction in tensile strength 
and ductility to a marked increase in the rate of fatigue crack growth. Elevated temperatures also can be prob-
lematic, promoting hydrogen attack in carbon and low-alloy steels. CGA G-5.6, Hydrogen Pipeline Systems, 
provides a more detailed discussion of hydrogen embrittlement and attack [10].  

Austenitic (300 series) stainless steels meeting the temperature limits of ASME B31.12 are recommended for 
liquid and gaseous hydrogen product piping, tubing, valves, and fittings [7]. The most stable grade is Type 
316/316L. Type 316/316L is relatively immune to hydrogen embrittlement when exposed to high pressure hydro-
gen and is preferred over other grades such as Type 304L and Type 321. When available, austenitic stainless 
steels should be used in the annealed condition. 

Carbon steel usually is limited to gas service at operating temperatures equal to or greater than –20 °F (–29 °C). 
Carbon steels meeting the temperature limits of ASME B31.12 may be used for gaseous hydrogen product pip-
ing, tubing, valves, and fittings [7]. For high pressure applications, carbon steel shall be used with caution. Carbon 
steels with high-carbon content and high-strength, low-alloy carbon steels are susceptible to embrittlement and 
crack propagation. The use of carbon or alloy steels requires control of tensile strength, heat treatment, micro-
structure, and surface finish as well as initial and periodic examination for inclusions and crack-like defects when 
in cyclic service. CGA G-5.6 and EIGA Doc 100/03, Hydrogen cylinders and transport vessels, are examples of 
guidelines for the allowable composition of various alloy steels for hydrogen service [10, 11]. 

For high temperature applications, the suitability of carbon or low-alloy steel shall be evaluated using the “Nelson 
charts” in American Petroleum Institute (API) RP 941, Steels for Hydrogen Service at Elevated Temperatures 
and Pressures in Petroleum Refineries and Petrochemical Plants for resistance to embrittlement [12]. Carbon 
steels with higher strength levels (as defined in the API RP 941 “Nelson charts”), high-carbon, and low-alloy 
content are more susceptible to hydrogen embrittlement, and their use should be thoroughly investigated. 

Piping, tubing, valves, and fittings made of gray, ductile, or malleable cast iron shall not be used in hydrogen 
service.  
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