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PREFACE 
 

As part of a program of harmonization of industry standards, the Compressed Gas Association (CGA) has pub-
lished CGA G-6, Carbon Dioxide, jointly produced by members of the International Harmonization Council. 

This publication is intended as an international harmonized standard for the worldwide use and application of all 
members of the Asia Industrial Gases Association (AIGA), Compressed Gas Association (CGA), and Japan In-
dustrial and Medical Gases Association (JIMGA). Each association’s technical content is identical, except for 
regional regulatory requirements and minor changes in formatting and spelling. 

 
 
 

PLEASE NOTE: 
 
The information contained in this document was obtained from sources believed to be reliable and is based on 
technical information and experience currently available from members of the Compressed Gas Association, Inc. 
and others. However, the Association or its members, jointly or severally, make no guarantee of the results and 
assume no liability or responsibility in connection with the information or suggestions herein contained. Moreover, 
it should not be assumed that every acceptable commodity grade, test or safety procedure or method, precaution, 
equipment or device is contained within, or that abnormal or unusual circumstances may not warrant or suggest 
further requirements or additional procedure. 
 
This document is subject to periodic review, and users are cautioned to obtain the latest edition. The Association 
invites comments and suggestions for consideration. In connection with such review, any such comments or 
suggestions will be fully reviewed by the Association after giving the party, upon request, a reasonable oppor-
tunity to be heard. Proposed changes may be submitted via the Internet at our website, www.cganet.com. 
 
This document should not be confused with federal, state, provincial, or municipal specifications or regulations; 
insurance requirements; or national safety codes. While the Association recommends reference to or use of this 
document by government agencies and others, this document is purely voluntary and not binding unless adopted 
by reference in regulations. 
 
A listing of all publications, audiovisual programs, safety and technical bulletins, and safety posters is available 
via the Internet at our website at www.cganet.com. For more information contact CGA at Phone: 703-788-2700, 
ext. 799. E-mail: customerservice@cganet.com. 

Work Item 14-023 
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NOTE—Technical changes from the previous edition are underlined. 
 
 
 
 
 
 
 
 
 
 
 

EIGHTH EDITION 201X 
SEVENTH EDITION 2009 

SIXTH EDITION: 2003 
FIFTH EDITION: 1997 

© 201X The Compressed Gas Association, Inc. All rights reserved. 
All materials contained in this work are protected by United States and international copyright laws. No part of this work may be 
reproduced or transmitted in any form or by any means, electronic or mechanical including photocopying, recording, or any information 
storage and retrieval system without permission in writing from The Compressed Gas Association, Inc. All requests for  
permission to reproduce material from this work should be directed to The Compressed Gas Association, Inc., 14501 George Carter 
Way, Suite 103, Chantilly VA 20151. You may not alter or remove any trademark, copyright or other notice from this work..

Full document details: CGA G-6-2019

http://www.avadocuments.com/doc/cga-g-6-2019
http://www.avadocuments.com/doc/cga-g-6-2019


CGA G-6—2019 COMPRESSED GAS ASSOCIATION, INC. PAGE iii 
 

Contents Page 

1  Introduction ..................................................................................................................................................... 1 

2  Scope and purpose ........................................................................................................................................ 1 
2.1  Scope .................................................................................................................................................. 1 
2.2  Purpose ............................................................................................................................................... 1 

3  Definitions ....................................................................................................................................................... 1 

4  Carbon dioxide ............................................................................................................................................... 3 
4.1  Physical and chemical properties ........................................................................................................ 3 
4.2  Manufacture......................................................................................................................................... 3 

5  Hazards ........................................................................................................................................................ 14 
5.1  General .............................................................................................................................................. 14 
5.2  Personal protective equipment .......................................................................................................... 14 
5.3  Dry ice blocking ................................................................................................................................. 14 
5.4  Trapped liquid .................................................................................................................................... 15 
5.5  Trapped solid (dry ice and water ice) in discharge and blowdown piping ......................................... 15 
5.6  Personnel overexposure.................................................................................................................... 15 
5.7  Carbon dioxide leak detection system ............................................................................................... 17 
5.8  Overfilling containers and cylinders ................................................................................................... 18 
5.9  Static electricity.................................................................................................................................. 18 

6  Physiological effects of carbon dioxide ........................................................................................................ 20 
6.1  General .............................................................................................................................................. 20 
6.2  Physical effects of overexposure to carbon dioxide .......................................................................... 20 
6.3  Regulatory standards ........................................................................................................................ 20 
6.4  Safety precautions ............................................................................................................................. 21 
6.5  Rescue and first aid ........................................................................................................................... 21 

7  Transportation, storage, and handling of carbon dioxide ............................................................................. 21 
7.1  General .............................................................................................................................................. 21 
7.2  Regulations applying to containers and cylinders ............................................................................. 24 
7.3  Uninsulated carbon dioxide cylinders ................................................................................................ 24 
7.4  Insulated carbon dioxide cylinders .................................................................................................... 27 
7.5  Small stationary insulated carbon dioxide container ......................................................................... 30 
7.6  Tank cars ........................................................................................................................................... 31 
7.7  Portable tanks.................................................................................................................................... 32 
7.8  Cargo tanks ....................................................................................................................................... 33 
7.9  Bulk liquid carbon dioxide storage containers ................................................................................... 34 
7.10  Solid carbon dioxide (dry ice) ............................................................................................................ 41 
7.11  Transfer hoses................................................................................................................................... 43 

8  Carbon dioxide applications ......................................................................................................................... 44 

9  References ................................................................................................................................................... 45 
 
Tables 
 
Table 1—Physical constants of carbon dioxide .................................................................................................... 4 
Table 2—Solubility of carbon dioxide in water (volume carbon dioxide/volume water) [4] ................................... 6 
Table 3—Thermodynamic properties of saturated carbon dioxide solid, liquid, and vapor phases  

(U.S. customary units) .......................................................................................................................... 7 
Table 4—Thermodynamic properties of saturated carbon dioxide solid, liquid, and vapor phases (SI units) ....... 9 
Table 5—Volume expansion upon warming of liquid carbon dioxide saturated at 200 psi (1380 kPa) for an 

insulated container with a 350 psi (2410 kPa) MAWP ......................................................................... 19 
Table 6—NFPA hazard label designations for carbon dioxide ............................................................................ 23 
Table 7—Typical dimensions and capacities of uninsulated carbon dioxide cylinders ....................................... 25 

Full document details: CGA G-6-2019

http://www.avadocuments.com/doc/cga-g-6-2019
http://www.avadocuments.com/doc/cga-g-6-2019


PAGE iv COMPRESSED GAS ASSOCIATION, INC. CGA G-6—2019 
 

 
Figures 
 
Figure 1—Carbon dioxide phase diagram ............................................................................................................ 5 
Figure 2—Pressure enthalpy chart ..................................................................................................................... 10  
Figure 3—Typical block or formed product offerings .......................................................................................... 13 
Figure 4—Example of an unsafe, enclosed space .............................................................................................. 16 
Figure 5—Example of a naturally ventilated and monitored enclosed space ..................................................... 16 
Figure 6—Example of a properly monitored but improperly ventilated enclosed space ..................................... 16 
Figure 7—Example of a properly ventilated and monitored enclosed space ...................................................... 16 
Figure 8—Fenced outdoor enclosures for carbon dioxide installations .............................................................. 17 
Figure 9—Outdoor walls or courtyards for carbon dioxide installations .............................................................. 17 
Figure 10—Safe filling volumes for 350 psi carbon dioxide containers ............................................................... 19 
Figure 11—Typical caution sign .......................................................................................................................... 21 
Figure 12—Example of pressure in a DOT-3AL 1800 carbon dioxide cylinder filled to indicated densities at 

selected temperature ........................................................................................................................ 22 
Figure 13—NFPA hazard label for liquid carbon dioxide .................................................................................... 23 
Figure 14—Vacuum-insulated carbon dioxide cylinder ....................................................................................... 29 
Figure 15—Small stationary insulated carbon dioxide container (mini-bulk) ...................................................... 30 
Figure 16—Typical piping schematic for small stationary insulated carbon dioxide container ........................... 31 
Figure 17—Liquid carbon dioxide tank car .......................................................................................................... 31 
Figure 18—Liquid carbon dioxide cargo tank ...................................................................................................... 33 
Figure 19—Liquid carbon dioxide cargo tank (straight truck) .............................................................................. 33 
Figure 20—Bulk liquid carbon dioxide container ................................................................................................. 34 
Figure 21—Typical piping schematic for horizontal polyurethane  insulated carbon dioxide storage system .... 35 
Figure 22—Typical piping schematic for vertical vacuum-insulated carbon dioxide storage system .................. 36 
Figure 23—Pressure-build vaporizer .................................................................................................................. 40 
Figure 24—Direct-to-process electric vaporizer .................................................................................................. 40 
Figure 25—Direct-to-process steam vaporizer ................................................................................................... 41 
Figure 26—Insulated carbon dioxde cylinder fill hose ......................................................................................... 43 
Figure 27—Bulk liquid transfer hose ................................................................................................................... 43 
 
 
 

Full document details: CGA G-6-2019

http://www.avadocuments.com/doc/cga-g-6-2019
http://www.avadocuments.com/doc/cga-g-6-2019


CGA G-6—2019 COMPRESSED GAS ASSOCIATION, INC. PAGE 1 
 

 

1 Introduction 

This publication is one of a series compiled to satisfy the demand for information relative to the production, 
storage, transportation, safe handling and use of compressed and liquefied gases, cryogenic liquids, and related 
products. 

2 Scope and purpose 

2.1 Scope 

The scope includes the physical and chemical properties, physiology, toxicity, hazards, production, regulations, 
storage, handling, transportation, and applications of carbon dioxide.  

2.2 Purpose 

The purpose of this publication is to provide information on carbon dioxide. It should be useful to carbon dioxide 
users, producers, and distributors. Detailed information on the various aspects of carbon dioxide and its trans-
portation and use can be found in sources listed in the reference section. 

3 Definitions 

For the purpose of this publication, the following definitions apply. 

3.1 Publication terminology 

3.1.1 Shall 
Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific recom-
mendations allows no deviation.  

3.1.2 Should  
Indicates that a procedure is recommended.  

3.1.3 May  
Indicates that the procedure is optional.  

3.1.4 Will  
Is used only to indicate the future, not a degree of requirement.  

3.1.5 Can  
Indicates a possibility or ability. 

3.2 Technical definitions 

3.2.1 Carbon dioxide 
Chemical compound consisting of one atom of carbon bonded to two atoms of oxygen expressed by the chemical 
formula CO2.  

3.2.2 Container 
Insulated pressure vessel designed and constructed to Section VIII, Division I of the American Society of Me-
chanical Engineers (ASME) Boiler & Pressure Vessel Code for the storage of liquid carbon dioxide [1]. 1  

NOTE—Container is interchangeable with vessel or tank. 

 

1 References are shown by bracketed numbers and are listed in order of appearance in the reference section. 
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3.2.3 Critical point 
Highest pressure and temperature for a pure gas at which the liquid and vapor phases can exist in equilibrium. 

NOTE—For carbon dioxide, this occurs at a temperature of 87.9 °F (31.1 °C) and a pressure of 1070.6 psia  
(7381.8 kPa, abs).2 

3.2.4 Critical pressure 
Pressure that shall be exerted to produce liquefaction at the critical temperature.  

NOTE—For carbon dioxide the critical pressure is 1070.6 psia (7381.8 kPa, abs). 

3.2.5 Critical temperature 
Temperature above which a pure gas cannot be liquefied regardless of the degree of compression.  

NOTE—For carbon dioxide the critical temperature is 87.9 °F (31.1 °C). 

3.2.6 Cylinder 

3.2.6.1 Insulated cylinder 
Insulated U.S. Department of Transportation (DOT)-approved pressure vessel with a water capacity not greater 
than 120 gal (454 L) or 1000 lb (454 kg) and a service pressure rating of less than 40 psi (276 kPa) but not 
greater than 500 psi (3448 kPa), or a Transport Canada (TC)-approved pressure vessel with a water capacity 
not greater than 119 gal (450 L) and a service pressure rating from 3 bar to 35 bar. 

3.2.6.2 Uninsulated cylinder 
Single walled DOT- or TC-approved pressure vessel having a circular cross section with a minimum rated service 
pressure of 1800 psi (124 bar) and a water capacity not greater than 120 gal (454 L).   

NOTE—The minimum service pressure of 1800 psi (124 bar) is specific to carbon dioxide. 

3.2.7 Dry ice 
Common name for solid carbon dioxide.  

NOTE—Its temperature is –109.3 °F (–78.5 °C) at atmospheric pressure. 

3.2.8 Maximum allowable working pressure (MAWP) 
Maximum gauge pressure permissible at the top of a container in its operating position for a designated temper-
ature [1]. 

3.2.9 Qualified carbon dioxide technician  
Person who by reason of education, training, and experience knows the properties of carbon dioxide; is familiar 
with the equipment used to store, transfer, and use carbon dioxide; and understands the precautions necessary 
to safely use carbon dioxide equipment.  

3.2.10 Registered inspector 
Person registered with the DOT in accordance with Title 49 of the U.S. Code of Federal Regulations (49 CFR) 
Part 107 Subpart F who has the knowledge and ability to determine whether a cargo tank conforms to the appli-
cable DOT specification [3].  

3.2.11 Small stationary insulated carbon dioxide container 
Insulated ASME-approved pressure vessel with a carbon dioxide capacity of not greater than 1000 lb (454 kg).  

3.2.12 Saturated  
Condition at which the pressure and temperature of all existing physical states are at equilibrium. 

3.2.13 Sublimation 
Process of changing from the solid phase directly to the gas phase without passing through the liquid phase. 

 
2 kPa shall indicate gauge pressure unless otherwise noted as (kPa, abs) for absolute pressure or (kPa, differential) for differential 
pressure. All kPa values are rounded off per CGA P-11, Guideline for Metric Practice in the Compressed Gas Industry [2]. 
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3.2.14 Supercritical fluid 
Substance that is at a pressure and a temperature equal to or greater than its critical point and has complete 
mutual solubility of the liquid and the gas. 

3.2.15 Triple point 
Temperature and pressure at which a material exists simultaneously as a solid, liquid, and gas. For carbon diox-
ide the triple point is –69.9 °F and 75.1 psia (–56.6 °C and 518 kPa, abs). 

3.2.16 Upset condition  
Any condition outside normal design parameters. 

4 Carbon dioxide 

4.1 Physical and chemical properties 

Carbon dioxide is a colorless, odorless, slightly acidic gas that is approximately 50% heavier than air. It is non-
flammable and will not support combustion. The physical constants of carbon dioxide are summarized in  
Table 1. Carbon dioxide can exist as a solid, liquid, gas, or supercritical fluid, depending upon conditions of 
temperature and pressure. 

Carbon dioxide at its triple point exists simultaneously as a liquid, gas, and solid at –69.9 °F and 75.1 psia  
(–56.6 °C and 518 kPa, abs). Any change in pressure or temperature causes carbon dioxide to revert to a two-
phase condition (see Figure 1). 

Carbon dioxide at its critical point exists simultaneously as a liquid, gas, and supercritical fluid at 87.9 °F and 
1070.6 psia (31.1 °C and 7381.8 kPa, abs). At pressures and temperatures greater than the critical point, carbon 
dioxide exists only as a supercritical fluid.  

The solubility of carbon dioxide in water varies with temperature and pressure. See Table 2 for various temper-
ature and pressure conditions [4].  

See Tables 3 and 4 and Figures 2a and 2b for the thermodynamic and physical properties of carbon dioxide. 

4.2 Manufacture 

Large quantities of carbon dioxide for commercial use are primarily obtained from one of the following processes:  

 acid neutralization; 

 ammonia;  

 coal gasification; 

 combustion; 

 ethylene oxide; 

 fermentation; 

 hydrogen; 

 phosphate rock; and 

 wells/geothermal. 

Carbon dioxide is typically refined to the required purity by the following:  

 adsorption/desorption; 

 distillation;  

 filtration; 
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 oxidation; and/or 

 scrubbing.  

For carbon dioxide purity specifications, see CGA G-6.2, Commodity Specification for Carbon Dioxide [5]. 

Carbon dioxide is generally liquefied by compression and refrigeration for storage or shipment. It is stored and 
shipped as a liquid at pressures and temperatures ranging from 200 psi and –20 °F to 350 psi and 11 °F  
(1380 kPa and –29 °C to 2410 kPa and –12 °C). 

Solid carbon dioxide is manufactured by decreasing the pressure of the liquid below its triple point forming dry 
ice (snow) and cold vapor (see CGA G-6.9, Dry Ice) [6]. 

Solid carbon dioxide can be compressed into blocks of dry ice, cut or formed into slabs or slices, or extruded into 
pellets. Dry ice blocks are commercially available in 10-in (25.4-cm) nominal size cubes weighing  
50 lb to 60 lb (23 kg to 27 kg) and having a density of approximately 94 lb/ft3 (1500 kg/m3). Slabs and slices are 
available in a variety of weights and dimensions, according to customer requirements. Extruded product is avail-
able in various sizes, see Figure 3.  

Table 1—Physical constants of carbon dioxide 

 U.S. Units SI Units 

Chemical formula CO2 CO2 

Molecular weight 44.01 44.01 

Vapor pressure1) at 2 °F (–16.7 °C) 302 psi 2082 kPa 

Specific gravity of the gas at 70 °F (21.1 °C) and 1 atm 1.522 1.522 

Solid to gas expansion ratio (specific volume of the gas) 
 at 70 °F (21.1 °C) and 1 atm 

8.741 ft3/lb 0.5457 m3/kg 

Density of the gas at 70 °F (21.1 °C) and 1 atm 0.1144 lb/ft3 1.833 kg/m3 

Density of the liquid saturated at 2 °F (–16.7 °C) 63.3 lb/ft3 (8.46 lb/gal) 1014 kg/m3 

Density of solid (dry ice) at 1 atm and –109.3 °F (–78.5 °C) 97.6 lb/ft3 1563 kg/m3 

Sublimation temperature at 1 atm –109.3 °F –78.5 °C 

Critical temperature 87.9 °F 31.1 °C 

Critical pressure 1070.6 psia 7381.8 kPa, abs 

Critical density 29.2 lb/ft3 468 kg/m3 

Triple point –69.9 °F at 75.1 psia –56.6 °C at 518 kPa, abs 

Latent heat of vaporization at 2 °F (–16.7 °C) 119.0 Btu/lb 276.8 kJ/kg 

Latent heat of fusion at 1 atm and –69.9 °F (–56.6 °C) 85.6 Btu/lb 199 kJ/kg 

Latent heat of sublimation at 1 atm and –109.3 °F  
 (–78.5 °C) 

245.5 Btu/lb 571.0 kJ/kg 

Specific heat of the gas at 77 °F (25.0 °C) and 1 atm 
Cp 

 
 0.203 Btu/(lb)(°F) 

 
0.850 kJ/(kg)(°C) 

Cv 0.157 Btu/(lb)(°F) 0.657 kJ/(kg)(°C) 

Ratio of specific heats (Cp/Cv) at 59 °F (15.0 °C) 1.304 1.304 

Solubility in water, vol/vol at 68 °F (20.0 °C) 0.90 0.90 

Viscosity of saturated liquid at 2 °F (–16.7 °C) 0.287 lb/(ft)(hr) 0.000119 Pa  s 

1) All psi values are referenced to 14.696 psia (101.325 kPa, abs). 
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Figure 1—Carbon dioxide phase diagram 
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Table 2—Solubility of carbon dioxide in water (volume carbon dioxide/volume water) [4] 

Water  
pressure 
psi (kPa) 

Water temperature °F (°C) 

32 
(0) 

36 
(2.2) 

40 
(4.4) 

44 
(6.7) 

48 
(8.9) 

55 
(12.8) 

60 
(15.6) 

65 
(18.3) 

70 
(21.1) 

75 
(23.9) 

80 
(26.7) 

85 
(29.4) 

90 
(32.2) 

15 (103) 3.46 3.19 2.93 2.70 2.50 2.20 2.02 1.86 1.71 1.58 1.48 1.35 1.27 

20 (138) 4.04 3.73 3.42 3.15 2.92 2.57 2.36 2.17 2.00 1.84 1.69 1.58 1.48 

25 (172) 4.58 4.27 3.92 3.61 3.35 2.95 2.69 2.48 2.29 2.10 1.93 1.80 1.70 

30 (207) 5.21 4.81 4.41 4.06 3.77 3.31 3.03 2.80 2.58 2.37 2.18 2.03 1.91 

35 (241) 5.80 5.35 4.91 4.52 4.19 3.69 3.37 3.11 2.86 2.63 2.42 2.26 2.13 

40 (276) 6.37 5.89 5.39 4.97 4.61 4.05 3.71 3.42 3.15 2.89 2.67 2.49 2.34 

45 (310) 6.95 6.43 5.88 5.43 5.03 4.43 4.06 3.74 3.44 3.16 2.91 2.72 2.56 

50 (345) 7.53 6.95 6.36 5.89 5.45 4.80 4.40 4.05 3.73 3.42 3.16 2.94 2.77 

55 (379) 8.11 7.48 6.86 6.34 5.87 5.17 4.74 4.37 4.02 3.69 3.40 3.17 2.99 

60 (414) 8.71 8.02 7.35 6.79 6.29 5.53 5.08 4.68 4.31 3.95 3.64 3.39 3.20 

70 (483) 9.86 9.09 8.33 7.70 7.13 6.27 5.76 5.30 4.89 4.49 4.14 3.86 3.63 

80 (552) 11.02 10.17 9.31 8.61 7.98 7.00 6.43 5.92 5.46 5.02 4.62 4.31 4.06 

90 (621) 12.18 11.25 10.30 9.52 8.82 7.74 7.11 6.54 6.04 5.55 5.12 4.77 4.49 

100 (690) 13.34 12.33 11.29 10.43 9.66 8.40 7.79 7.18 6.62 6.08 5.60 5.22 4.91 

NOTE—This table shows the equivalent volume of carbon dioxide measured at 32 °F (0 °C) and 0 psi (0 kPa) that dissolves 
in one volume of water at the pressure and temperature indicated.  
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Table 3—Thermodynamic properties of saturated carbon dioxide solid, liquid, and vapor phases 
(U.S. customary units) 

Temp 
°F 

Pressure Density 
Specific 
volume 

Enthalpy 1) Entropy 1) 

psia psi 
lb/ft3 ft3/lb Btu/lb Btu/(lb)(°R) 

solid or 
liquid 

vapor 
solid or 
liquid 

vapor 
solid or 
liquid 

vapor 

 –150 1.793 26.26 2) 99.7 41.81 53.55 305.50 0.3394 1.1530 
 –140 3.171 23.46 2) 99.2 24.41 56.36 306.90 0.3483 1.1318 
 –130 5.405 18.92 2) 98.8 14.69 59.22 308.30 0.3571 1.1126 
 –120 8.923 11.75 2) 98.3 9.131 62.15 309.62 0.3658 1.0945 
 –110 14.34 7.725 2) 97.5 5.829 65.16 310.81 0.3743 1.0770 
 –109.3 14.70 0.000 97.5 5.683 65.38 310.90 0.3748 1.0758 
 –105 17.94 3.244 97.2 4.708 66.69 311.45 0.3786 1.0687 
 –100 22.28 7.584 96.9 3.814 68.24 312.01 0.3829 1.0606 
 –95 27.67 12.97 96.6 3.103 69.80 312.50 0.3872 1.0527 
 –90 34.14 19.44 96.2 2.531 71.41 312.89 0.3915 1.0449 
 –85 41.63 26.93 95.7 2.074 73.01 313.11 0.3959 1.0372 
 –80 50.58 35.88 95.3 1.714 74.63 313.22 0.4002 1.0292 
 –75 61.72 47.02 94.9 1.418 76.28 313.29 0.4045 1.0215 
 –70 74.76 60.06 94.4 1.182 77.96 313.42 0.4089 1.0151 
 –69.9 75.13 60.43 94.4 1.157 78.01 313.42 0.4112 1.0150 

Triple point 
 –69.9 75.13 60.43 73.53 1.157 163.6 313.42  0.6308 1.0150 
 –68 78.48 63.78 73.30 1.117 164.4 313.49  0.6318 1.0128 
 –66 82.34 67.64 73.05 1.060 165.3 313.58 0.6340 1.0107 
 –64 86.35 71.65 72.79 1.011 166.1 313.67 0.6362 1.0088 
 –62 90.50 75.80 72.54 0.9659 167.0 313.76 0.6384 1.0070 
 –60 94.76 80.06 72.28 0.9254 167.9 313.85 0.6406 1.0053 
 –58 99.15 84.45 72.01 0.8876 168.8 313.94 0.6427 1.0038 
 –56 103.7 89.00 71.76 0.8501 169.6 314.03 0.6448 1.0024 
 –54 108.4 93.70 71.49 0.8145 170.5 314.12 0.6469 1.0010 
 –52 113.2 98.50 71.23 0.7809 171.4 314.23 0.6490 0.9996 
 –50 118.2 103.50 70.97 0.7489 172.3 314.33 0.6511 0.9982 
 –48 123.4 108.70 70.71 0.7184 173.2 314.44 0.6533 0.9967 
 –46 128.8 114.10 70.44 0.6896 174.1 314.57 0.6555 0.9952 
 –44 134.3 119.60 70.16 0.6622 175.0 314.68 0.6577 0.9938 
 –42 140.0 125.30 69.88 0.6361 175.9 314.78 0.6599 0.9924 
 –40 145.9 131.20 69.60 0.6113 176.8 314.89 0.6621 0.9910 
 –38 152.0 137.30 69.33 0.5876 177.7 314.98 0.6642 0.9897 
 –36 158.1 143.40 69.04 0.5648 178.7 315.09 0.6663 0.9883 
 –34 164.6 149.90 68.76 0.5432 179.6 315.20 0.6684 0.9869 
 –32 171.2 156.50 68.48 0.5227 180.5 315.31 0.6704 0.9855 
 –30 178.0 163.30 68.20 0.5031 181.4 315.40 0.6725 0.9842 
 –28 184.9 170.20 67.92 0.4844 182.3 315.49 0.6746 0.9829 
 –26 192.1 177.40 67.64 0.4665 183.2 315.58 0.6767 0.9817 
 –24 199.6 184.90 67.35 0.4492 184.3 315.67 0.6788 0.9805 
 –22 207.2 192.50 67.06 0.4325 185.2 315.74 0.6810 0.9793 
 –20 215.0 200.30 66.77 0.4166 186.1 315.81 0.6831 0.9781 
 –18 223.1 208.40 66.47 0.4014 187.0 315.86 0.6852 0.9769 
 –16 231.3 216.60 66.17 0.3868 188.1 315.92 0.6873 0.9756 
 –14 239.8 225.10 65.87 0.3731 189.0 315.95 0.6894 0.9743 
 –12 248.7 234.00 65.56 0.3599 189.9 315.99 0.6916 0.9730 
 –10 257.6 242.90 65.25 0.3473 191.0 316.01 0.6937 0.9717 
 –8 266.9 252.20 64.93 0.3351 191.9 316.01 0.6958 0.9704 
 –6 276 3 261.6 64.62 0.3233 193.0 316.01 0.6979 0.9691 
 –4 285.8 271.1 64.29 0.3119 193.9 315.99 0.7000 0.9678 
 –2 295.7 281.0 63.96 0.3010 194.9 315.95 0.7022 0.9666 
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Temp 
°F 

Pressure Density 
Specific 
volume 

Enthalpy 1) Entropy 1) 

psia psi 
lb/ft3 ft3/lb Btu/lb Btu/(lb)(°R) 

solid or 
liquid 

vapor 
solid or 
liquid 

vapor 
solid or 
liquid 

vapor 

 + 0 305.8 291.1 63.63 0.2906 195.8 315.92 0.7043 0.9654 
 2 316.3 301.6 63.30 0.2805 196.9 315.88 0.7064 0.9642 
 4 327.0 312.3 62.97 0.2707 198.0 315.83 0.7085 0.9629 
 6 337.9 323.2 62.64 0.2613 198.9 315.76 0.7106 0.9616 
 8 349.0 334.3 62.30 0.2523 200.0 315.68 0.7127 0.9603 
 10 360.5 345.8 61.99 0.2436 200.9 315.59 0.7148 0.9589 
 12 372.2 357.5 61.69 0.2353 202.0 315.50 0.7169 0.9575 
 14 384.3 369.6 61.32 0.2273 203.0 315.40 0.7190 0.9561 
 16 396.5 381.8 61.02 0.2196 204.1 315.27 0.7211 0.9547 
 18 409.0 394.3 60.67 0.2122 205.2 315.13 0.7232 0.9533 
 20 421.9 407.2 60.32 0.2050 206.3 314.96 0.7253 0.9520 
 22 435.1 420.4 59.91 0.1980 207.4 314.80 0.7275 0.9507 
 24 448.7 434.0 59.57 0.1911 208.4 314.62 0.7297 0.9493 
 26 462.5 447.8 59.17 0.1845 209.5 314.42 0.7319 0.9479 
 28 476.6 461.9 58.78 0.1783 210.6 314.19 0.7341 0.9465 
 30 490.8 476.1 58.40 0.1722 211.7 313.90 0.7363 0.9450 
 32 505.5 490.8 58.02 0.1663 212.8 313.58 0.7385 0.9434 
 34 520.5 505.8 57.59 0.1602 214.0 313.20 0.7407 0.9417 
 36 536.0 521.3 57.12 0.1542 215.1 312.77 0.7429 0.9399 
 38 551.7 537.0 56.70 0.1482 216.4 312.28 0.7452 0.9380 
 40 567.7 553.0 56.29 0.1425 217.4 311.76 0.7475 0.9360 
 42 584.0 569.3 55.89 0.1372 218.7 311.20 0.7598 0.9340 
 44 600.8 586.1 55.44 0.1321 220.0 310.63 0.7521 0.9321 
 46 617.8 603.1 54.95 0.1273 221.2 310.05 0.7544 0.9302 
 48 635.2 620.5 54.43 0.1226 222 5 309.47 0.7568 0.9283 
 50 652.9 638.2 53.91 0.1181 223.7 308.90 0.7593 0.9264 
 52 671.2 656.5 53.45 0.1138 225.0 308.32 0.7618 0.9246 
 54 689.7 675.0 52.95 0.1095 226.4 307.75 0.7643 0.9227 
 56 708.6 693.9 52.37 0.1054 227.7 307.13 0.7668 0.9207 
 58 727.9 713.2 51.81 0.1014 229.1 306.49 0.7694 0.9187 
 60 747.6 732.9 51.17 0.09752 230.6 305.78 0.7720 0.9166 
 62 767.7 753.0 50.47 0.09372 232.0 305.03 0.7746 0.9145 
 64 788.3 773.6 49.78 0.08999 233.5 304.22 0.7773 0.9123 
 66 809.3 794.6 49.08 0.08631 235.1 303.35 0.7801 0.9100 
 68 830.8 816.1 48.39 0.08261 236.7 302.45 0.7830 0.9077 
 70 852.7 838.0 47.62 0.07894 238 3 301.52 0.7861 0.9053 
 72 875.0 860.3 46.80 0.07535 240.3 300.51 0.7894 0.9030 
 74 897.8 883.1 45.90 0.07173 242.1 299.39 0.7930 0.9006 
 76 921.1 906.4 44.94 0.06811 244.3 298.10 0.7970 0.8982 
 78 945.1 930.4 43.90 0.06411 246.4 296.57 0.8013 0.8957 
 80 969.5 954.8 42.67 0.06013 248.9 294.75 0.8060 0.8924 
 82 994.5 979.8 41.23 0.05603 251.5 292.46 0.8112 0.8881 
 84 1020 1005 39.59 0.05171 254.7 289.67 0.8170 0.8821 
 86 1046 1031 37.03 0.04711 259.0 285.64 0.8249 0.8737 
 87.9 1071 1056 29.21 0.03423 272.7 272.70 0.8483 0.8483 

1) Based on 0 for the perfect crystal at absolute zero temperature, –459.67 °F (–273.15 °C). 

2) Inches of mercury below atmospheric pressure. 
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Table 4—Thermodynamic properties of saturated carbon dioxide solid, liquid, and vapor phases 
(SI units) 

Temp 
°C 

Pressure Density 
Specific  
volume 

Enthalpy 1) Entropy 

kPa, abs kPa 
kg/m3

 
m3/kg x 10–3

 
kJ/kg kJ/(kg)(K) 

solid or 
liquid 

vapor 
solid or 
liquid 

vapor 
solid or 
liquid 

vapor 

 –102 11.36 –89.97 1597 2837 123.5 710.1 1.415 4.841 
 –100 13.97 –87.36 1595 2327 125.8 711.3 1.428 4.809 
 –98 17.15 –84.18 1593 1916 128.2 712.4 1.442 4.777 
 –96 20.95 –80.38 1591 1583 130.5 713.6 1.455 4.746 
 –94 25.49 –75.84 1588 1314 132.9 714.8 1.469 4.716 
 –92 30.89 –70.44 1585 1095 135.3 715.9 1.482 4.687 
 –90 37.27 –64.06 1582 917.3 137.7 717.1 1.495 4.658 
 –88 44.76 –56.57 1579 771.9 140.2 718.2 1.508 4.630 
 –86 53.53 –47.80 1576 651.3 142.6 719.3 1.521 4.603 
 –84 63.77 –37.56 1573 550.7 145.1 720.4 1.534 4.376 
 –82 75.72 –25.61 1569 467.1 147.6 721.4 1.548 4.550 
 –80 89.62 –11.71 1565 397.7 150.1 722.4 1.561 4.523 
 –78.5 101.3 0.0 1562 354.7 152.1 723.1 1.569 4.504 
 –78 105.7 4.4 1561 339.8 152.7 723.4 1.574 4.498 
 –76 124.2 22.9 1558 291.1 155.3 724.4 1.586 4.473 
 –74 145.6 44.3 1554 249.9 157.9 725.4 1.599 4.449 
 –72 170.0 68.7 1549 215.1 160.5 726.3 1.612 4.425 
 –70 198.1 96.8 1545 185.7 163.1 727.1 1.625 4.402 
 –68 230.2 128.9 1541 160.8 165.8 727.7 1.638 4.378  
 –66 267.0 165.7 1536 139.5 168.4 728.1 1.651 4.353 
 –64 308.9 207.6 1532 121.1 171.1 728.4 1.664 4.328 
 –62 356.7 255.4 1527 105.1 173.9 728.6 1.677 4.304 
 –60 409.8 308.5 1522 91.23 176.7 728.7 1.690 4.281 
 –58 467.1 365.8 1517 81.00 179.5 728.8 1.703 4.262 
 –56.6 518.0 416.7  1513 72.22 181.4 729.0 1.722 4.250 

Triple point 
 –56.6 518.0 416.7 1178 72.22 380.5 729.0 2.641 4.250 
 –56 531.7 430.4 1176 71.10 381.5 729.1 2.643 4.244 
 –54 578.9 477.6 1168 64.72 385.2 729.5 2.659 4.229 
 –52 629.5 528.2 1161 59.78 388.9 729.8 2.675 4.215 
 –50 683.6 582.3 1154 55.41 392.5 730.2 2.691 4.203 
 –48 741.0 639.7 1146 51.36 396.2 730.6 2.707 4.192 
 –46 801.9 700.6 1139 47.63 399.9 731.1 2.723 4.181 
 –44 866.3 865.0 1131 44.20 403.7 731.5 2.739 4.170 
 –42 934.3 833.0 1123 41.05 407.5 732.0 2.756 4.160 
 –40 1006 904.7 1115 38.16 411.3 732.4 2.772 4.149 
 –38  1082 981  1107 35.52 415.1   732.9 2.788 4.139 
 –36 1162 1061 1099 33.11 419.0 733.3 2.803 4.129 
 –34 1246 1145 1091 30.90 422.9 733.7 2.819 4.119 
 –32 1335 1234 1083 28.87 426.8 734.1 2.835 4.109 
 –30 1429 1328 1074 27.00 430.8 734.4 2.851 4.100 
 –28 1527 1426 1066 25.27 434.8 734.7 2.867 4.091 
 –26 1630 1529 1057 23.66 438.8 734.9 2.883 4.081 
 –24 1739 1638 1048 22.16 442.8 735.0 2.899 4.072 
 –22 1852 1751 1039 20.76 446.9 735.0 2.915 4.062 
 –20 1971 1870 1030 19.45 451.0 735.0 2.931 4.053 
 –18 2095 1994 1021 18.24 455.1 734.9 2.947 4.044 
 –16 2226 2125 1011 17.13 459.3 734.7 2.963 4.034 
 –14 2362 2261 1002 16.09 463.6 734.4 2.979 4.024 
 –12 2503 2402 991.9 15.11 467.8 734.1 2.994 4.014 
 –10 2649 2548 982.0 14.19 472.2 733.6 3.010 4.004 
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Temp 
°C 

Pressure Density 
Specific  
volume 

Enthalpy 1) Entropy 

kPa, abs kPa 
kg/m3

 
m3/kg x 10–3

 
kJ/kg kJ/(kg)(K) 

solid or 
liquid 

vapor 
solid or 
liquid 

vapor 
solid or 
liquid 

vapor 

 –8 2804 2703 971.8 13.34 476.6 733.0 3.027 3.993 
 –6 2964 2863 961.5 12.54 481.1 732.2 3.043 3.983 
 –4 3131 3030 951.5 11.79 485.6 731.4 3.059 3.973 
 –2 3305 3204 940.7 11.07 490.3 730.5 3.076 3.962 
 0.0 3485 3384 929.4 10.38 495.0 729.4 3.092 3.950 
 2.0 3673 3572 917.4 9.703 499.8 727.7 3.109 3.937 
 4.0 3869 3768 905.0 9.046 504.7 725.4 3.126 3.923 
 6.0 4071 3970 892.1 8.435 509.8 723.1 3.143 3.908 
 8.0 4282 4181 878.0 7.878 515.0 720.8 3.161 3.894 
 10.0 4501 4400 863.6 7.375 520.4 718.5 3.179 3.879 
 12.0 4730 4629 848.2 6.900 525.9 716.1 3.198 3.864 
 14.0 4966 4865 831.9 6.446 531.6 713.5 3.217 3.849 
 16.0 5210 5109 814.3 6.006 537.6 710.5 3.236 3.833 
 18.0 5464 5363 795.5 5.577 543.8 707.2 3.256 3.817 
 20.0 5727 5626 775.2 5.157 550.4 703.5 3.278 3.800 
 22.0 6001 5900 753.6 4.745 557.8 699.4 3.303 3.783 
 24.0 6285 6184 728.9 4.337 566.0 694.6 3.331 3.765 
 26.0 6581 6480 696.4 3.914 575.4 688.2 3.364 3.745 
 28.0 6890 6789 655.7 3.460 586.3 679.1 3.403 3.710 
 30.0 7211 7110 593.1 2.910 602.5 664.4 3.454 3.658 
 31.1 7382 7281 467.9 2.137 634.3 634.3 3.552 3.552 

1) Based on 0 for the perfect crystal at zero Kelvin (–273.15 °C). 
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ENTHALPY—Btu per lb 
 

Figure 2a—Pressure enthalpy chart (Part 1) 
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ENTHALPY—Btu per lb 
 

Figure 2b—Pressure enthalpy chart (Part 2) 
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Extruded dry ice (1/4 in [0.635 cm])  

 

Extruded dry ice pellets (1/2 in [1.27 cm]) 

 

Extruded dry ice pellets (5/8 in [1.588cm]) 
 

Cryo/high density/blasting ice (0.14 in [0.289 cm]) 

 

Extruded dry ice pellets (3/4 in [1.905 cm]) 
 

Whole block dry ice 

 

Slab dry ice  

 

Airline size dry ice 

 

Figure 3—Typical block or formed product offerings  
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